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XS25W1GB Wide Voltage Range Quad 10 Serial Flash

<
Serial NOR Flash Memory

Wide Voltage Range Multi I/0 with 4KB, 32KB & 64KB Sector/Block Erase

B 1G-bit Serial Flash 3 or 4-Byte Addressing Mode
* 4 x 32M-bytes Continuous Read With 8/16/32/64-byte Wrap
. 256 bytes per programmable page
Erase/Program Suspend/Resume
B Standard, Dual, Quad SPI, DTR
Package Options
. Standard SPI: SCLK, CS#, S, SO, WP#,
HOLD#, RESET# * See 1.1 Available Ordering OPN
e Dual SPI: SCLK, CS#, 100, 101, WP#, HOLD#, * Al Pb-free packages are compliant RoHS,
RESET# Halogen-Free and REACH.
*  QuadSPI: SCLK, CS#, 100, 101, 102, 103, Operating Temperature Range & Moisture
RESET# Sensitivity Level
*  QPI:SCLK, CS#, 100, 101, 102, 103, RESET# e Industrial Level Temperature. (-40°C to
*  SPI/QPI DTR (Double Transfer Rate) Read +85°C), MSL3
B Flexible Architecture . Industrial Plus Level Temperature. (-40°C
to +105°C), MSL3
. Sector of 4K-bytes
*  Block of 32/64k-bytes Power Consumption
° 2uA typical Deep Power-Down current
B Advanced security Features
«  2*1024-Bytes Security Registers With OTP Single Power Supply Voltage
Lock . 1.65~3.60V
B Support 128 bits Unique ID Minimum 100,000 Program/Erase Cycle
B Software/Hardware Write Protection Program/Erase Speed
*  Write protect all/portion of memory via «  Page Program time: 0.3ms typical
software
. . . ) . Sector Erase time: 65ms typical
*  Enable/Disable protection with WP# Pin
) e Block Erase time: 0.38/0.52s typical
*  Top orBottom, Sector or Block selection
J Chip Erase time: 300s typical
. Advanced Sector Protection
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1. GENERAL DESCRIPTION

The XS25W1GB (1G-bit) Serial flash supports standard Serial Peripheral Interface (SPI), Dual/Quad SPI:
Serial Clock, Chip Select, Serial Data 1/00 (Sl), 1/01 (SO), I/02 (WP#), and I/03 (HOLD#).

1.1. Available Ordering OPN

OPN Package Type Package Carrier
XS25W1GBSFHGU SOP16 300mil Tube
XS25W1GBSFHGA SOP16 300mil Tray
XS25W1GBSFIGA SOP16 300mil Tray

1.2. Connection Diagram

'/"Ig;D#| 3 16] ] SCIK
vee[ ]2 15 | si/100
ReseT# | 3 14| NC
ne[_]a 13[_J NC
Top View
ne[|s 12[ ] ne
ne[1s 1[__Jnc
st [_]7 10]__] vss

so/101 | 8 9 | WP#/102

16-PIN SOP
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1.3. Pin Description

SOP16
Pin No. Pin Name 1/0 Description
1 HOLD# / 103 I/0 HOLD Input / Data Input Output3
2 VCC Power Supply
3 RESET# | Reset Input
4 NC No Connection
5 NC No Connection
6 NC No Connection
7 CS# I Chip Select Input
8 SO /101 I/0 Data Output / Data Input Outputl
9 WP# /102 I/O Write Protect Input / Data Input Output2
10 VSS Ground
11 NC No Connection
12 NC No Connection
13 NC No Connection
14 NC No Connection
15 SI/100 I/0 Data Input / Data Input OutputO
16 SCLK I Serial Clock Input
Notes:

1. 100 and 101 are used for Standard and Dual SPI instructions
2.100 - 103 are used for Quad SPI instructions, WP# & HOLD# functions are only available for Standard/Dual SPI.
3. Hardware RESET# pin is available on SOP16 Package, If the hardware reset function is not used, this pin requires external pull-up.
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1.4. Block Diagram

Write
WP#(102) <« > Control
Logic
\4
P Status -
) Register o
Tg
38
HOLD#/<—> High Voltage § a3 Flash
RESET#(103) "| Generators "2 2 Memory
SPI t 2
SCLK ——— > Command & £ 2
Control | Page Address = <
cs ———> Logic Latch/Counter -
SI(100) «—> . - Column Decode And
h " 256-Byte Page Buffer
A
$0(101) «——>|
Byte Address
Latch/Counter
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1.5. Memory Description

Uniform Block Sector Architecture
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Block(64K-byte)

Block(32K-byte)

Sector(4K-byte)

Address Range

32767 7FFFOOOH 7FFFFFFH
4095 | e
32760 7FF8000H 7FF8FFFH
2047
32759 7FF7000H 7FF7FFFH
4094 | e e
32752 7FFO000H 7FFOFFFH
32751 7FEFOOOH 7FEFFFFH
4093 | L e
32744 7FE8000H 7FESFFFH
2046
32743 7FE7000H 7FE7FFFH
4092 | e e
32736 7FEOOOOH 7FEOFFFH
31 01FOO0OH O1FFFFH
3 e e
24 018000H O018FFFH
' 23 017000H 017FFFH
2 e e
16 010000H O010FFFH
15 OOFOO0OH OOFFFFH
o
8 008000H OO08FFFH
° 7 007000H 007FFFH
o | e e
0 000000H OOOFFFH
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1.6. SPI Mode
Standard SPI

The device features a serial peripheral interface on 4 signals bus: Serial Clock (SCLK), Chip Select (CS#),
Serial Data Input (Sl) and Serial Data Output (SO). Both SPI bus mode 0 and 3 are supported. Input data is
latched on the rising edge of SCLK and data shifts out on the falling edge of SCLK.
Note: “WP#” & “HOLD#” pins require external pull-up. If internal pull-up is needed, please contact with
XSEMITRON sales and FAE.

Dual SPI

The device supports Dual SPI operation when using the “Dual Output Fast Read”, “Dual 1/O Fast Read”
and “DTR Fast Read Dual I/0” (3BH, 3CH, BBH, BCH and BDH) commands. These commands allow data to be
transferred to or from the device at two times the rate of the standard SPI. When using the Dual SPI
command the Sl and SO pins become bidirectional I/0 pins: 100 and 101.
Note: “WP#” & “HOLD#” pins require external pull-up. If internal pull-up is needed, please contact with
XSEMITRON sales and FAE.

Quad SPI

The device supports Quad SPI operation when using the “Quad Output Fast Read”, “Quad 1/O Fast
Read”, “Quad I/O Word Fast Read” and “DTR Fast Read Quad I/O” (6BH, 6CH, EBH, ECH, E7H, EDH, EEH)
commands. These commands allow data to be transferred to or from the device at four times the rate of the
standard SPI. When using the Quad SPI command the Sl and SO pins become bidirectional 1/O pins: 100 and
101, and WP# and HOLD# pins become 102 and 103. Quad SPlI commands require the non-volatile Quad
Enable bit (QE) in Status Register to be set.

1.7. QPI Mode

The device supports Quad Peripheral Interface (QPI) operations only when the device is switched from
Standard/Dual/Quad SPI mode to QPl mode using the “Enable the QPI (38H)” command. The QPl mode
utilizes all four 10 pins to input the command code. Standard/Dual/Quad SPI mode and QPI mode are
exclusive. Only one mode can be active at any given times. “Enable the QPI (38H)” and “Disable the QPI
(FFH)” commands are used to switch between these two modes. Upon power-up and after software reset
using “Enable Chip Reset (66H)” and “Reset (99H)” command, the default state of the device is
Standard/Dual/Quad SPI mode. The QPI mode requires the non-volatile Quad Enable bit (QE) in Status
Register to be set.

1.8. DTR Read

To effectively improve the read operation throughput without increasing the serial clock frequency, The
device introduces multiple DTR (Double Transfer Rate) Read instructions that support Standard/Dual/Quad
SPI and QPI modes. The byte-long instruction code is still latched into the device on the rising edge of the
serial clock similar to all other SPI/QPI instructions. Once a DTR instruction code is accepted by the device,
the address input and data output will be latched on both rising and falling edges of the serial clock.

Rev 1.0 May 10, 2022 Page 8
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1.9. HOLD Function

The HOLD# signal goes low to stop any serial communications with the device, but doesn’t stop the
operation of write status register, programming, or erasing in progress.

The operation of HOLD, need CS# keep low, and starts on falling edge of the HOLD# signal, with SCLK
signal being low (If SCLK is not being low, HOLD operation will not start until SCLK being low). The HOLD
condition ends on rising edge of HOLD# signal with SCLK being low (If SCLK is not being low, HOLD operation
will not end until SCLK being low).

Both Sl and SCLK don’t care during the HOLD operation, if CS# drives high during the HOLD operation, it
will reset the internal logic of the device. To re-start communication with chip, the HOLD# must be at high
and then CS# must be at low.

CS# \
SCLK | | | | | |

HOLD# ;

€ HOLD M

HOLD Condition

AT~
T
o
5
¥

1.10. RESET Function

The RESET# pin allows the device to be reset by the control. For 8-pin package, pin7 can be configured
as a RESET# pin depending on the status register setting, which need QE=0 and HOLD/RST=1. For 16-pin
package, pin3 is the RESET# pin and HOLD/RST bit is reserved.

The RESET# pin goes low for a period of tRLRH or longer will reset the flash. After reset cycle, the flash is
at the following states:

- Standby mode.

- All the volatile bits will return to the default status as power on.

Reset Timing

| [€tRHSLY
€ tRLRH ) l
Symbol Parameter Min. Typ. Max. Unit
tRLRH Reset Pulse Width 1 Us
tRHSL Reset High Time Before Read 200 us
Reset Recovery Time (Standby) 1 ms
{RB Reset Recovery Time (Read) 1 ms
Reset Recovery Time (Program) 1 ms
Reset Recovery Time (Erase) 25 ms
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1.11. The Reset Signaling Protocol (JEDEC 252)

The protocol consists of two phases: reset request, and completion (a device internal reset).

Reset Request
1. CS# is driven active low to select the device (Notel)
2. Clock (SCLK) remains stable in either a high or low state (Note 2)

2 ) .
XSeMIiTrRON

N

3.5l /100 is driven low by the bus master, simultaneously with CS# going active low, (Note 3)

4. CS# is driven inactive (Note 4).

Repeat the steps 1-4 each time alternating the state of SI (Note 5).

NOTE 1 This powers up the device.
NOTE 2 This prevents any confusion with a command, as no command bits are transferred (clocked).

NOTE 3 No SPI bus slave drives Sl during CS# low before a transition of SCLK, i.e., slave streaming output active is not allowed until

after the first edge of SCLK.
NOTE 4 The slave captures the state of Sl on the rising edge of CS#.

NOTE 5 Sl is low on the first CS#, high on the second, low on the third, high on the fourth (This provides a 5h pattern, to

differentiate it from random noise).

Reset Completion
After the fourth CS# pulse, the slave triggers its internal reset.

Timing Diagram and Timing Parameters
Reset Signaling Protocol

R Bty | | P/
CS# //
Mode 3 3 3 3 ; //
SCLK e o | | 1 -/
| | 1 —1/

s TN \ / N

High Z : //

SO 7/

200us

Internal Reset ' 3
Device is
\ﬁ % / Ready
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2. STATUS REGISTER

Status Register-1

S7 S6 S5 sS4 S3 S2 S1 SO
SRP T/B BP3 BP2 BP1 BPO WEL WIP
Status

Top/Bottom | Block Protect | Block Protect | Block Protect | Block Protect | Write Enable | Erase/Write

Register Protect Bit Bit Bit Bit Bit Latch In Progress

Protection Bit

Volatile, Volatile,

Non-volatile | Non-volatile | Non-volatile | Non-volatile | Non-volatile | Non-volatile
Read Only Read Only

Status Register-2

S15 S14 S13 S12 S11 S10 S9 S8
SuUS1 WPS Reserved LB2 LB1 SUS2 QE ADS
Write Security Security Program Current
IE i R i i E |
rase Suspend ProtecFlon eserved Reglstgr Lock Reglstgr Lock Suspend Quad Enable Address Mode
Selection Bit Bit
. Non-volatile | Non-volatile . .
R\(/e:::)”si Non-volatile Reserved Writable Writable R\é:?’glsi Non-volatile R\(/e?:glsll
4 (OTP) (OTP) 4 4
Status Register-3
S23 S22 S21 S20 S19 S18 S17 Si6
HOLD/RST DRV1 DRVO ADP EE PE LC Reserved
HROLDﬁtf#or Output Driver|Output Driver| Power Up Erase Error bit Program Error| Latency Reserved
ese. Strength Strength  [Address Mode bit Code
Function
Volatile Volatile Non-volatile
Non-volatile | Non-volatile | Non-volatile | Non-volatil ! ! R
on-volatile on-volatile on-volatile on-volatile Read Only Read Only Writable eserved
Extended Address Register
EA7 EA6 EA5 EA4 EA3 EA2 EA1 EAO
Reserved Reserved Reserved Reserved DLP A26 A25 A24
Data Learning
Reserved Reserved Reserved Reserved Pattern Address Bit | Address Bit | Address Bit
Enable Bit
Volatile Volatile Volatile Volatile
Reserved Reserved Reserved Reserved Writable Writable Writable Writable
WIP bit.

The Write In Progress (WIP) bit indicates whether the memory is busy in program/erase/write status
register progress. When WIP bit sets to 1, means the device is busy in program/erase/write status register
progress, when WIP bit sets 0, means the device is not in program/erase/write status register progress.

WEL bit.

The Write Enable Latch (WEL) bit indicates the status of the internal Write Enable Latch. When set to 1
the internal Write Enable Latch is set, when set to 0 the internal Write Enable Latch is reset and no Write
Status Register, Program or Erase command is accepted.

Rev 1.0 May 10, 2022 Page 11
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BP3, BP2, BP1, BPO bits.

The Block Protect (BP3, BP2, BP1, BPO) bits are non-volatile. They define the size of the area to be
software protected against Program and Erase commands. These bits are written with the Write Status
Register (WRSR) command. When the Block Protect (BP3, BP2, BP1, BPO) bits are set to 1, the relevant
memory area (as defined in Tablel) becomes protected against Page Program (PP), Sector Erase (SE) and
Block Erase (BE) commands. The Block Protect (BP3, BP2, BP1, BPO) bits can be written provided that the
Hardware Protected mode has not been set.

T/B bit.

The Top/Bottom (TB) bit is a non-volatile bit. The Top/Bottom (TB) bit is used to configure the Block
Protect area by BP bit (BP3, BP2, BP1, BPQ), starting from TOP or Bottom of the memory array. The TB bit is
defaulted as “0”, which means Top area protect. When it is set as “1”, the protect area will change to
Bottom area of the memory device. To write the TB bits requires the Write Status Register (WRSR)
instruction to be executed.

SRP bit.
The Status Register Protect (SRP) bits are non-volatile Read/Write bits in the status register. The SRP
bits control the method of write protection: software protection, hardware protection.
Status Register Protect (SRP) bit

SRP WPH# Status Register Description
The Status Register can be written to after a Write Enable
X li P

0 Software Protected command, WEL=1. (Default)

1 0 Hardware Protected WP#=0, the Status Register locked and cannot be written.

1 1 Hardware Unprotected WP#=1, the Status Register is unlocked and can be written to

P after a Write Enable command, WEL=1.
ADS bit.

The Address Status (ADS) bit is a read only bit that indicates the current address mode the device is
operating in. The device is in 3-Byte address mode when ADS=0 (default), and in 4-Byte address mode when
ADS=1.

QE bit.

The Quad Enable (QE) bit is a non-volatile Read/Write bit in the Status Register that allows Quad
operation. When the QE bit is set to 0 (Default) the WP# pin and HOLD# pin are enable. When the QE pin is
set to 1, the Quad 102 and 103 pins are enabled. (The QE bit should never be set to 1 during standard SPI or
Dual SPI operation if the WP# or HOLD# pins are tied directly to the power supply or ground).

SUS1, SUS2 Bit.

The SUS1 and SUS2 bits are read only bit in the status register (S15 and S10) that are set to 1 after
executing a Program/Erase Suspend (75H) command (The Erase Suspend will set the SUS1 to 1, and the
Program Suspend will set the SUS2 to 1). The SUS1 and SUS2 bits are cleared to 0 by Program/Erase Resume
(7AH) command, software reset (66H+99H) command as well as a power-down, power-up cycle.

LB1, LB2 bits.
The LB1, LB2 bits are non-volatile One Time Program (OTP) bits in Status Register (511-S12) that provide
the write protect control and status to the Security Registers. The default state of LB1-LB2 are 0, the security
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registers are unlocked. The LB1-LB2 bits can be set to 1 individually using the Write Register instruction. The
LB1-LB2 bits are One Time Programmable, once being set to 1, the corresponding Security Register will
become read-only permanently.

WPS bit.

The WPS Bit is used to select which Write Protect scheme should be used. When WPS=0, the device will
use the combination of T/B, BP (3:0) bits to protect a specific area of the memory array. When WPS=1, the
device will utilize the Individual Block Locks to protect any individual sector or blocks. The default value for
all Individual Block Lock bits is 1 upon device power on or after reset.

Note: When WPS=1, Global Block Unlock(98H) command is needed before executing chip erase operation.

LC bit.

The Latency Code (LC) selects the mode and number of dummy cycles between the end of address and
the start of read data output for command ODH under QPl mode and command EDH under SP1/QPI modes.

Some read commands send mode bits following the address to indicate that the next command will be
of the same type with an implied, rather than an explicit instruction. The next command thus does not
provide an instruction Byte, only a new address and mode bits. This reduces the time needed to send each
command when the same command type is repeated in a sequence of commands.

Dummy cycles provide additional latency that is needed to complete the initial read access of the flash
array before data can be returned to the host system. Some read commands require additional latency
cycles as the SCLK frequency is increased.

Latency Code and DTR Mode Frequency Table

LC Dummy clock cycles
0 8 (Default)
1 6

PE bit.

The Program Error (PE) bit is a read only bit that indicates a program failure. It will also be set when the
user attempts to program a protected array sector or access the locked OTP space.

Error bits can be reset by Software Reset (66H + 99H).

EE bit.

The Erase Error (EE) bit is a read only bit that indicates an erase failure. It will also be set when the user
attempts to erase a protected array sector or access the locked OTP space.

Error bits can be reset by Software Reset (66H + 99H).
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ADP bit.

Power Up

A\ 4

1959y
2JempleH

DRV1, DRVO bits

Device Initialization

(Non-Volatile Cells)

&

Status Register Refresh

2~ ) .

XSeMIiTrRON
N

The Address Power-up (ADP) bit is a non-volatile writable bit that determines the initial address mode
when the device is powered on or reset. This bit is only used during the power on or device reset
initialization period. When ADP=0(factory default), the device will power up into 3-Byte address mode, the
Extended Address Register must be used to access memory regions beyond 128Mb. When ADP=1, the device
will power up into 4-Byte address mode directly.

ADP=0

ADP bit value

3-Byte Address
Standard SPI
Dual SPI
Quad SPI

Enable 4-Byte(B7H)

Disable 4-Byte(E9

H)

ADP =1 o
T
+
(e}
(e}
______ T
| —
I
I
3 I
4-Byte Address :
Standard SPI
Dual SPI
Quad SPI

1959y =2Jemljos

The DRV1 & DRVO bits are used to determine the output driver strength for the Read operations.

DRV1 DRVO Driver Strength
0 0 25%
0 1 50%
1 0 75% (default)
1 1 100%

HOLD/RST bit.

The HOLD/RST bit is used to determine whether HOLD# or RESET# function should be implemented on
the hardware pin for 8-pin packages. When HOLD/RST=0, the pin acts as HOLD#, When the HOLD/RST=1, the
pin acts as RESET#. However, the HOLD# or RESET# function is only available when QE=0, If QE=1, The
HOLD# and RESET# functions are disabled, the pin acts as dedicated data I/0 pin.

Note: For SOP16 package, HOLD/RST bit is reserved.

Rev 1.0
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Address bit.

The Extended Address Bits A26, A25, A24 are used only when the device is operating in the 3-Byte
Address Mode (ADS=0), which are volatile writable by Write Extended Address Register command (C5H). The
Extended Address Register is a volatile register that stores the 4th byte address (A31-A24) when the device is
operating in the 3-Byte Address Mode (ADS=0). Bits A31-A27 are reserved for higher densities.

If the device powers up with ADP bit set to 1, or an “Enter 4-Byte Address Mode (B7H)” instruction is
issued, the device will require 4-Byte address input for all address related instructions, and the Extended
Address Bits setting will be ignored. However, any instruction with 4-Byte address input will replace the
Extended Address Bits with new settings.

A26, A25, A24 Address Range
000 0000 0000H — OOFF FFFFH
001 0100 0000H — O1FF FFFFH
010 0200 0000H — 02FF FFFFH
011 0300 0000H — O3FF FFFFH
100 0400 0000H — 04FF FFFFH
101 0500 0000H — O5FF FFFFH
110 0600 0000H — O6FF FFFFH
111 0700 0000H — 07FF FFFFH

DLP bit.

The DLP bit is Data Learning Pattern Enable bit. For Quad DTR Read commands, a pre-defined “Data
Learning Pattern” can be used by the flash memory controller to determine the flash data output timing on 4
I/0 pins. When DLP=1, during the last 4 dummy clocks just prior to the data output, the flash will output
“00110100” Data Learning Pattern sequence on each of the 4 1/O pins. During this period, controller can fine
tune the data latching timing for each 1/O pins to achieve optimum system performance. DLP=0 will disable
the Data Learning Pattern output. The user defined pattern is volatile. After device power cycle, the Data
Learning Pattern will return to its “00110100” default value.
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3. DATA PROTECTION

The device provide the following data protection methods:

2~ ) .
XSeMIiTrRON
o

B Write Enable (WREN) command: The WREN command sets the Write Enable Latch bit (WEL). The WEL

bit will return to reset by the following situation:

¢ Power-Up / Software Reset (66H + 99H)

Write Disable (WRDI)

¢ Write Status Register (WRSR) / Write Extended Address Register (WEAR)

* Page Program (PP) / Quad Page Program (QPP)

* Sector Erase (SE) / Block Erase (BE) / Chip Erase (CE)

* Erase Security Register / Program Security Register

B Software Protection Mode: The Block Protect (T/B, BP3, BP2, BP1, BPO) bits and WPS bit define the

section of the memory array that can be read but cannot be changed.

Hardware Protection Mode: WP# goes low to prevent writing status register.

Deep Power-Down Mode: In Deep Power-Down Mode, all commands are ignored except the Release

from Deep Power-Down Mode command (ABH) and software reset (66H+99H).

Protected Area Sizes (T/B bit = 0, WPS=0)

Table 1. Protected Area Sizes

Status bit Protect Level

BP3 BP2 BP1 BPO 1Gb
0 0 0 0 0 (none)
0 0 0 1 1 (1 block, protected block 2047th)
0 0 1 0 2 (2 blocks, protected block 2046th~2047th)
0 0 1 1 3 (4 blocks, protected block 2044th~2047th)
0 1 0 0 4 (8 blocks, protected block 2040th~2047th)
0 1 0 1 5 (16 blocks, protected block 2032nd~2047th)
0 1 1 0 6 (32 blocks, protected block 2016th~2047th)
0 1 1 1 7 (64 blocks, protected block 1984th~2047th)
1 0 0 0 8 (128 blocks, protected block 1920th~2047th)
1 0 0 1 9 (256 blocks, protected block 1792nd~2047th)
1 0 1 0 10 (512 blocks, protected block 1536th~2047th)
1 0 1 1 11 (1024 blocks, protected block 1024th~2047th)
1 1 0 0 12 (2048 blocks, protected all)
1 1 0 1 13 (2048 blocks, protected all)
1 1 1 0 14 (2048 blocks, protected all)
1 1 1 1 15 (2048 blocks, protected all)
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Protected Area Sizes (T/B bit = 1, WPS=0)

Status bit Protect Level
BP3 BP2 BP1 BPO 1Gb
0 0 0 0 0 (none)
0 0 0 1 1 (1 block, protected block Oth)
0 0 1 0 2 (2 blocks, protected block Oth~1st)
0 0 1 1 3 (4 blocks, protected block 0th~3rd)
0 1 0 0 4 (8 blocks, protected block 0th~7th)
0 1 0 1 5 (16 blocks, protected block 0th~15th)
0 1 1 0 6 (32 blocks, protected block Oth~31st)
0 1 1 1 7 (64 blocks, protected block 0th~63rd)
1 0 0 0 8 (128 blocks, protected block 0th~127th)
1 0 0 1 9 (256 blocks, protected block 0th~255th)
1 0 1 0 10 (512 blocks, protected block 0th~511st)
1 0 1 1 11 (1024 blocks, protected block 0th~1023rd)
1 1 0 0 12 (2048 blocks, protected all)
1 1 0 1 13 (2048 blocks, protected all)
1 1 1 0 14 (2048 blocks, protected all)
1 1 1 1 15 (2048 blocks, protected all)
Individual Block Protection (WPS=1)
Individual Block Lock
Block Sector Address range .
Operation
32767 7FFFOOOH 7FFFFFFH The Top/Bottom block is
protected by sector.
2047 | e |
32752 7FFO000H 7FFOFFFH Other 2046 Blocks are
protected by block
______ Block Lock:
36H+Address
2 Block Unlock:
39H+Address
1 Read Block Lock:
3DH+Address
15 OOFOOOH OOFFFFH Global Block Lock:
0 .................. 7EH
Global Block Unlock:
0 000000H 00OFFFH 98H
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4. COMMANDS DESCRIPTION

All commands, addresses and data are shifted in and out of the device, beginning with the most
significant bit on the first rising edge of SCLK after CS# is driven low. Then, the one-byte command code must
be shifted in to the device, most significant bit first on SI, each bit being latched on the rising edges of SCLK.

See the table below, every command sequence starts with a one-byte command code. Depending on the
command, this might be followed by address bytes, or by data bytes, or by both or none. CS# must be driven
high after the last bit of the command sequence has been shifted in. For the command of Read, Fast Read,
Read Status Register or Release from Deep Power-Down, and Read Device ID, the shifted-in command
sequence is followed by a data-out sequence. CS# can be driven high after any bit of the data-out sequence
is being shifted out.

For the command of Page Program, Sector Erase, Block Erase, Chip Erase, Write Status Register, Write
Enable or Write Disable command, CS# must be driven high exactly at the byte boundary, otherwise the
command is rejected, and is not executed. That is CS# must be driven high when the number of clock pulses
after CS# being driven low is an exact multiple of eight. For Page Program, if at any time the input byte is not
a full byte, nothing will happen and WEL will not be reset.

Table 2. Commands

Address Byte
Command Dummy Data
Command Name Code SPI QPI Total Clock Byte
ADD Bytel Byte2 Byte3 Byted
Byte
Register Access
Read Status Register_1 O5H v \ 0 0 1toeo
Read Status Register_2 35H \' \' 0 0 1tooe
Read Status Register_3 15H v \ 0 0 1toeo
Write Status Register_1 01H v v 0 0 1
Write Status Register_2 31H v v 0 0 1
Werite Status Register_3 11H v v 0 0 1
Reafj Extended Address CSH v v 0 0 1to oo
Register
WnFe Extended Address C5H v v 0 0 1
Register
Manufacturer/Device ID 90H Vv v 3 ADD1 ADD2 ADD3 0 1tooe
Manufacturer/Device ID 92H v 3 | ADD1 | ADD2 ADD3 gNote3 1to oo
by Dual I/0
Manufacturer/Device ID Note3
by Quad 1/0 94H Vv 3 ADD1 ADD2 ADD3 6 1to
Read Serial Flash SAH Vo v 3 | ADDL | ADD2 | ADD3 gheel | 1tgeo
Discoverable Parameters
Read Unique ID 4BH Vv V' 3(4) ADD1 ADD2 ADD3 (ADDA4) g Notel ligsit
Read Identification 9FH \' \' 0 0 1tooe
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Array access
Read Data 03H v 3(4) | ADD1 ADD2 ADD3 | (ADD4) 0 1tooe
Fast Read OBH v v | 3(4) | ADD1 ADD2 ADD3 | (ADD4) | ghotel 1to oo
Dual Output Fast Read 3BH v 3(4) | ADD1 ADD2 ADD3 | (ADD4) 8 1to oo
Dual /O Fast Read BBH v 3(4) | ADD1 ADD2 ADD3 | (ADD4) | 4Note 1tooe
Quad Output Fast Read 6BH v 3(4) | ADD1 ADD2 ADD3 | (ADD4) 8 1to oo
6Note1
Quad 1/0 Fast Read EBH v v | 3(4) | ADD1 ADD2 ADD3 | (ADD4) 1tooe
g::j /O Word Fast E7H v 3(4) | ADD1 | ADD2 ADD3 | (ADD4) | 4Note 1to oo
4-Byte Read 13H v 4 ADD1 ADD2 ADD3 | ADD4 0 1tooe
4-Byte Fast Read OCH v v 4 ADD1 ADD2 ADD3 | ADD4 | ghotet 1tooe
;;i‘ge Dual Output Fast 3CH v 4 ADD1 ADD2 ADD3 | ADD4 8 1tooo
:’e?ge Dual I/0 Fast BCH v 4 ADD1 ADD2 ADD3 | ADD4 | 4Motes 1tooo
;;i‘ge Quad Output Fast 6CH v 4 ADD1 ADD2 ADD3 | ADD4 8 1tooo
- Notel
;ez‘ge Quad I/O Fast ECH vo| v 4 | ApD1 | ADD2 | ADD3 | App4 | °- 1toeo
- Notel
4-Byte DTR Quad /0 EEH v v 4 | ApD1 | ADD2 | ADD3 | App4 | B 1to oo
Fast Read ote
DTR Fast Read ODH v v | 3(4) | ADD1 ADD2 ADD3 | (ADDA4) 6 1to o
DTR Fast Read Dual I/0 BDH v 3(4) | ADD1 ADD2 ADD3 | (ADD4) | @Note 1tooe
Notel
DTR Fast Read Quad 1/0 EDH v v | 3(4) | ADD1 ADD2 ADD3 | (ADD4) | 8. 1to oo
Page Program 02H v v | 3(4) | ADD1 ADD2 ADD3 | (ADD4) 0 1to 256
Quad Page Program 32H v 3(4) ADD1 ADD2 ADD3 (ADD4) 0 1to 256
Extended Quad Input C2H v 3(4) | ADD1 ADD2 ADD3 | (ADD4) 0 1t0 256
Fast Program
4-Byte Page Program 12H v v 4 ADD1 ADD2 ADD3 | ADD4 0 1to 256
4-Byte Quad Input Fast 34H v 4 ADD1 ADD2 ADD3 | ADD4 0 1t0 256
Program
4-Byte Quad Input 3EH v 4 ADD1 ADD2 ADD3 | ADD4 0 1t0 256
Extended Fast Program
4KB Sector Erase 20H v v | 3(4) | ADD1 ADD2 ADD3 | (ADD4) 0 0
32KB Block Erase 52H v v | 3(4) | ADD1 ADD2 ADD3 | (ADD4) 0 0
64KB Block Erase D8H v v | 3(4) | ADD1 ADD2 ADD3 | (ADDA4) 0 0
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Chip Erase C7/60H v 0 0 0
4-Byte 4KB Sector Erase 21H v 4 ADD1 ADD2 ADD3 ADD4 0 0
4-Byte 32KB Block Erase 5CH v 4 ADD1 ADD2 ADD3 ADD4 0 0
4-Byte 64KB Block Erase DCH v 4 ADD1 ADD2 ADD3 ADD4 0 0
Device Operations
Enable Reset 66H v 0 0 0
Reset 99H v 0 0 0
Write Enable 06H Y 0 0 0
Write Enable for Volatile
Status Register >0H v 0 0 0
Write Disable 04H v 0 0 0
Program Erase Suspend 75H v 0 0 0
Program Erase Resume 7AH \ 0 0 0
Enable QPI 38H 0 0 0
Disable QPI FFH v 0 0 0
Set Burst with Wrap 77H 0 0 0
Set Read Parameters COH Y 0 0 0
Enter 4-Byte Address B7H v 0 0 0
Mode
Exit 4-Byte Address EOH v 0 0 0
Mode
Continuous Read Reset FFHNote2 v
Deep Power-Down B9H v 0 0 0
Release From Deep
Power-Down/Read ABH v 0 24 0
Device ID
One-Time Programmable (OTP) Operations
Read Security Register 48H \' 3(4) ADD1 ADD2 ADD3 (ADDA4) 8 1tooe
Program Security 42H v | 34) | ADD1 | ADD2 | ADD3 | (ADD4) 0 110256
Register
Erase Security Register 44H v 3(4) ADD1 ADD2 ADD3 (ADD4) 0 0
Advanced Sector Protection Operations
Global Block Lock 7EH v 0 0 0
Global Block Unlock 98H v 0 0 0
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Individual Block Lock 36H Vv Vv 3(4) ADD1 ADD?2 ADD3 (ADDA4) 0 0
Individual Block Unlock 39H Vv Vv 3(4) ADD1 ADD?2 ADD3 (ADDA4) 0 0
Read Block Lock 3DH Vv Vv 3(4) ADD1 ADD?2 ADD3 (ADDA4) 0 1
Notel:

The number of dummy clocks for 0BH/OCH/EBH/ECH/5AH/4BH under QPI mode will be configured as either 8/4/6 (default =

8) by the “Set Read Parameters (COH)” command.

The number of dummy clocks for ODH_QPI/EDH/EEH/EDH_QPI/EEH_QPI will be configured as either 8/6 (default = 8) by LC bit

in status register.

Note2:

Under SPI mode and Continuous Read Mode, Command FFH will exit the Continuous Read mode.

Under QPI mode and Continuous Read Mode, the first time sending command FFH will exit the Continuous Read mode, and

the second time sending FFH will exit QPI mode.

Note3:

M7-0 is counted for dummy clocks.

Table of Device ID Definitions:
XS25W1GB

Operation Code M7-M0 ID15-ID8 ID7-1DO
9FH 0B 65 1B
90H 0B 1A
ABH 1A
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4.1. Register Access

4.1.1. Read Status Register (05H/35H/15H)

The Read Status Register (RDSR) command is for reading the Status Register. The Status Register can be
read at any time, even while a Program, Erase or Write Status Register cycle is in progress. When one of
these cycles is in progress, it is recommended to check the Write In Progress (WIP) bit before sending a new
command to the device. It is also possible to read the Status Register continuously. For command code
“0O5H”, the SO will output Status Register bits S7~S0. For the command code “35H”, the SO will output Status
Register bits S15~S8. For the command code “15H”, the SO will output Status Register bits S23~5S16.

s\

Figure 1. Read Status Register Sequence Diagram

N

SCLK

012 3 456 7 8 9101112131415

Uuuuy

<« —>

Command

TUUUUTUU]

NUUUUUUU]

s [1/1111]

05H or 35H or 15H

LT

111111111111

/1/]

Register 1/2/3

High-Z

v Register 1/2/3

SO

TAX6X5 A4 A3 X2 X1 X0

MSB

MsSB

Figure 1a. Read Status Register Sequence Diagram (QPI)

CS# \

SCLK

siwoo) ///////)
s0(101) ZZZZZZ)
WP#(lOZ)ZZZZZZZ)
noLp#(103) ///////)

Status | Status
Register! Register'

1/2/3  1/2/3
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4.1.2. Write Status Register (01H/31H/11H)

The Write Status Register (WRSR) command allows new values to be written to the Status Register.
Before it can be accepted, a Write Enable (WREN) command must previously have been executed. After the
Write Enable (WREN) command has been decoded and executed, the device sets the Write Enable Latch
(WEL).

The Write Status Register (WRSR) command has no effect on the volatile bits of the Status Register. CS#
must be driven high after the eighth bit of the data byte has been latched in. If not, the Write Status Register
(WRSR) command is not executed. As soon as CS# is driven high, the self-timed Write Status Register cycle
(whose duration is tW) is initiated. While the Write Status Register cycle is in progress, the Status Register
may still be read to check the value of the Write In Progress (WIP) bit. The Write In Progress (WIP) bit is 1
during the self-timed Write Status Register cycle, and is 0 when it is completed. When the cycle is
completed, the Write Enable Latch (WEL) is reset.

The Write Status Register (WRSR) command allows the user to change the values of the Block Protect
(T/B, BP3, BP2, BP1, BPO) bits, to define the size of the area that is to be treated as read-only, as defined in
the Protected Area Sizes table. The Write Status Register (WRSR) command also allows the user to set or
reset the Status Register Protect (SRP) bit in accordance with the Write Protect (WP#) signal. The Status
Register Protect (SRP) bit and Write Protect (WP#) signal allow the device to be put in the Hardware
Protected Mode. The Write Status Register (WRSR) command is not executed once the Hardware Protected
Mode is entered. For command code “01H”, the SI will input Status Register bits S7~S0. For the command
code “31H”, the Sl will input Status Register bits S15~S8. For the command code “11H”, the SI will input
Status Register bits S23~S16.

Figure 2. Write Status Register Sequence Diagram

T\ S

012 3 45 6 7 8 910111213 1415

SCLK

€— Command

Sl //////// 01H/31H/11H

Status Register in

SO

Figure 2a. Write Status Register Sequence Diagram (QPI)

CS# U

0 1

SCLK

01H
/31H
/11H

siwoo) ////]//)
SO(101) 7777777)
we#(02) ///////)
HoLD#(103) ///////)

o o o A
o o -

o
o

Status
Register In
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4.1.3. Read Extended Address Register (C8H)
Extended Address Register contains Address Bits A31-A24. The Read Extended Address Register
instruction is entered by driving CS# low and shifting the instruction code “C8H” into the Sl pin on the rising
edge of SCLK. The Extended Address Register bits are then shifted out on the SO pin at the falling edge of
SCLK with most significant bit (MSB) first.
When the device is in the 4-Byte Address Mode, the value of A31-A24 bits is ignored.

CS# \

Figure 3. Read Extended Address Register Diagram

SCLK

012 3 456 7 8 9101112131415

LUUHUUL

€— Command —P

Annn

N UL

S /1111111

SO

s\
SR O o 106101010100 ON

MSB

MSB

Figure 3a. Read Extended Address Register Diagram (QPI)

CS# \

SCLK

sinoo) ////]]/\e

we#(102) /////]/N\e/
nowox(o3) ///////)+ +

I

0 1 2 3 4 5

C8H

4<—>
»
0

223285

Ear Out' Ear Out

2~ ) .

XSeMIiTrRON
N
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4.1.4. Write Extended Address Register (C5H)

The Extended Address Register is a volatile register that stores the 4th byte address (A31-A24) when the
device is operating in the 3-Byte Address Mode (ADS=0). To write the Extended Address Register bits, a
Write Enable (06H) instruction must previously have been executed for the device to accept the Write
Extended Address Register instruction. Once write enabled, the instruction is entered by driving CS# low,
sending the instruction code “C5H”, and then writing the Extended Address Register data byte.

Upon power up or the execution of a Software/Hardware Reset, the Extended Address Register bit
values will be cleared to 0.

The Extended Address Register is only effective when the device is in the 3-Byte Address Mode. When
the device operates in the 4-Byte Address Mode (ADS=1), any command with address input of A31-A24 will
replace the Extended Address Register values. It is recommended to check and update the Extended Address
Register if necessary when the device is switched from 4-Byte to 3-Byte Address Mode.

Figure 4. Write Extended Address Register Diagram

T\ S
sck ]

012 3 456 7 8 9101112131415

' €— Command

s\ /1111111 s

SO

Figure 4a. Write Extended Address Register Diagram (QPI)

cs# U

sak —— JUUUTL

siwoo) 7777777%e/ )

SO(101) 7777777) o o @@ 77777777
00
00

WP#(102) f{f{{f{) 11
HoLo#(103) /777117 \e/
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4.1.5. Read Manufacture ID/ Device ID (90H)

The Read Manufacturer/Device ID command is an alternative to the Release from Deep Power-Down
and Read Device ID command that provides both the JEDEC assigned Manufacturer ID and the specific
Device ID.

The command is initiated by driving the CS# pin low and shifting the command code “90H” followed by
a 24-bit address (A23-A0) of 000000H. After which, the Manufacturer ID and the Device ID are shifted out on
the falling edge of SCLK with most significant bit (MSB) first is shown in the figure below. If the 24-bit address
is initially set to 000001H, the Device ID will be read first.

Figure 5. Read Manufacture ID/ Device ID Sequence Diagram

cs# \ L
SCLK

0123 4586 7 8 91011 24 25126 27 28 2930 31

<€— Command

s\ (1111111 o0

High-Z
S0 L - -

CS# /

32 33 34 3536 37 38 3940 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55

%w_TﬂﬂﬂﬂﬂﬂﬂﬂHﬂﬂﬂﬂﬂﬂf$ﬂﬂﬂf[[[£::::

S VI (i dii i

V<_ Manufacturer ID >v Device ID >3 Manufacturer ID  —
LR 00000960 000009080 00000000 il

MSB MSB MSB
Figure 5a. Read Manufacture ID/ Device ID Sequence Diagram (QPI)

CS# _\ /

0o 1 2 3 4 5 6 7 8 9 10 11

SCLK
sioo) ////]//)
50(K31):222§§ZZZ>
WP#(|02)ZZZZZZZ\
nowox(03) ///////)

24-bit address(A23:A0)
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4.1.6. Read Manufacture ID/ Device ID Dual 1/0 (92H)
The Read Manufacturer/Device ID Dual I/O command is an alternative to the Release from Power-Down
/ Device ID command that provides both the JEDEC assigned Manufacturer ID and the specific Device ID by

dual I/0.
The command is initiated by driving the CS# pin low and shifting the command code “92H” followed by

a 24-bit address (A23-A0) of 000000H and M7-MQ. After which, the Manufacturer ID and the Device ID are
shifted out on the falling edge of SCLK with most significant bit (MSB) first as shown in the figure below. If
the 24-bit address is initially set to 000001H, the Device ID will be read first.

Figure 6. Read Manufacture ID/ Device ID Dual I/O Sequence Diagram
CS

S\
sctk ]|

012 3 456 7 8 91011121314 1516 1718 1920 2122 23

["€«— Command

siwoo) J77777ITM__=

CS——
23 24 2526 27 28 29 30 31 32 33 34 3536 37 38 39 40 41 42 43 44 45 46 47

sae__ T\
100 - —

\4

sol01) - —HORDEEE

MFR ID Device ID MFR ID Device ID MFRID Device ID
(Repeat) (Repeat) (Repeat) (Repeat)
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4.1.7. Read Manufacture ID/ Device ID Quad 1/0 (94H)

The Read Manufacturer/Device ID Quad |/O command is an alternative to the Release from Deep
Power-Down and Read Device ID command that provides both the JEDEC assigned Manufacturer ID and the
specific Device ID by quad 1/O. The command is initiated by driving the CS# pin low and shifting the
command code “94H” followed by a 24-bit address (A23-A0) of 000000H and 6 dummy clocks (M7-MO
included). After which, the Manufacturer ID and the Device ID are shifted out on the falling edge of SCLK
with most significant bit (MSB) first is shown in the figure below. If the 24-bit address is initially set to
000001H, the Device ID will be read first.

Figure 7. Read Manufacture ID/ Device ID Quad I/0 Sequence Diagram
CS

N /"
sk

012 3 456 7 8 9101112 1314 1516 1718 1920 2122 23 24 2526 27 28 2930 31

TUPUNUUL

n

€— Command

siioo) /////]]] 94H 0

r

SO(l101) 5X1X5X1 K5 X1 X5X1 b X1 X5 X1

A

0

WP#(102) 62

7X3X7X3 TX3A7 X3 X7 X3

-
SN

Slicilc

HOLD#(103)

r

A23-16 | A15-8| A7-0 | M7-0 Dummy MID | DID | MID | DID
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4.1.8. Read SFDP (5AH)

The Serial Flash Discoverable Parameter (SFDP) standard provides a consistent method of describing
the functional and feature capabilities of serial flash devices in a standard set of internal parameter tables.
These parameter tables can be interrogated by host system software to enable adjustments needed to
accommodate divergent features from multiple vendors. The concept is similar to the one found in the
Introduction of JEDEC Standard, JESD68 on CFIl. SFDP is a standard of JEDEC Standard No.216.

Note: For detail information, please contact with XSEMITRON.
Figure 8. Read Serial Flash Discoverable Parameter command Sequence Diagram
CS#

012345678 9111

24 2526 27 28 29 30 31

SCLK

«€—  Command
s\[[/11111, aa -
st - LT
SO - — ESBG 5 348 3” 2ALNO 99@ 0 a a_u

Note: A23-A8 = 0, A7-A0 is the starting byte address for 256-byte SFDP Register.

Read Serial Flash Discoverable Parameter (5AH) in QPI mode

The Read Serial Flash Discoverable Parameter command is also supported in QPlI mode. See the
following figure. In QPl mode, the number of dummy clocks is configured by the “Set Read Parameters
(COH)” command to accommodate a wide range application with different needs for either maximum Fast
Read frequency or minimum data access latency. Depending on the Read Parameter Bits P[5:4] setting, the
number of dummy clocks can be configured as either 4/6/8.

Figure 8a. Read Serial Flash Discoverable Parameter command Sequence Diagram (QPI)

CS# \

o 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21

JUUUUUUL]

%

SCLK
sioo) ///11//)
soto1) ///11//)

wei(102) //////])
Howo#(03) ///////)

\ A

A

MSB SB MsB MsB

7X3 X7 X3 KX7X3 TRX3A7 X3 K7 X3

[S} - o -
- [S) - S}

o

N

a

N

o

N

o

N

=y

~

o

N

A23-A16| A15-A8 | A7-0 Dummy* Bytel | Byte2 | Byte3

*Set Read Parameters Command (COH) can set the number of dummy clocks
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4.1.9. Read Unique ID (4BH)

The Read Unique ID command accesses a factory-set read-only 128bit number that is unique to each
device. The Unique ID can be used in conjunction with user software methods to help prevent copying or
cloning of a system.

The Read Unique ID command sequence: CS# goes low = Sending Read Unique ID command = 24-bit
address (A23:A0) (don’t care) + 1 dummy byte = 128bit Unique ID Out - CS# goes high.

The command sequence is shown below.
Figure 9. Read Unique ID (RUID) Sequence (Command 4BH)

CS# \
0123456738911 32 3334 3536 3738 39

S o

l€— Command —Pl€ 24-bit address(A23:A0) >
+ 1 Dummy Byte

st [T 48H --

MSB

SO High-Z _

CS# /_

40 4142 4344 4546 47 48 4950 5152 53 54 55 156 157 158 159

S I
s - {r

128 bit unique serial number

so ey - - - -—--- 00009900

MSB

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

Read Unique ID (4BH) in QPI mode

The Read Unique ID command is also supported in QPI mode. See the figure below, In QPlI mode, the
number of dummy clocks is configured by the “Set Read Parameters (COH)” command to accommodate a
wide range application with different needs for either maximum Fast Read frequency or minimum data
access latency. Depending on the Read Parameter Bits P[5:4] setting, the number of dummy clocks can be

configured as either 4/6/8.
Figure 9a. Read Unique ID (RUID) Sequence (Command 4BH) (QPI)

Cs# \ .

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21

SCIK U UULUUP U Uy - -
| 4BH | 24-bit address(A23:A0)
SI(IOO)ZZZZZZZ)\E/T\XXXXXX aXoXaXoYaofp———-
w111/} 90 00,0008 00000 T
111} A¥ 0'0.0.0.0¢ 6,000 N
MSB ‘AV/ISB MsB  |mss
HOLD#(103) IIIII” x X x X x X x X x X373 Y7 s F———-
A23-Al6| A15-A8| A7-0 Dummy* Bytel | Byte2 | Byte3

*Set Read Parameters command (COH) can set the number of dummy cycles
Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.1.10. Read Identification (9FH)

The Read ldentification (RDID) command allows the 8-bit manufacturer identification to be read,
followed by two bytes of device identification. The device identification indicates the memory type in the
first byte, and the memory capacity of the device in the second byte. Any Read Identification (RDID)
command while an Erase or Program cycle is in progress will not be decoded, and has no effect on the cycle
that is in progress. The Read Identification (RDID) command should not be issued while the device is in Deep
Power-Down Mode.

The device is first selected by driving CS# to low. Then, the 8-bit command code for the command is
shifted in. This is followed by the 24-bit manufacture identification and device identification, stored in the
memory, being shifted out on Serial Data Output, each bit being shifted out during the falling edge of Serial
Clock. The command sequence is shown in the figure below. The Read Identification (RDID) command is
terminated by driving CS# to high at any time during data output. When CS# is driven high, the device is put
in the Standby Mode. Once in the Standby Mode, the device waits to be selected, so that it can receive,
decode and execute commands.

Figure 10. Read Identification ID Sequence Diagram
Cs# \ /

012 3 456 7 8 9101112 13141516 1718 1920 2122 2324 2526 27 28 29 30 31

s MITUTUUIUUPUTTUUUU Ui ooy

[ €— Command —P

s\ //1111]] oFH S i v

igh-z < Manufacturer ID —P1€ ’}/[I)Tgf;_\jgrgs > < JDCI[a)’;?JCI;tI\l/)O > gh?
>0 20.0009900 00000080 00000000 smmm—"

MSB

Figure 10a. Read Identification ID Sequence Diagram (QPI)

CS# \

SCLK

S i)
50001)15555550
wp#(m)ZZZZZZZ\
noLo#(103) ////1//)

MID |ID15-1Dg| ID7-IDO
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4.2. Array Access
4.2.1. Normal Read (03H/13H)

The Read Data Bytes (READ) command is followed by a 3-byte address (A23-A0) or a 4-byte address
(A31-A0), and each bit is latched-in on the rising edge of SCLK. Then the memory content, at that address, is
shifted out on SO, and each bit is shifted out, at a Max frequency fR, on the falling edge of SCLK. The first
byte addressed can be at any location. The address is automatically incremented to the next higher address
after each byte of data is shifted out. The whole memory can, therefore, be read with a single Read Data
Bytes (READ) command. Any Read Data Bytes (READ) command, while an Erase, Program or Write cycle is in
progress, is rejected without having any effects on the cycle that is in progress.

Figure 11. Read Data Bytes Sequence Diagram
CS#

—/\
S T—

012 3 456 7 8 91011 24 2526 27 28 29 30 31 32 33 34 3536 37 38 39 40

[

<€— Command 24-bit address(A23:A0)

s\[/1111/], 031 SO Ot 00000000 (I

MSB Y Data Outl Data Out2
High-Z

y
s0 660,000 &8

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.2.2. FastRead (0BH/OCH)

The Read Data Bytes at Higher Speed (Fast Read) command is for quickly reading data out. It is followed
by a 3-byte address (A23-A0) or a 4-byte address (A31-A0) and a dummy byte, and each bit is latched-in on
the rising edge of SCLK. Then the memory content, at that address, is shifted out on SO, and each bit is
shifted out, at a Max frequency fC, on the falling edge of SCLK. The first byte addressed can be at any
location. The address is automatically incremented to the next higher address after each byte of data is

shifted out.
Figure 12. Read Data By test Higher Speed Sequence Diagram

Cs#

0123456 7891011 24 2526 27 28 29 30 31
SCLK

[€— Command —»€——— 24-bit address(A23:A0)

s\/[11111] oon_ feaaededed- - -

MSB

High-Z

LT

v Data Outl v Data Out2 Data Out3
MSB MSB

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
Fast Read (0BH) in QPI mode
The Fast Read command is also supported in QPI mode. In QPI mode, the number of dummy clocks is
configured by the “Set Read Parameters (COH)” command to accommodate a wide range application with
different needs for either maximum Fast Read frequency or minimum data access latency. Depending on the
Read Parameter Bits P[5:4] setting, the number of dummy clocks can be configured as either 4/6/8.
Figure 12a. Read Data Bytes at Higher Speed Sequence Diagram (QPI)
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CS# \

s JUPUUUTUUPUTUUUUULIL
s1{100) ZZZZZZZ)\E/T\“ oYaYoYYo D@

50(101) ZZZZZZZ)Q/T\s YY1 YsYa E)@

WP#(IOZ)ZZZZZ)O of6X2X6X2K6X2 sxz} _____
\4
MSB MSB
S/ 90 00 0.0 0¢ 50.0/0.00 =

A23-A16| A15-A8| A7-0 Dummy* Bytel
*Set Read Parameters Command (COH) can set the number of dummy clocks

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.2.3. Dual Output Fast Read (3BH/3CH)

The Dual Output Fast Read command is followed by 3-byte address (A23-A0) or a 4-byte address (A31-A0)
and a dummy byte, each bit being latched in during the rising edge of SCLK, then the memory contents are
shifted out 2-bit per clock cycle from Sl and SO. The command sequence is shown in the figure below. The
first byte addressed can be at any location. The address is automatically incremented to the next address
after each byte of data is shifted out.

Figure 13. Dual Output Fast Read Sequence Diagram
CS#

N\
sck ]|

0123 456 7 8 91011 24 2526 27 28 29 30 31

'€— Command 24-bit address(A23:A0)

s\ /111111, 3 ST Db 00000000 &k

CS# — —

32 33 34 3536 3738 3940 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55

se __[TUUUTUL] N R AR ARy —

Dummy Byte —

Data Outl | Data Out2 Data Out3 Data Out4

MSB MSB MSB MSB

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.2.4. Dual 1/0 Fast Read (BBH/BCH)

The Dual I/O Fast Read command is similar to the Dual Output Fast Read command but with the
capability to input a 3-byte address (A23-0) or a 4-byte address (A31-A0) and the “Continuous Read Mode”
bits (M7-M0) 2-bit per clock by SI and SO, each bit being latched in during the rising edge of SCLK, then the
memory contents are shifted out 2-bit per clock cycle from SI and SO. The command sequence is shown in
the figure below. The first byte addressed can be at any location. The address is automatically incremented
to the next address after each byte of data is shifted out.

Figure 14. Dual I/O Fast Read Sequence Diagram (M5-4%(1,0))

Cs# \
SCLK

01 2 3 45 6 7 8 9101112 1314 1516 17 18 1920 2122 23

[€— Command

soo) J7777177IN__smn

CS# — —

23 24 2526 27 28 29 30 31 32 33 34 3536 37 38 3940 41 42 43 44 45 46 47

JUUUPUUUuuUpuui—

(%]
(@]
=

[

[

—

a

si(loo) — —k

069000060000 39904

Byte3 Byte4 Byte5 Byte6
Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

so(lo1) — —
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Dual I/O Fast Read with “Continuous Read Mode”

The Dual I/O Fast Read command can further reduce command overhead through setting the
“Continuous Read Mode” bits (M7-0) after the input 3-byte address (A23-A0) or a 4-byte address (A31-A0). If
the “Continuous Read Mode” bits (M5- 4) = (1, 0), then the next Dual I/O Fast Read command (after CS# is
raised and then lowered) does not require the BBH command code. The command sequence is shown in the
figure below. If the “Continuous Read Mode” bits (M5- 4) do not equal (1, 0), the next command requires the
first BBH command code, thus returning to normal operation. A “Continuous Read Mode” Reset command
can be used to reset (M5- 4) before issuing normal command.

Figure 14a. Dual 1/0 Fast Read Sequence Diagram (M5-4=(1,0))

CS# \
0123456 78 9101112131415

sak _ JTUIHUPUULT UL -

(o)
(2]
)
S

S 0.0.0.00,000 00,00 0000 S8
S 0.00.0 000000000000 58

A23-16 Al15-8 A7-0 M7-0

CS# — —

1516 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31

sck ] i JUUUE

I (50/0.0.6/0,0.0.6/0.0,0 00,00 CE.
I 0/610.0000.00000000/0 GE—-.

Bytel Byte2 Byte3 Byte4d
Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.2.5. Quad Output Fast Read (6BH/6CH)

The Quad Output Fast Read command is followed by a 3-byte address (A23-A0) or a 4-byte address (A31-
A0) and a dummy byte, each bit being latched in during the rising edge of SCLK, then the memory contents
are shifted out 4-bit per clock cycle from 103, 102, 101 and 100. The command sequence is shown in the
figure below. The first byte addressed can be at any location. The address is automatically incremented to
the next address after each byte of data is shifted out.

Figure 15. Quad Output Fast Read Sequence Diagram
CS#

0123 456 7 8 91011 24 2526 27 28 29 30 31

sax_ [IUU0UUUPUIUUL -

€— Command —P{€&——— 24-bit address(A23:A0)

siwoo) //////1] D ¢, Dbt 00000900

MSB
High-Z
s0(101) - -
WP#(102) HighZ S
High-Z
HOLD#(103) - -
cs# — —

32 3334 3536 37 38 3940 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55

SCLK | I
Dummy Byte —
SI(100) —
so(lo1) — —
WP#(102) — —
HOLD#(I03) — —
Byte2|Byte3| Byte4|Byte5 |Byte6 [Byte7 |Byte8

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.2.6. Quad 1/0 Fast Read (EBH/ECH)

The Quad I/0 Fast Read command is similar to the Dual I/O Fast Read command but with the capability
to input a 3-byte address (A23-0) or a 4-byte address (A31-A0) and a “Continuous Read Mode” byte (M7-0)
and 4 dummy clock 4-bit per clock by 100, 101, 103, 104, each bit being latched in during the rising edge of
SCLK, then the memory contents are shifted out 4-bit per clock cycle from 100, 101, 102, 103. The command
sequence is shown in the figure below. The first byte addressed can be at any location. The address is
automatically incremented to the next address after each byte of data is shifted out. The Quad Enable bit
(QE) of Status Register (59) must be set to enable for the Quad 1/0 Fast read command.

Figure 16. Quad I/O Fast Read Sequence Diagram (M5-4%(1,0))

cst \
SCLK |

w

012 3 456 7 8 91011121314 1516 1718 192021222

U

ﬁ

4€— Command

siwoo) //////]/ EBH 0
SO(101) @@5 5X1 Y5 X1 1
WP#(102) 060060606 2

HOLD#(103) {9{) 3Y7 Y37 Y5 7Xs

A23-16 |A15-8| A7-0 | M7-0 Dummy | Bytel| Byte2

N
SN

o)

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

Quad 1/0 Fast Read (EBH/ECH) with “Continuous Read Mode”

The Quad 1/O Fast Read command can further reduce command overhead through setting the
“Continuous Read Mode” bits (M7-0) after the input 3-byte address (A23-A0) or a 4-byte address (A31-A0). If
the “Continuous Read Mode” bits (M5-4) = (1, 0), then the next Quad I/O Fast Read command (after CS# is
raised and then lowered) does not require the EBH command code. The command sequence is shown in the
figure below. If the “Continuous Read Mode” (M5- 4) do not equal (1, 0), the next command requires the
first EBH command code, thus returning to normal operation. A “Continuous Read Mode” Reset command
can be used to reset (M5- 4) before issuing normal command.

Figure 16a. Quad I/O Fast Read Sequence Diagram (M5-4=(1,0))

CS# \

012 3 45 6 7 8 9101112 1314 15

SCLK
SI(100) QQ 4X0 nXoX4X0X 4
SO(|01)4®® 5X1 bX1X5X1X 5
WP#(IOZ)4®® 6 X2 2 6 R2) 6
\4
HOLD#(I03)4@@ 7¥(3 7Y3Y7Y3Y 7
A23-16 M7-0 Dummy Bytel|Byte2
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Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
Quad 1/0 Fast Read (EBH/ECH) with “8/16/32/64-Byte Wrap Around” in Standard SPI mode

The Quad I/0 Fast Read command can be used to access a specific portion within a page by issuing “Set
Burst with Wrap” (77H) commands prior to EBH. The “Set Burst with Wrap” (77H) command can either
enable or disable the “Wrap Around” feature for the following EBH commands. When “Wrap Around” is
enabled, the data being accessed can be limited to either an 8/16/32/64-byte section of a 256-byte page.
The output data starts at the initial address specified in the command, once it reaches the ending boundary
of the 8/16/32/64-byte section, the output will wrap around the beginning boundary automatically until CS#
is pulled high to terminate the command.

The Burst with Wrap feature allows applications that use cache to quickly fetch a critical address and
then fill the cache afterwards within a fixed length (8/16/32/64-byte) of data without issuing multiple read
commands. The “Set Burst with Wrap” command allows three “Wrap Bits” W6-W4 to be set. The W4 bit is
used to enable or disable the “Wrap Around” operation while W6-WS5 is used to specify the length of the
wrap around section within a page.

Quad 1/0 Fast Read (EBH/ECH) in QPI mode

The Quad 1/0 Fast Read command is also supported in QPI mode. See the figure below. In QPI mode,
the number of dummy clocks (8 dummy by default) is configured by the “Set Read Parameters (COH)”
command to accommodate a wide range application with different needs for either maximum Fast Read
frequency or minimum data access latency. Depending on the Read Parameter Bits P[5:4] setting, the
number of dummy clocks can be configured as either 4/6/8. In QPI mode, the “Continuous Read Mode” bits
M7-MO are also considered as dummy clocks. “Continuous Read Mode” feature is available in QPI mode for
Quad 1/0 Fast Read command. The “Wrap Around” feature is also available in QP mode for Quad I/O Fast
Read command. The “Wrap Length” and the number of dummy clocks can be configured by the “Set Read
Parameters (COH)” command. Also EDH and EEH are alternative ways to perform “Wrap Around” under QPI
mode.

Figure 16b. Quad I/O Fast Read Sequence Diagram (M5-4= (1, 0) QPI)

CS# \
0 1 2 3 4 5 6 7 & 9 10 11 12 13 14 15 16 17 18 19 20 21
sax | UL UL
SI{100) zzzm\g/:\ 4XofaXokxaxoxaxo aXoXaXoYaXopF———-
SO(101) ZZZZZZD 1 1Y5 X1 X5 X1 X5X10X5K1 sX1X5X1 @@ _____
WP#102) mq\y 6 X2A6 K2 6A21 6N 2 6X2K6A2 @@ _____

7
MSB MSB MSB MSB
H0LD#(|03)M1173737373 7373@® _____
A23-A16| A15-A8| A7-0 M7-0 Bytel | Byte2 | Byte3

Dummy*(Incloud M7-0)
*Set Read Parameters Command (COH) can set the number of dummy clocks

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.2.7. Quad /0O Word Fast Read(E7H)

The Quad I/O Word Fast Read command is similar to the Quad |I/O Fast Read command input a 3-byte
address (A23-0) or a 4-byte address (A31-A0) and the “Continuous Read Mode” bits (M7-0) and 2 dummy
clock 4-bit per clock by 100, 101, 103, 104, except that the lowest address bit (AO) must equal 0. The
command sequence is shown in the figure below. The first byte addressed can be at any location. The
address is automatically incremented to the next address after each byte of data is shifted out. The Quad
Enable bit (QE) of Status Register (S9) must be set to enable for the Quad I/0 Word Fast read command.

Figure 17. Quad I/O Word Fast Read Sequence Diagram (M5-4%(1,0))

CS# \
SCLK

01 2 3 45 6 7 8 9101112 1314 1516 17 18 1920 2122 23

1] 1

€— Command

siwoo) //////// E7H 0

4 X0 A4 X0 ft XO X4 XO R4 AOX 4

oo oS

s0(101) {sX1) 30 0606060¢€

WP#(102) {6X2) 6 X2 X6X2 b X2 X6 X2 X6 X2X 6
\

HOLD#(103) {7X3) 7X3X7 X3 7X3X7X3X7X3X 7

A23-16 |A15-8| A7-0 | M7-0IDummy| Byte1| Byte2 | Byte3
Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

Quad 1/0 Word Fast Read with “Continuous Read Mode”

The Quad I/O Word Fast Read command can further reduce command overhead through setting the
“Continuous Read Mode” bits (M7-0) after the input 3-byte address (A23-A0). If the “Continuous Read
Mode” bits (M5- 4) = (1, 0), then the next Quad I/O Word Fast Read command (after CS# is raised and then
lowered) does not require the E7H command code. The command sequence is shown in the figure below. If
the “Continuous Read Mode” bits (M5- 4) do not equal (1, 0), the next command requires the first E7H
command code, thus returning to normal operation. A “Continuous Read Mode” Reset command can be
used to reset (M7-0) before issuing normal command.

Figure 17a. Quad I/O Word Fast Read Sequence Diagram (M5-4=(1,0))

CS# \
0123456 7 8 9101112131415
SCLK

4 X0 x4 X0

51(100) ————(4XoXaX0)

s0(101) ———{51)5X1)
wp#(102) ——6X2Xs X2 X6 )Xo X6 )2

HoLp#(103) ————7)3X7)3)

A23-16 [A15-8| A7-0 | M7-0[Dummy Bytel |Byte2

SRA1IASA1

7R3 A7 A3
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Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

Quad I/0 Word Fast Read with “8/16/32/64-Byte Wrap Around” in Standard SPI mode

The Quad I/O Word Fast Read command can be used to access a specific portion within a page by
issuing “Set Burst with Wrap” (77H) commands prior to E7H. The “Set Burst with Wrap” (77H) command can
either enable or disable the “Wrap Around” feature for the following E7H commands. When “Wrap Around”
is enabled, the data being accessed can be limited to either an 8/16/32/64-byte section of a 256-byte page.
The output data starts at the initial address specified in the command, once it reaches the ending boundary
of the 8/16/32/64-byte section, the output will wrap around the beginning boundary automatically until CS#
is pulled high to terminate the command. The Burst with Wrap feature allows applications that use cache to
quickly fetch a critical address and then fill the cache afterwards within a fixed length (8/16/32/64-byte) of
data without issuing multiple read commands. The “Set Burst with Wrap” command allows three “Wrap
Bits” W6-W4 to be set. The W4 bit is used to enable or disable the “Wrap Around” operation while W6-WS5 is
used to specify the length of the wrap around section within a page.
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4.2.8. DTR Fast Read (ODH)

The DTR Fast Read instruction is similar to the Fast Read instruction except that the 24-bit or 32-byte
address input and the data output require DTR (Double Transfer Rate) operation. This is accomplished by
adding six dummy clocks after a 3-byte address (A23-A0) or a 4-byte address (A31-A0) as shown in the figure
below. The dummy clocks allow the devices internal circuits additional time for setting up the initial address.
During the dummy clocks the data value on the 10 pin is a “don’t care”.

Figure 18. DTR Fast Read Instruction (SPI Mode)

CS#

N\
sck ]

0o 1 2 3 4 5 6 7 8

IiL__ 6w

24-bit address(A23:A0)

<— Command

s\/[1/11]]

High-Z

SO - -

CS# — —

20 21 22 23 24 25 26 27 28 29 30 31 32 33

NN

SCLK

6 Dummy ,
Clocks

SI —

LT T

v Data Outl Data Out2 Data Out3

S s 0,0,0.0.0,0.00 ©.00,0000.0 G

MsB MSB

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

DTR Fast Read in QPI Mode
The DTR Fast Read instruction is also supported in QPI mode. The number of dummy clocks for “DTR
Fast Read” (ODH) under QPl mode and “DTR Fast Read Quad |0” (EDH) can be set by the Latency Code (LC) in
status register. When the LC bit is set to 0, which is default, the number of dummy clock cycles is 8. When
the LC bit is set to 1, the dummy clock cycles is 6.
Figure 18a. DTR Fast Read Instruction (QPI Mode)
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CS# \

SCLK
sigoo) ////T//)
soo1) /7///7))
we(102) //7777])
nowo#(103) ///////)

=
-
=
-
=
C

ODH

o
=

N
&
o
g
z
Qo
o
s
[}
8
2
P
N
w
>
=

5

o

sy

o

N

cl

7X3K7 X3 K7 X3 7X3 X7 X3 Y7 X3} ———-

A23-16 | A15-8 | A7-0 Dummy* Bytel | Byte2 | Byte3

o o o
= = L:i
@

N
@

N
@

N
)

N
<))

N
@

N

* The number of dummy clocks can be set by LC bit

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.2.9. DTR Fast Read Dual I/0 (BDH)
The DTR Fast Read Dual I/O (BDH) instruction allows for improved random access while maintaining two
10 pins, 100 and 101. It is similar to the Fast Read Dual Output (3BH) instruction but with the capability to
input a 3-byte address (A23-A0) or a 4-byte address (A31-A0) two bits per clock. This reduced instruction
overhead may allow for code execution (XIP) directly from the Dual SPI in some applications.

DTR Fast Read Dual I/O with “Continuous Read Mode”

The DTR Fast Read Dual I/O instruction can further reduce instruction overhead through setting the
“Continuous Read Mode” bits (M7-0) after a 3-byte address (A23-A0) or a 4-byte address (A31-A0), as shown
in “3BH” command description. The upper nibble of the (M7-4) controls the length of the next DTR Fast Read
Dual 1/0 instruction through the inclusion or exclusion of the first byte instruction code. The lower nibble
bits of the (M3-0) are don’t care (“x”). However, the 10 pins should be high-impedance for 4 dummy clocks
prior to the falling edge of the first data out clock.

If the “Continuous Read Mode” bits M5-4 = (1, 0), then the next DTR Fast Read Dual I/O instruction
(after CS# is raised and then lowered) does not require the BDH instruction code, as shown in the figure
below. This reduces the instruction sequence by eight clocks and allows the Read address to be immediately
entered after CS# is asserted low. If the “Continuous Read Mode” bits M5-4 do not equal to (1,0), the next
instruction (after CS# is raised and then lowered) requires the first byte instruction code, thus returning to
normal operation. It is recommended to input FFFFH/FFFFFH on 100 for the next instruction (16/20 clocks),
to ensure M4 =1 and return the device to normal operation.

Figure 19. DTR Fast Read Dual 1/O (Initial instruction or previous M5-47%10, SPI Mode only)

CS# \ L

012 3 4567 8 9 10 11 12 13 14 15 1617 18 19 20 21 22 23

s ] | LU NN

|€— Command

sioo) ///]1/// BDH )oY Yo Yaa X2 YooY E X 6 Xa Yz Yo Yo Xa Yz Yo Y2 2VEV Y2 oY X4 X2 Yo} — — -

MSB MsB

SO(101) 23021 X19 X17 ¥15 X13 X11 X O X 7 X5 X3 X1 X7 X5 X3 X 1 7531 —————

A23-16 A15-8 A7-0 M7-0 Bytel Byte2
Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

Figure 19a. DTR Fast Read Dual I/O (Previous instruction set M5-4=10, SPI Mode only)

6 7 8 9 1011 12 13 14 15

MMWJ_U_ _____

00— 000 0000 .0.0/0 .
MsB v
SO(l01)— 7X5X3%1 7¥s5X3 Y1 aeeo —————
M7-0 Bytel Byte2

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.2.10. DTR Fast Read Quad 1/0 (EDH/EEH)

The DTR Fast Read Quad I/O (EDH) instruction is similar to the Quad I/O Fast Read (EBH) instruction
except that address and data bits are input and output through four pins 100, 101, 102 and 103 and several
Dummy clocks (including M7-MO0) are required in SPI mode prior to the data output. The Quad I/O
dramatically reduces instruction overhead allowing faster random access for code execution (XIP) directly
from the Quad SPI. The Quad Enable bit (QE) of Status Register must be set to enable the DTR Fast Read
Quad 1I/0 Instruction.

The number of dummy clocks for “DTR Fast Read” (ODH) under QPI mode and “DTR Fast Read Quad
I/0” (EDH) under SPI and QPI mode can be set by the Latency Code (LC) in status register. When the LC bit is
set to 0, which is default, the number of dummy clock cycles is 8. When the LC bit is set to 1, the dummy
clock cycles is 6.

DTR Fast Read Quad I/O with “Continuous Read Mode”

The DTR Fast Read Quad I/O instruction can further reduce instruction overhead through setting the
“Continuous Read Mode” bits (M7-0) after inputting the 3-byte address (A23-0) or a 4-byte address (A31-A0),
as shown in “6BH” or “6CH” command description. The upper nibble of the (M7-4) controls the length of the
next DTR Fast Read Quad I/0O instruction through the inclusion or exclusion of the first byte instruction code.
The lower nibble bits of the (M3-0) are don’t care (“x”). However, the 10 pins should be high-impedance
prior to the falling edge of the first data out clock.

If the “Continuous Read Mode” bits M5-4 = (1,0), then the next DTR Fast Read Quad I/O instruction
(after CS# is raised and then lowered) does not require the EBH instruction code. This reduces the instruction
sequence by eight clocks and allows the Read address to be immediately entered after CS# is asserted low. If
the “Continuous Read Mode” bits M5-4 do not equal to (1,0), the next instruction (after CS# is raised and
then lowered) requires the first byte instruction code, thus returning to normal operation. It is
recommended to input FFH/3FFH on 100 for the next instruction (8/10 clocks), to ensure M4 = 1 and return
the device to normal operation.

Figure 20. DTR Fast Read Quad 1/0 (Initial instruction or previous M5-4%10, SP| Mode)

CS# \
0012 3 4 5 6 7 8 s 10 1 17 18
s JTUUUTUT, ]

|
— Command —

BN/ A0/ IR 0.0 00 0.00¢

SO(l01) sX1Xs X1 Xs X1 fs X1
WP#(102) 6X2X6X2 )6 X2KeX2
HOLD#(103) 7X3X7X3 K7 X3K7X3

A23-16 | A15-8 [ A7-0 [ M7-0* [ pummy* | Bytel | Byte2

* The number of dummy clocks can be set by LC bit

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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Figure 20a. Fast Read Quad I/0O (Previous instruction set M5-4=10, SPI Mode)

CS# \
0 1 2 3 9 10 11 12 i
a1 U

SI(100)—————— 4 X0 X4 Ko K4 Ko X4 Xo 4040 —————

SO(101)————— s X1 Xs X1 X5 X1 X5 X2 5151@@ _____
6X2X6X2)XeX2)Xe6X2 5262@@ _____

v

7AX3X7X3 K7 X327 X3 7A3 A7 X3 <ZXE> _____

A23-16 ' A15-8 | A7-0 | M7-0% | Dummy* | Bytel | Byte2 | Byte3
* The number of dummy clocks can be set by LC bit

WP#(102)

HOLD#(03)

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

DTR Fast Read Quad I/O with “8/16/32/64-Byte Wrap Around” in Standard SPI mode

The DTR Fast Read Quad I/0O command can be used to access a specific portion within a page by issuing
“Set Burst with Wrap” (77H) commands prior to EDH or EEH. The “Set Burst with Wrap” (77H) command can
either enable or disable the “Wrap Around” feature for the following EDH or EEH commands. When “Wrap
Around” is enabled, the data being accessed can be limited to either an 8/16/32/64-byte section of a 256-
byte page. The output data starts at the initial address specified in the command, once it reaches the ending
boundary of the 8/16/32/64-byte section, the output will wrap around the beginning boundary
automatically until CS# is pulled high to terminate the command.

The Burst with Wrap feature allows applications that use cache to quickly fetch a critical address and
then fill the cache afterwards within a fixed length (8/16/32/64-byte) of data without issuing multiple read
commands.

The “Set Burst with Wrap” command allows three “Wrap Bits” W6-W4 to be set. The W4 bit is used to
enable or disable the “Wrap Around” operation while W6-WS5 is used to specify the length of the wrap
around section within a page.

DTR Fast Read Quad I/0 (EDH/EEH) in QPI Mode

The DTR Fast Read Quad I/0 instruction is also supported in QP mode, as shown in the figure below. In
QPl mode, the “Continuous Read Mode” bits M7-0 are also considered as dummy clocks. In the default
setting, the data output will follow the Continuous Read Mode bits immediately.

The “Wrap Around” feature is also available in QPI mode for DTR Fast Read Quad I/O command. The
“Wrap Length” can be configured by the “Set Read Parameters (COH)” command. However, the number of
dummy clocks is set by LC bit in status register and cannot be configured by the “Set Read Parameters (COH)”
command for DTR Fast Read Quad 1/0 instruction. Also EBH and ECH are alternative ways to perform “Wrap
Around” under QPI mode.

“Continuous Read Mode” feature is also available in QPI mode for DTR Fast Read Quad I/O instruction.
Please refer to the description on previous pages.
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Figure 20b. DTR Fast Read Quad 1/0 (Initial instruction or previous M5-47%10, QPI Mode)

CS# \

SCLK
siwoo) ///////)
sowo1) ///////)
we(102) ///////)
noLo#(103) ///////)

+ | A23-16 | A15-8 | A7-0 M7-0 Dummy* Bytel | Byte2 | Byte3

* The number of dummy clocks can be set by LC bit

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.2.11. Page Program (02H/12H)

The Page Program (PP) command is for programming the memory. A Write Enable (WREN) command
must previously have been executed to set the Write Enable Latch (WEL) bit before sending the Page
Program command.

The Page Program (PP) command is entered by driving CS# Low, followed by the command code, three
address bytes and at least one data byte on SI. If the 8 least significant address bits (A7-AQ) are not all zero,
all transmitted data that goes beyond the end of the current page are programmed from the start address of
the same page (from the address whose 8 least significant bits (A7-AQ) are all zero). CS# must be driven low
for the entire duration of the sequence. The Page Program command sequence: CS# goes low = Sending
Page Program command—> 3-byte address or 4-byte address on SI=> At least 1 byte data on SI = CS# goes
high. The command sequence is shown in the figure below. If more than 256 bytes are sent to the device,
previously latched data are discarded and the last 256 data bytes are guaranteed to be programmed
correctly within the same page. If less than 256 data bytes are sent to device, they are correctly programmed
at the requested addresses without having any effects on the other bytes of the same page. CS# must be
driven high after the eighth bit of the last data byte has been latched in; otherwise the Page Program (PP)
command is not executed.

As soon as CS# is driven high, the self-timed Page Program cycle (whose duration is tPP) is initiated.
While the Page Program cycle is in progress, the Status Register may be read to check the value of the Write
In Progress (WIP) bit. The Write In Progress (WIP) bit is 1 during the self-timed Page Program cycle, and is O
when it is completed. At some unspecified time before the cycle is completed, the Write Enable Latch (WEL)
bit is reset.

A Page Program (PP) command applied to a page which is protected by the Block Protect (T/B, BP3, BP2,
BP1, BPO) is not executed.

Figure 21. Page Program Sequence Diagram
CS#

0123 45%6 78 91011 24 2526 27 28 29 30 31 32 33 34 3536 37 38 39

N\
s [IUUUIUIUHPUUUL - -

[€— Command —P/€——— 24-bit address(A23:A0)

s\ /1111111, on feiaeyeded- - -

€— Data Bytel

MSB
CS# —
40 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63
SCLK
SI —

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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Figure 21a. Page Program Sequence Diagram (QPI)

CS# \

SCLK

siwoo) ////]//)
SO(101) ZZZZZZD
WP#(|02)ZZZZZZZ\
noo(103) //////))

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

A23-A16| A15-A8 | A7-A0 | Bytel | Byte2 | Byte3 | Byte4
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4.2.12. Quad Page Program (32H/34H)

The Quad Page Program command is for programming the memory using four pins: 100, 101, 102, and
103. To use Quad Page Program, the Quad Enable bit in status register Bit9 must be set (QE=1). A Write
Enable (WREN) command must previously have been executed to set the Write Enable Latch (WEL) bit
before sending the Page Program command. The Quad Page Program command is entered by driving CS#
Low, followed by the command code (32H/34H), three address bytes and at least one data byte on 10 pins.

The command sequence is shown in the figure below. If the 8 least significant address bits (A7-A0Q) are
not all zero, all transmitted data that goes beyond the end of the current page are programmed from the
start address of the same page (from the address whose 8 least significant bits (A7-A0) are all zero). If more
than 256 bytes are sent to the device, previously latched data are discarded and the last 256 data bytes are
guaranteed to be programmed correctly within the same page. If less than 256 data bytes are sent to device,
they are correctly programmed at the requested addresses without having any effects on the other bytes of
the same page. CS# must be driven high after the eighth bit of the last data byte has been latched in;
otherwise the Quad Page Program command will not be executed.

As soon as CS# is driven high, the self-timed Quad Page Program cycle (whose duration is tPP) is
initiated. While the Quad Page Program cycle is in progress, the Status Register can be read to check the
value of the Write In Progress (WIP) bit. The Write In Progress (WIP) bit is 1 during the self-timed Quad Page
Program cycle, and is 0 when it is completed. At some unspecified time before the cycle is completed, the
Write Enable Latch (WEL) bit is reset.

A Quad Page Program command applied to a page which is protected by the Block Protect (T/B, BP3,
BP2, BP1, BPO) will not be executed.

Figure 22. Quad Page Program Sequence Diagram
Ccs# \

SCLK

01234586 7 8 91011 24 2526 27 28 29 30 31 32 33 34 3536 37 38 39

____ [y |

24-bit address(A23:A0) ——

@@@@@ - ﬂeeaaaa@ 0A4 X0 X4 X0 X4 X0H— —

|€— Command

siwoo) Z777777IN_on

MSB
SO(101) 5X1X5X1 K5 X1 X5 X1} —
WP#(102) 6X2X6X2X6X2X6 X2 —

HOLD#(103) 7X3X7X3X7X3X7 X3+ —

Bytel | Byte2 | Byte3 | Byte4

CS# — /_

40 41 42 43 44 45 46 47 48 49 50 51 52 53 54 5556 57 58 59 60 61 62 63

536
537

SCLK
sI(100) — —@@
so(lo1) ~ j ‘@@
WP#(102) — =00
HOLD#(103) — =06
Byte5 | Byte6 | Byte7 Byte8 | Byte9 | BytelO | Bytell | Bytel2 | Bytel3 | Bytel4 | Bytel5 | Bytel6 Byte253| Byte254|Byte255|Byte256
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Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.2.13. Extend Quad Page Program (C2H/3EH)

The Extend Quad Page Program command is for programming the memory using four pins: 100, 101,
102, and 103. A Write Enable (WREN) command must previously have been executed to set the Write Enable
Latch (WEL) bit before sending the Page Program command. The extend quad Page Program command is
entered by driving CS# Low, followed by the command code (C2H/3EH), three or four address bytes and at
least one data byte on IO pins.

If more than 256 bytes are sent to the device, previously latched data are discarded and the last 256
data bytes are guaranteed to be programmed correctly within the same page. If less than 256 data bytes are
sent to device, they are correctly programmed at the requested addresses without having any effects on the
other bytes of the same page. CS# must be driven high after the eighth bit of the last data byte has been
latched in; otherwise the Extend Quad Page Program (EPP) command is not executed.

As soon as CS# is driven high, the self-timed Extend Quad Page Program cycle (whose duration is tPP) is
initiated. While the Extend Quad Page Program cycle is in progress, the Status Register may be read to check
the value of the Write In Progress (WIP) bit. The Write in Progress (WIP) bit is 1 during the self-timed Extend
Quad Page Program cycle, and is 0 when it is completed. At some unspecified time before the cycle is
completed, the Write Enable Latch (WEL) bit is reset.

An Extend Quad Page Program command applied to a page which is protected by the Block Protect (T/B,
BP3, BP2, BP1, and BPO) is not executed.

Figure 23. Extend Quad Page Program Sequence Diagram (SPI)

CS# \
001 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21
SCLK | | |

— Command —Jp| 24-bit address(A23:A0)

siwoo) /////]// coH aYoYaYoXaXoXaXoYaXoYaXoYaXo————-

SO(l101) 5X1 )5

WP#(102) 6Y2)6

HOLD#(103) 7X3X7X3

A23-A16| A15-A8

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.2.14. Sector Erase(20H/21H)

The Sector Erase (SE) command is for erasing all the data of the chosen sector. A Write Enable (WREN)
command must previously have been executed to set the Write Enable Latch (WEL) bit before sending the
Sector Erase command. The Sector Erase (SE) command is entered by driving CS# low, followed by the
command code, and 3-address byte or 4-byte address on SI. Any address inside the sector is a valid address
for the Sector Erase (SE) command.

The Sector Erase command sequence: CS# goes low—> Sending Sector Erase command—> 3-byte address
or 4-byte address on SI=> CS# goes high. The command sequence is shown in the figure below. CS# must be
driven high after the eighth bit of the last address byte has been latched in; otherwise the Sector Erase (SE)
command will not be executed. As soon as CS# is driven high, the self-timed Sector Erase cycle (whose
duration is tSE) is initiated. While the Sector Erase cycle is in progress, the Status Register can be read to
check the value of the Write In Progress (WIP) bit. The Write In Progress (WIP) bit is 1 during the self-timed
Sector Erase cycle, and is 0 when it is completed. At some unspecified time before the cycle is completed,
the Write Enable Latch (WEL) bit is reset. A Sector Erase (SE) command applied to a sector which is protected
by the Block Protect (T/B, BP3, BP2, BP1, BPO) bit will not be executed.

Note: Power disruption during the erase operation will cause incomplete erase, thus it is recommended to
perform a re-erase once power resume.

Figure 24. Sector Erase Sequence Diagram

CS# —\ /

0123456 7 8 91011 24 2526 27 28 29 30 31
SCLK I

24-bit address(A23:A0) ——P

TN BERRe- - - RONCERRIII

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

Figure 24a. Sector Erase Sequence Diagram (QPI)

st \ /

s JTUAMTANT
siwoo) ///////)
SO(101) ZZZZZZZ)G\E/
WP#(loz)ZZZZZZZ\ o o
HoLo#(103) /////[/\e o

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

A23-A16( A15-A8 | A7-AO

Rev 1.0 May 10, 2022 Page 54



XS25W1GB Wide Voltage Range Quad 10 Serial Flash XS:Mi"ROﬁ

N
4.2.15.32KB Block Erase (52H/5CH)

The 32KB Block Erase (BE) command is for erasing all the data of the chosen block. A Write Enable
(WREN) command must previously have been executed to set the Write Enable Latch (WEL) bit before
sending the 32KB Block Erase command. The 32KB Block Erase (BE) command is entered by driving CS# low,
followed by the command code, and 3 address bytes or 4-byte address on Sl, driving CS# high. Any address
inside the block is a valid address for the 32KB Block Erase (BE) command.

The 32KB Block Erase command sequence: CS# goes low—> Sending 32KB Block Erase command > 3-
byte address or 4-byte address on SI=> CS# goes high. The command sequence is shown in the figure below.
CS# must be driven high after the eighth bit of the last address byte has been latched in; otherwise the 32KB
Block Erase (BE) command will not be executed. As soon as CS# is driven high, the self-timed Block Erase
cycle (whose duration is tBE;) is initiated. While the Block Erase cycle is in progress, the Status Register can
be read to check the value of the Write In Progress (WIP) bit. The Write In Progress (WIP) bit is 1 during the
self-timed Block Erase cycle, and is 0 when it is completed. At some unspecified time before the cycle is
completed, the Write Enable Latch (WEL) bit is reset. A 32KB Block Erase (BE) command applied to a block
which is protected by the Block Protect (T/B, BP3, BP2, BP1, BPO) bits will not be executed.

Note: Power disruption during the erase operation will cause incomplete erase, thus it is recommended to
perform a re-erase once power resume.

Figure 25. 32KB Block Erase Sequence Diagram
CS

—/\

012 3 456 7 8 91011 24 2526 27 28 29 30 31

'€— Command 24-bit address(A23:A0) ———

s\///1111], 21 R ,0.0.00900 Wi

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

Figure 25a. 32KB Block Erase Sequence Diagram (QPI)

cst\ /T

saw [P UUHUHT_———
si100) ///////Y*\of
soo) /777777 /)
wex(102) /////77Y\of
HOLD#(|03)ZZZZZZZ\ 0 0

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

A23-A16| A15-A8 | A7-A0
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4.2.16. 64KB Block Erase (D8H/DCH)

The 64KB Block Erase (BE) command is for erasing all the data of the chosen block. A Write Enable
(WREN) command must previously have been executed to set the Write Enable Latch (WEL) bit, before
sending the 64KB Block Erase command. The 64KB Block Erase (BE) command is entered by driving CS# low,
followed by the command code, and 3 address bytes or 4-byte address on Sl, driving CS# high. Any address
inside the block is a valid address for the 64KB Block Erase (BE) command.

The 64KB Block Erase command sequence: CS# goes low = Sending 64KB Block Erase command 2> 3-
byte address or 4-byte address on SI=> CS# goes high. The command sequence is shown in the figure below.
CS# must be driven high after the eighth bit of the last address byte has been latched in; otherwise the 64KB
Block Erase (BE) command will not be executed. As soon as CS# is driven high, the self-timed Block Erase
cycle (whose duration is tBE,) is initiated. While the Block Erase cycle is in progress, the Status Register can
be read to check the value of the Write In Progress (WIP) bit. The Write In Progress (WIP) bit is 1 during the
self-timed Block Erase cycle, and is 0 when it is completed. At some unspecified time before the cycle is
completed, the Write Enable Latch (WEL) bit is reset. A 64KB Block Erase (BE) command applied to a block
which is protected by the Block Protect (T/B, BP3, BP2, BP1, BPO) bits will not be executed.

Note: Power disruption during the erase operation will cause incomplete erase, thus it is recommended to
perform a re-erase once power resume.

Figure 26. 64KB Block Erase Sequence Diagram
CsS

—/\

01 2 3 456 7 8 91011 24 2526 27 28 29 30 31

24-bit address(A23:A0) ——P

o TN o YRRRE- - - RG]

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

Figure 26a. 64KB Block Erase Sequence Diagram (QPI)

et \ /

S 1 T
siioo) ///////f+\e)
soto1) [///][/ ke o
wesion TIT77771\
nowo#(103) ///////Y+ +

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

A23-A16| A15-A8 | A7-AO

Rev 1.0 May 10, 2022 Page 56



XS25W1GB Wide Voltage Range Quad 10 Serial Flash XS:Mi'lROﬁ

4.2.17. Chip Erase (60H/C7H)

The Chip Erase (CE) command is for erasing all the data of the chip. A Write Enable (WREN) command
must previously have been executed to set the Write Enable Latch (WEL) bit, before sending the Chip Erase
command. The Chip Erase (CE) command is entered by driving CS# Low, followed by the command code on
Serial Data Input (SI).

The Chip Erase command sequence: CS# goes low = Sending Chip Erase command = CS# goes high.
The command sequence is shown in the figure below. CS# must be driven high after the eighth bit of the
command code has been latch in, otherwise the Chip Erase command will not be executed. As soon as CS# is
driven high, the self-timed Chip Erase cycle (whose duration is tCE) is initiated. While the Chip Erase cycle is
in progress, the Status Register can be read to check the value of the Write In Progress (WIP) bit. The Write
In Progress (WIP) bit is 1 during the self-timed Chip Erase cycle, and is 0 when it is completed. At some
unspecified time before the cycle is completed, the Write Enable Latch (WEL) bit is reset. The Chip Erase (CE)
command is ignored if one or more sectors are protected.

Note: Power disruption during the erase operation will cause incomplete erase, thus it is recommended to
perform a re-erase once power resume.

Figure 27. Chip Erase Sequence Diagram
CS# \ /

0123 45867

['€— Command —

VTN soworaw XJTT1TT1TT

Figure 27a. Chip Erase Sequence Diagram (QPI)

CS# \ / CS# \ /

SCLK |E|_|1 SCLK |E|_|1
si00) 7777777 NTITTT]] s1(100) ///////)< }J//////

55

sowo) J777/7INN\fIIIT]T sowon [7777TIN/NII/]T]
wes02) [77/TIN\ATTTTTTT wesiod) J777T TN NIT/7TT]
Howow(i03) /////7/\e ofI777]]]  wowsuos) [[/[//1Y\AL//]]]]
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4.3. Device Operations

4.3.1. Enable Reset (66H) and Reset (99H)

If the Reset command is accepted, any on-going internal operation will be terminated and the device
will return to its default power-on state and lose all the current volatile settings, such as Volatile Status
Register bits, Write Enable Latch status (WEL), Program/Erase Error bit, Read Parameter setting (P7-P0) and
Wrap Bit Setting (W6-W4).

The “Reset (99H)” command sequence as follow: CS# goes low = Sending Enable Reset command 2>
CS# goes high &> CS# goes low 2 Sending Reset command = CS# goes high. Once the Reset command is
accepted by the device, the device will take approximately tRST_R to reset. During this period, no command
will be accepted. Data corruption may happen if there is an on-going internal Erase or Program operation
when Reset command sequence is accepted by the device. It is recommended to check the BUSY bit and the
SUS bit in Status Register before issuing the Reset command sequence.

The Enable Reset (66H) command must be issued prior to a Reset(99H) command and any other
commands can't be inserted between them. Otherwise, Enable Reset (66H) command will be cleared.

Figure 28. Enable Reset and Reset command Sequence Diagram

CS# \ / \ /
01234567 01234567

sak _ |IHIHUL URR RN A

€— Command —p High-Z l€— Command —P

s\ /1111111 oo /11111, oot /11T

Figure 28a. Enable Reset and Reset command Sequence Diagram (QPI)

CS# —\_/ \ /

SCLK |3|_| : |3|_|1
swooy Z77 771N NITIITTITIITIIIN: XTI

[N

[
o
o

i,
LTI
11TTT1TTT)

11111/
/111111
111111

so(o1) _///////)
wei(102)_/////]/Y"
HoLo#(103) ///////\e

[N
o
o

o
[N
[N
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4.3.2. Write Enable (06H)

The Write Enable (WREN) command is for setting the Write Enable Latch (WEL) bit. The Write Enable
Latch (WEL) bit must be set prior to every Page Program (PP), Sector Erase (SE), Block Erase (BE), Chip Erase
(CE), Erase Security Register, Program Security Register and Write Status Register (WRSR) command. The
Write Enable (WREN) command sequence: CS# goes low = Sending the Write Enable command = CS# goes
high.

Figure 29. Write Enable Sequence Diagram

CS# \ /
012345867
SCLK

'€— Command —

s\ /1111111, o6t 11111111

High-Z

SO

Figure 29a. Write Enable Sequence Diagram (QPI)

s/

SCLK [
siio0) /////1/\>_K/11//1]
sowo) ////// /X[ I[111]
we(02) /77777 e [ XITTTTT]
Howor(03) ///// 11\ _AL11/1//
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4.3.3. Write Enable for Volatile Status Register (50H)

The non-volatile Status Register bits can also be written to as volatile bits. This gives more flexibility to
change the system configuration and memory protection schemes quickly without waiting for the typical
non-volatile bit write cycles or affecting the endurance of the Status Register non-volatile bits. The Write
Enable for Volatile Status Register command must be issued prior to a Write Status Register command and
any other commands can't be inserted between them. Otherwise, Write Enable for Volatile Status Register
will be cleared. The Write Enable for Volatile Status Register command will not set the Write Enable Latch bit,
it is only valid for the Write Status Register command to change the volatile Status Register bit values.

Figure 30. Write Enable for Volatile Status Register Sequence Diagram

CS# \ /
0123 4567

€— Command —

s\ /1111111 5o L1111T]

High-Z

SO

Figure 30a. Write Enable for Volatile Status Register Sequence Diagram (QPI)

st/

scix il
sioo) /////77) X \///111/]
soto1) ///7///\e < X/T/7/1]
wer102) /777777 \ X/ [/11]]
Howor(03) ///// 11\ _AL11/1//

I?A

o
o

N
(=}

o
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4.3.4. Write Disable (04H)

The Write Disable command is for resetting the Write Enable Latch (WEL) bit. The Write Disable
command sequence: CS# goes low = Sending the Write Disable command = CS# goes high. The WEL bit is
reset by following condition: Write Disable command (WRDI); Power-up; upon completion of the Write
Status Register (WRSR), Write Extended Ad-dress Register (WEAR), Page Program (PP), Quad Page Program
(QPP), Sector Erase (SE), Block Erase (BE), Chip Erase (CE), Erase/Program Security Registers and Reset
commands.

Figure 31. Write Disable Sequence Diagram

—\ /7
012345867
SCLK

'€— Command —

s /1111, o /1111111

CS#

High-Z
S0 'g

Figure 31a. Write Disable Sequence Diagram (QPI)

st N/

Sclk 1]
swoo) 7777770 NTTI7I7]
souow) 777777 XT7TT777
wei(102) 7/ /7//ne/X[T1/]/]
wouo(103) /77711 AT777777
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4.3.5. Program Erase Suspend (75H)

The Program/Erase Suspend command “75H”, allows the system to interrupt a page program or
sector/block erase operation and then read data from any other sector or block. The Write Status Register
command (01H, 31H, 11H) and Erase/Program Security Registers command (44H, 42H) and Erase commands
(20H, 52H, D8H, C7H, 60H) and Page Program command (02H, 32H) are not allowed during Program suspend.
The Write Status Register command (01H, 31H, 11H) and Erase Security Registers command (44H) and Erase
commands (20H, 52H, D8H, C7H, 60H) are not allowed during Erase suspend. Program/Erase Suspend is valid
only during the page program or sector/block erase operation. A maximum of time of “tSUS” (See AC
Characteristics) is required to suspend the program/erase operation.

The Program/Erase Suspend command will be accepted by the device only if the SUS bit in the Status
Register equal to 0 and WIP bit equal to 1 while a Page Program or a Sector or Block Erase operation is on-
going. If the SUS bit equal to 1 or WIP bit equal to 0, the Suspend command will be ignored by the device.
The WIP bit will be cleared from 1 to 0 within “tSUS” and the SUS bit will be set from 0 to 1 immediately
after Program/Erase Suspend. A power-off during the suspend period will reset the device and release the
suspend state. The command sequence is shown in the figure below.

Figure 32. Program/Erase Suspend Sequence Diagram

CS#

[€— tsus
012 3 456 7

)\

[€— Command —

s\ /111111, st T

SO

»
»
Accept read command

Figure 32a. Program/Erase Suspend Sequence Diagram (QPI)

CS# \ | 1sus \

)

0 1

SCLK ﬂ_|

75H

swoo) 7777770 XZZIZITTTTITTTT]
sowot) 777777 N\ \LLIZITTITITTIT
wes02) 777777 XTI
wowsto3) 777770\ {TTTTITITTTITTTI]

Accept Read
Command

Rev 1.0 May 10, 2022 Page 62



XS25W1GB Wide Voltage Range Quad 10 Serial Flash XS:Mi'lROﬁ

<
4.3.6. Program Erase Resume (7AH)

The Program/Erase Resume command must be written to resume the program or sector/block erase
operation after a Program/Erase Suspend command. The Program/Erase command will be accepted by the
device only if the SUS bit equal to 1 and the WIP bit equal to 0. After issued the SUS bit in the status register
will be cleared from 1 to 0 immediately, the WIP bit will be set from 0 to 1 within 200ns and the Sector or
Block will complete the erase operation or the page will complete the program operation. The
Program/Erase Resume command will be ignored unless a Program/Erase Suspend is active. The command
sequence is shown in the figure below.

Figure 33. Program/Erase Resume Sequence Diagram

CS# \
01234567
SCLK

[ €— Command —P

s\/111111] A LT T

SO

»
Resume Erase/Program

Figure 33a. Program/Erase Resume Sequence Diagram (QPI)

CS# \

SCLK

[N

Eo

7AH

A
Y

siioo) ///////)
souo1) ///////)
wei(102) ////7/])
Hoo#(103) ///////)

LTI
LT
LT
LT

Resume Earse/Program

S g
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4.3.7. Enable QPI (38H)

The device support both Standard/Dual/Quad SPI and QPI mode. The “Enable QPI (38H)” command can
switch the device from SPI mode to QPI mode. See the command Table 2 for all support QPI commands. In
order to switch the device to QPl mode, the Quad Enable (QE) bit in Status Register must be set to 1 first,
and “Enable QPI (38H)” command must be issued. If the QE bit is 0, the “Enable QPI (38H)” command will be
ignored and the device will remain in SPI mode. When the device is switched from SPI mode to QPI mode,
the existing Write Enable Latch and the Wrap Length setting will remain unchanged.

Figure 34. Enable QPI mode command Sequence Diagram

N\ /
01234567
SCLK |

'€— Command —

s\ [//1111] 38 1111111/

High-Z

CS

SO

4.3.8. Continuous Read Mode Reset / Disable QPI (FFH)

The Dual/Quad I/O Fast Read operations, “Continuous Read Mode” bits (M7-0) are implemented to
further reduce command overhead. By setting the (M7-0) to AXH, the next Dual/Quad I/O Fast Read
operations do not require the BBH/BCH/EBH/ECH/E7H/BDH/EDH/EEH command code. If Continuous Read
Mode bits are set to “AXH”, the device will not recognize any standard SPI commands. So Continuous Read
Mode Reset command will release the Continuous Read Mode from the “AXH” state and allow standard SPI
command to be recognized. The command sequence is shown in the figure below.

Figure 35. Continuous Read Mode Reset Sequence Diagram

Mode Bit Reset for Quad/
Dual I/O
cs# vall/

012 3 4567

s [[UUUUUUUT_————
siwoo) ////1/1//X FFH NI
so(01) /////1T]IX__voveewre  Y[7[/7777]

weu(102) 777777TTI vonrere  XJ77TTTTT]
wowow(03) /////1TTIX_ voveere  X77T/T777]
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Disable QPI (FFH)

To exit the QPI mode and return to Standard/Dual/Quad SPI mode, the “Disable QP! (FFH)” command
must be issued. When the device is switched from QPl mode to SPI mode, the existing Write Enable Latch
and the Wrap Length setting will remain unchanged. When the device is in QPlI mode, the first FFH command
will exit continuous read mode and the second FFH command will exit QPI mode.

Figure 35a. Disable QPI mode command Sequence Diagram

CS# \ /

0o 1

SCLK ]
sii00) ///////)
soo1) ///////)
we#(02) ///////Y"
HoLo#(103) ///// /1)

~ 1A
A

L1111
11111177
(//11111]
111111/

i
i

[N

[
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4.3.9. Set Burst With Wrap (77H)

The Set Burst with Wrap command is used in conjunction with “Quad I/O Fast Read”, “Quad I/0 Word
Fast Read” and “Quad Read Under DTR” command to access a fixed length of 8/16/32/64-byte section within
a 256-byte page, in standard SPI mode. The Set Burst with Wrap command sequence: CS# goes low = Send
Set Burst with Wrap command = Send 24 dummy bits = Send 8 bits “Wrap bits” = CS# goes high.

W6,W5 W4=0 W4=1(default)
Wrap Around Wrap Length Wrap Around Wrap Length
0,0 Yes 8-byte No N/A
0,1 Yes 16-byte No N/A
1,0 Yes 32-byte No N/A
1,1 Yes 64-byte No N/A

If the W6-W4 bits are set by the Set Burst with Wrap command, all the following “Quad 1/O Fast Read”,
“Quad I/0O Word Fast Read” and “Quad Read Under DTR” command will use the W6-W4 setting to access the
8/16/32/64-byte section within any page. To exit the “Wrap Around” function and return to normal read
operation, another Set Burst with Wrap command should be issued to set W4=1. The Wrap Length set by
W5-W6 in Standard SPI mode is still valid in QPlI mode and can also be re-configured by “Set Read
Parameters (COH) command.

Figure 36. Set Burst with Wrap Sequence Diagram

i\ [

012 3 456 7 8 91011121314 1516

scwe 1NN T

['€— Command —

SI(100) //////// 77H XXX XX XX KX XX X4 X X ——o

SO(101) XXX XX XX XX XX A5 X X p——
WP#(102) XXXEXXX XX XX Y6 X X ——
HOLD#(103) XXX XX XX XX X X f——

W6-W4
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4.3.10. Set Read Parameters (COH)

In QPI mode, to accommodate a wide range of applications with different needs for either maximum
read frequency or minimum data access latency, “Set Read Parameters (COH)” instruction can be used to
configure the number of dummy clocks for “Fast Read (OBH)”, “Fast Read Quad I/O (EBH/ECH)” and “Quad
Read Under DTR(EDH/EEH)” instructions. In Standard SPI mode, the “Set Read Parameters (COH)” instruction
is not accepted.

The dummy clocks for various Fast Read instructions in Standard/Dual/Quad SPI mode are fixed and will
remain unchanged when the device is switched from Standard SPI mode to QPI mode and requires to be set
again, prior to any OBH, EBH/ECH, EDH/EEH instructions. When the device is switched from QPI mode to SPI
mode, the number of dummy clocks goes back to default.

The default “Wrap Length” after a power up or a Reset instruction is 8 bytes, the default number of
dummy clocks is 8. The “Wrap Length” is set by W6-4 bit in the “Set Burst with Wrap (77H)” instruction in
Standard SPI mode and by P1-P0 in the “Set Read Parameters (COH)” in the QPI mode. The Wrap Length set
by P1-PO in QPI mode is still valid in SPI mode and can also be re-configured by “Set Burst with Wrap (77H)”.

“COH” adds an extra bit P2 for Disable/Enable Wrap function. Execute COH and then follows EBH or ECH,
performs the read operation with “Wrap Around” in QPI mode. This function is similar to the “Fast Read
(0OBH)” command in QPl mode, except the addressing of the read operation will “Wrap Around” to the
beginning boundary of the “Wrap Around” once the ending boundary is reached. The “Wrap Length” and
the number of dummy clocks can be configured by the “Set Read Parameters (COH)” command. Also EDH
and EEH are alternative ways to perform “Wrap Around”.

Maximum Read Maximum Read
P5-P4 Dummy Clocks Frequency Frequency P2 P1-PO Wrap Length
(1.65-2.7V) (2.7-3.6V)
RE: 20MH RE: 30MH
00 4 z z Enable Wrap=0| 00 ( Default) 8-byte
FE: 30MHz FE: 40MHz
01 4 RE: 20MHz RE: 30MHz Disable Wrap=1 01 16-byte
FE: 30MHz FE: 40MHz ( Default)
10 6 RE: 30MHz RE: 40MHz 10 32-byte
FE: 40MHz FE: 50MHz
RE: 30MHz RE: 40MHz
11 ( Defaul 11 4-
(Default) 8 FE: 45MHz FE: 55MHz 64-byte

Note: The frequencies shown in the table are only applicable to QPI-OBH and QPI-EBH instructions.

Figure 37. Set Read Parameters command Sequence Diagram

CS# U

SCLK

sii00) 7777777\ < feXeXLZ1771]
soon) J/7777/Ne < feXeX71777T
wei102) 7777777 \e e 777771
wowws(103)////7TT{ \ANKILIITI]

Parameter

o
-
~
w

S
Sll=

i
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4.3.11. Enable 4-byte Mode (B7H)

2 ) .
XSeMIiTrRON

N

The Enable 4-byte Mode command enables accessing the address length of 32-bit for the memory area
of the higher density (larger than 128Mb). The device default is in 24-bit address mode. After sending the
Enable 4-byte Mode command, the ADS bit will be set to 1 to indicate the 4-byte address mode has been
enabled. Once the 4-byte address mode is enabled, the address length becomes 32-bit instead of the default
24 bit. The Disable 4-byte mode or Reset or Power-off will disable 4-byte mode.

Figure 38. Enable 4-byte Mode Sequence Diagram (SPI)

CS# \

—

0

12 3 456 7

S N AR AR R AN

' €— Command —)

s /111111/

B7H /11T

High-Z

SO

Figure 38a. Enable 4-byte Mode Sequence Diagram (QPI)

CS# \ /

o

1

SCLK

SI(100) ;;;;; ;;> 1

N
A 4

N

sot01 777777)
wr#(102) ///7/ /)

T

Hovo#(103) ///////)

= o -
o - -

11111
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4.3.12. Disable 4-byte Mode (E9H)
The Disable 4-byte Mode command is executed to exit the 4-byte address mode and return to the
default 3-byte address mode. After sending the Disable 4-byte Mode command, the ADS bit will be clear to
be 0 to indicate the 4-byte address mode has been disabled, and then the address length will return to 24-bit.

Figure 39. Disable 4-byte Mode Sequence Diagram (SPI)

N\ /
01234567
SCLK

'€— Command —Pp

s\ 1111117, e 11T

High-Z

CS#

SO

Figure 39a. Disable 4-byte Mode Sequence Diagram (QPI)

CS# \ /

1

SCLK

sioo) ////]]/)
sowo1) ///77//) ///
we(102) ////7//)
wowoxqo3) ////[//N+ \///L L]

Eo

ESH

A4

< ¢ 5
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4.3.13. Deep Power Down (B9H)

Executing the Deep Power-Down (DP) command is the only way to put the device in the lowest power
consumption mode (the Deep Power-Down Mode). It can also be used as an extra software protection
mechanism, since in this mode, the device ignores all Write, Program and Erase commands. Driving CS# high
deselects the device, and puts the device in the Standby Mode (if there is no internal cycle currently in
progress). But the Standby Mode is different from the Deep Power-Down Mode. The Deep Power-Down
Mode can only be entered by executing the Deep Power-Down (DP) command. Once the flash memory has
entered the Deep Power-Down Mode, all commands are ignored except the Release from Deep Power-Down
and Read Device ID (RDI) command (ABH) and Software Reset (66H + 99H). These commands release the
device from the Deep Power-Down Mode.

The Deep Power-Down Mode automatically stops at Power-Off, and the device always Power-Up in the
Standby Mode. The Deep Power-Down (DP) command is entered by driving CS# low, followed by the
command code on S, driving CS# high.

The Deep Power-Down command sequence: CS# goes low = Sending Deep Power-Down command >
CS# goes high. The command sequence is shown in the figure below. CS# must be driven high after the
eighth bit of the command code has been latched in; otherwise the Deep Power-Down (DP) command will
not be executed. As soon as CS# is driven high, it requires a time duration of tDP before the supply current is
reduced to ICC2 and the Deep Power-Down Mode is entered. Any input of Deep Power-Down (DP) command,
while an Erase, Program or Write cycle is in progress, is rejected without having any effects on the cycle that
is in progress.

Figure 40. Deep Power-Down Sequence Diagram

CS#

€ top —P
01234567

—\

€— Command —»| Starjdby mode | Deep Power-Down mode

s\ (/111111 B9 LNV

Figure 40a. Deep Power-Down Sequence Diagram (QPI)

CS# \ 4 tDP
SCLK |_|_|

siwoo) /A1 XTI ITTTTTTTTTTTT
sowon) ///HIN A\ RN TT ]
wei02) /11111 XI1ITITTTTTTTTTTTTT
Howow03) ////// I+ NN T 1T

Deep Power-Down
Mode

A
A 4

]

=

[,
-

Standby Mode
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4.3.14. Release From Deep Power Down (ABH)

The Release from Deep Power-Down and Read Device ID command is a multi-purpose command. It can
be used to release the device from Deep Power-Down Mode or obtain the devices electronic identification
(ID) number.

To release the device from Deep Power-Down Mode, the command is issued by driving the CS# pin low,
shifting the instruction code “ABH” and driving CS# high as shown in Figure 41. Release from Deep Power-
Down Mode will take the time duration of tRES1 (See AC Characteristics) before the device resume to
normal state and other command are accepted. The CS# pin must remain high during the tRES1 time
duration.

When the command is used only to obtain the Device ID while the flash memory is not in Deep Power-
Down Mode, the command is initiated by driving the CS# pin low and shifting the instruction code “ABH”
followed by 3 dummy bytes. The Device ID bits are then shifted out on the falling edge of SCLK with most
significant bit (MSB) first as shown in Figure 41b. The Device ID value for the device is listed in Manufacturer
and Device Ildentification table. The Device ID can be read continuously. The command is completed by
driving CS# high.

When the command is used to release the device from Deep Power-Down Mode and obtain the Device
ID, the command is the same as previously described, and shown in Figure 41b. except that after CS# is
driven high it must remain high for a time duration of tRES2 (See AC Characteristics). After this time duration
the device will resume to normal mode and other command will be accepted. If the Release from Deep
Power-Down and Read Device ID command is issued while an Erase, Program or Write cycle is in process
(when WIP equal 1) the command will be ignored and will not affect the current cycle.

Figure 41. Release Power-Down Sequence Diagram

CS

[€— tres1—>]
012 3 456 7

—\

€— Command —

S [[[1111], et LT

Deep Power-Down mode Standby mode

Figure 41a. Release Power-Down Sequence Diagram (QPI)
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st \ PR ,

scie m
siwoo) /////1 v/ XTI
souo J//HN NN T
wei102) ///71/\e < KTTTIITTTTTTITTTTTTT
Howoa(03) 1/ /1111 N ILITTTTT] //////

eeeeeeeeeeeeeeeeee

A
pS
\ 4
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Figure 41b. Release Power-Down/Read Device ID Sequence Diagram

s\

012 3 4586 7 8 91011

S S A AR URR RN AR AR | E—

€— Command —PE—

3 Dummy Bytes

st /1111111 AgH fereenedid- - -

24 2526 27 28 29 30 31 32 33 34 3536 37 38 39 40

l— tRES2 — P

LTI

| T
siwon) Z7777174e/ I
soton 7777770 0 WIS
wento2) Z7777TT N © T
R B
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4.4. One-Time Programmable (OTP) Operations
4.4.1. Read Security Register (48H)

The Read Security Registers command is similar to Fast Read command. The command is followed by a
3-byte address (A23-A0) and a dummy byte, each bit being latched-in during the rising edge of SCLK. Then
the memory content, at that address, is shifted out on SO, each bit being shifted out, at a Max frequency fC,
during the falling edge of SCLK. The first byte addressed can be at any location. The address is automatically
incremented to the next address after each byte of data is shifted out. Once the A9-AO address reaches the
last byte of the register (Byte 3FFH), it will reset to 000H, the command is completed by driving CS# high.

ADDRESS A23-A14 A13-A12 Al11-A10 A9-A0
Security Register 1 don’t care 01b 00b Byte Address
Security Register 2 don’t care 10b 00b Byte Address

Figure 42. Read Security Registers command Sequence Diagram

CS# \
0123456 7 8 91011 24 2526 27 28 29 30 31
SCLK

' €— Command 24-bit address(A23:A0)

st /1111111 84 ST Ot 000.00000 ks

e 32 33 34 3536 37 38 39 40 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55
Sl — [T
so — — ESBG 5 za 3u2 1Xo eaa 0 —

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

Figure 42a. Read Security Registers command Sequence Diagram (QPI)

Cs# \ -

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

sax TP UUUHUHL] N
siioo) ////17/)
soto1) J////[/e o XXXk AVAAA'AA -

wp#(102) /777777 \e L Xe Xe X Xe X AYA AYA AV E—

\4

HOLD#(IOB)ZZZZZZ)\O_/:\7 37 X3X7X3 7X3Y7 X3 Y7 Xz} ———-

A23-A16| A15-A8 | A7-0 |Dummy| Bytel | Byte2 | Byte3

> A
° y*

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.4.2. Program Security Register (42H)
The Program Security Registers command is similar to the Page Program command. It allows from 1 to
256 bytes Security Registers data to be programmed. A Write Enable (WREN) command must previously
have been executed to set the Write Enable Latch (WEL) bit before sending the Program Security Registers
command. The Program Security Registers command is entered by driving CS# Low, followed by the
command code (42H), three address bytes and at least one data byte on Sl. As soon as CS# is driven high, the
self-timed Program Security Registers cycle (whose duration is tPP) is initiated. While the Program Security
Registers cycle is in progress, the Status Register may be read to check the value of the Write In Progress
(WIP) bit. The Write In Progress (WIP) bit is 1 during the self-timed Program Security Registers cycle, and is 0
when it is completed. At some unspecified time before the cycle is completed, the Write Enable Latch (WEL)
bit is reset.
If the Security Registers Lock Bit (LB1) is set to 1, the Security Registers 1 will be permanently locked. If
the Security Registers Lock Bit (LB2) is set to 1, the Security Registers 2 will be permanently locked. Program
Security Registers command will be ignored.

ADDRESS A23-A14 A13-A12 Al11-A10 A9-A0
Security Register 1 don’t care 01b 00b Byte Address
Security Register 2 don’t care 10b 00b Byte Address

Figure 43. Program Security Registers command Sequence Diagram

Cs# \
SCLK

012 3 4586 7 8 91011 24 2526 27 28 29 30 31 32 33 34 3536 37 38 39

['€— Command 24-bit address(A23:A0)

s\ /111111 a2 SR Taii 00000000 00000000 &
Cs# — /_

N N < 1N O ™~ 0 O
NNRNNKNDNRKNRN
©O OO OO0 O o o
N NN AN ANANNN
SCLK
SI —

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
Figure 43a. Program Security Registers command Sequence Diagram (QPI)
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CS# \

SCLK

siio0) //7////}
so01) 777777\
weso2) Z77777)
Howo(103) //////])

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

A23-A16| A15-A8 | A7-0 Bytel | Byte2 | Byte3 Byted
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4.4.3. Erase Security Register (44H)

The device provides two 1024-byte Security Registers which only erased each 1024-byte at once.
These registers may be used by the system manufacturers to store security and other important information
separately from the main memory array.

The Erase Security Registers command is similar to Sector/Block Erase command. A Write Enable (WREN)
command must previously have been executed to set the Write Enable Latch (WEL) bit.

The Erase Security Registers command sequence: CS# goes low = Sending Erase Security Registers
Command =2 Sending 3-byte address or 4-byte address on S| = CS# goes high. The command sequence is
shown in the figure below. CS# must be driven high after the eighth bit of the command code has been
latched in, otherwise the Erase Security Registers command is not executed. As soon as CS# is driven high,
the self-timed Erase Security Registers cycle (whose duration is tSE) is initiated. While the Erase Security
Registers cycle is in progress, the Status Register may be read to check the value of the Write In Progress
(WIP) bit. The Write In Progress (WIP) bit is 1 during the self-timed Erase Security Registers cycle, and is O
when it is completed. At some unspecified time before the cycle is completed, the Write Enable Latch (WEL)
bit is reset.

The Security Registers Lock Bit (LB1,2) in the Status Register can be used to OTP protect the security
registers. If the Security Registers Lock Bit (LB1) is set to 1, the Security Registers 1 will be permanently
locked; If the Security Registers Lock Bit (LB2) is set to 1, the Security Registers 2 will be permanently locked,
the Erase Security Registers command will be ignored.

ADDRESS A23-A14 A13-A12 Al11-A10 A9-A0
Security Registerl don’t care 01b 00b don’t care
Security Register2 don’t care 10b 00b don’t care

Figure 44. Erase Security Registers command Sequence Diagram

CS#

—/\

012 3 456 7 8 91011 24 2526 27 28 29 30 31

<€— Command 24-bit address(A23:A0) ——P

s\ /111111, a R 0,0.00008.0 Wi

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
Figure 44a. Erase Security Registers command Sequence Diagram

CS# \

SCLK
siioo) /71117
soto1) //////))
WP#(|02)ZZZZZZZ\
noto#(03) ///////)

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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4.5. Advanced Sector Protection Operations
4.5.1. Global Block/Sector Lock (7EH) or Unlock (98H)

All Block/Sector Lock bits can be set to 1 by the Global Block/Sector Lock command, or can set to 0 by
the Global Block/Sector Unlock command.

The Global Block/Sector Lock command (7EH) sequence: CS# goes low = SI: Sending Global Block/Sector
Lock command = CS# goes high. The command sequence is shown in Figure 45.

The Global Block/Sector Unlock command (98H) sequence: CS# goes low = SlI: Sending Global
Block/Sector Unlock command = CS# goes high. The command sequence is shown in Figure 45b.

Figure 45. The Global Block/Sector Lock Sequence Diagram
CSH# \ /

0123 4567

s [FUUUHUUHLE

' €— Command —)p

s [[1111]1] 7 11T

High-Z
SO

Figure 45a. The Global Block/Sector Lock Sequence Diagram (QPI)

CS# \ /

0o 1

SCLK 1]
svwoo) ZZZZTT0{\NTITITTT
SO(101) Ml 1 M

wei(102) ///////Y+ M[L
wowor03) /7711 N/ NI TTTTT]
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Figure 45b. The Global Block/Sector Unlock Sequence Diagram
CS# \ /

0123 45867

s [JUUUHUUL

[ €— Command —P

s\ /111111 o 1]

High-Z

SO

Figure 45c. The Global Block/Sector Unlock Sequence Diagram (QPI)

Cs# \ /
0 1
SCLK |_|_|

98H

siio0) /77771 \NLI1111]
sowov) /7777w < KT711T]]
wei(102) /777N KI]7]7]]
Howow03) ////1 11N+ X/ //11]/
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4.5.2. Individual Block/Sector Lock (36H)/Unlock (39H)/Read (3DH)

The individual block/sector lock provides an alternative way to protect the memory array from adverse
Erase/Program. In order to use the Individual Block/Sector Locks, the WPS bit in Status Register must be set
to 1. If WPS=0, the write protection will be determined by the combination of CMP, BP (4:0) bits in the Status
Register. The Individual Block/Sector Lock bits are volatile bits, the default values of which after device
power up or after a Reset are 1.

The individual Block/Sector Lock command (36H) sequence: CS# goes low = SI: Sending individual
Block/Sector Lock command = SlI: Sending 3-byte address or 4-byte address individual Block/Sector Lock
Address = CS# goes high. The command sequence is shown in Figure 46.

The individual Block/Sector Unlock command (39H) sequence: CS# goes low = SI: Sending individual
Block/Sector Unlock command = Sl: Sending 3-byte address or 4-byte address individual Block/Sector Lock
Address > CS# goes high. The command sequence is shown in Figure 46b.

The Read individual Block/Sector lock command (3DH) sequence: CS# goes low = SI: Sending Read
individual Block/Sector Lock command - SI: Sending 3-byte address or 4-byte address individual
Block/Sector Lock Address = SO: The Block/Sector Lock Bit will out = CS# goes high. If the least significant
bit (LSB) is 1, the corresponding block/sector is locked, if the LSB is O, the corresponding block/sector is
unlocked, Erase/Program operation can be performed. The command sequence is shown in Figure 46d.

Figure 46. Individual Block/Sector Lock command Sequence Diagram

CS# —\ /

0123 456 7 8 91011 24 2526 27 28 29 30 31
SCLK

24-bit address(A23:A0) ——P

S Ok 0.00.0090.0 Wi

MSB

€— Command

s\ [[/111/], 36t

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

Figure 46a. Individual Block/Sector Lock command Sequence Diagram (QPI)

s\
SCLK
siioo) ///////)
sO(101) ZZZZZZZ)
WP#(|02)ZZZZZZZ>
Hoo(03) ///////)

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

A23-16 | A15-8
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Figure 46b. Individual Block/Sector Unlock command Sequence Diagram

Cs# _\ /

0123 456 7 8 91011 24 2526 27 28 29 30 31
SCLK

24-bit address(A23:A0) ——P

an9.0.0.000.90 Wil

€— Command

s\ [[/111/], 39

MSB

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.

Figure 46c. Individual Block/Sector Unlock command Sequence Diagram (QPI)

CS# _\ /

0o 1 2 3 4 5 6 7

SCLK I
9H‘ 24-bit address(A23:A0)
sioo) //////])
so01 777777])
wenio2) 7777770
HOLD#(loa)ZZZZZZZ\

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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Figure 46d. Read Individual Block/Sector lock command Sequence Diagram

CS# \
012 3 45%6 78 91011 24 2526 27 28 29 30 31 32 33 34 3536 37 38

s [UUTTTIUIIIL -

' €— Command —P——— 24-bit address(A23:A0)

s\///111/) 30H feXeaadks)y-— -

LTI

¥  Lock Value Out

High 2
s0 : 0000000 m—

MSB

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
Figure 46e. Read Individual Block/Sector lock command Sequence Diagram (QPI)

CS# _\ /

0o 1 2 3 4 5 6 7

S A RN R U —

3DH 24-bit address(A23:A0)
L.

siio0) 7777777)

Houo#(103) ///////)

Note: The device default is in 24-bit address mode. For 4-byte mode, the address length becomes 32-bit.
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5. ELECTRICAL CHARACTERISTICS
5.1. Power-on Timing

A
vee(fmax) (
—
vee(min) | | -
Device is fully
accessible
Vw —-fF——~ e e | ———— — — -
Time R
Power-Up Timing and Write Inhibit Threshold
Symbol Parameter Min. Max. Unit
tVSL VCC (min) To CS# Low 1 - ms
VWI Write Inhibit Voltage 1 1.5 Vv
VCC Ramp Rate 2 - V/ms

Note: VCC ramp rate must exceed 2V/ms otherwise a Hardware reset would be required.

5.2. Initial Delivery State
The device is delivered with the memory array erased: all bits are set to 1(each byte contains FFH).
All Status Register bits but S22 bits are 0, S22 bit is 1.

5.3. Data Retention and Endurance

Parameter Typ. Unit

Data Retention Time 20 Years

Erase/Program Endurance 100K Cycles

5.4. Latch up Characteristics

Parameter Min. Max.

Input Voltage Respect To VSS On I/O Pins -1.0v VCC+1.0vV

VCCCurrent -100mA 100mA
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5.5. Absolute Maximum Ratings

Parameter Value Unit
Ambient Operating Temperature _;400;018055 °C
Storage Temperature -65 to 150 °C
Output Short Circuit Current 200 mA
Applied Input/Output Voltage -0.5t04.0 \Y
vccC -0.5t04.0 \

Input Test Waveform and Measurement Level

Maximum Negative Overshoot Waveform

P 20ns N P 20ns N
) L Ll
VSS
VSS-2.0V — —
~ 20ns
Maximum Positive Overshoot Waveform
_ 20ns
VCC+2.0V B bl
VCC
< > < >
20ns 20ns

5.6. Capacitance Measurement Condition

Symbol Parameter Min. Typ. Max. Unit Conditions
CIN Input Capacitance 6 pF VIN=0V
COUT Output Capacitance 8 pF VOUT=0V
CL Load Capacitance 30 pF

Input Rise And Fall time 5 ns

Input Pulse Voltage 0.1VCC to 0.8VCC Vv

Input Timing Reference Voltage 0.2vCCto 0.7VCC Vv
Output Timing Reference Voltage 0.5vVCC

Absolute Maximum Ratings Diagram

Input timing reference level Output timing reference level

0.7vCC
>< AC Measurement Level 0.5vCC
0.2vce

Note: Input pulse rise and fall time are <5ns

0.8VCC

0.1vCC
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5.7. DC Characteristics
(TA=-40°C ~85°C, VCC=1.65~3.60V)

Symbol Parameter Test Condition Min. Typ.W Max. Unit
ILI Input Leakage Current 18 pA
ILO Output Leakage Current 18 HA
CS#=VCC

|

ccl Standby Current VIN=VCC or VSS 80 360 MA
CS#=VCC

Icc2 Deep Power-Down Current 2 40 HA

VIN=VCC or VSS

CLK=0.1VCC/0.9VCC at
30MHz, 15 35 mA
Q=0pen (*1,*2,*4 1/0)

IcC3 Operating Current (Read)

CLK=0.1VCC/0.9VCC at
20MHz, 12 30 mA
Q=0pen (*1,*2,*41/0)

Icca Operating Current (PP) CS#=VCC 55 mA
IcCs Operating Current (WRSR) CS#=VCC 40 mA
IcCe Operating Current (SE) CS#=VCC 55 mA
Icc7 Operating Current (BE) CS#=VCC 55 mA
VIL Input Low Voltage -0.5 0.2vVCC \Y
VIH Input High Voltage 0.7vCC VCC+0.4 Vv
VoL Output Low Voltage IOL=100pA 0.4 Y
VOH Output High Voltage IOH=-100pA VCC-0.2 \Y

Note:

1. Typical values given for TA=25°C, VCC=1.8V, and the Serial Clock Frequencies are measured results picked at the
clock falling edge.

2. Value guaranteed by design and/or characterization, not 100% tested in production.

3. Typical values of ICC3 given for Pattern 00 FF.
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(TA=-40°C ~105°C, VCC=1.65~3.60V)

Symbol Parameter Test Condition Min. Typ.¥ Max. Unit
ILI Input Leakage Current +8 MA
ILO Output Leakage Current +8 pA

CS#=VCC
|
ccl Standby Current VIN=VCC or VSS 80 400 MA
H#H=\
Icc2 Deep Power-Down Current csh=vee 2 100 HA

VIN=VCC or VSS

CLK=0.1VCC/0.9VCC at
30MHz, 15 35 mA
Q=0pen (*1,*2,*4 1/0)

Icc3 Operating Current (Read)

CLK=0.1VCC/0.9VCC at
20MHz, 12 30 mA
Q=0pen (*1,*2,*41/0)

Icca Operating Current (PP) CS#=VCC 60 mA
ICC5 Operating Current (WRSR) CS#=VCC 60 mA
IcCe Operating Current (SE) CS#=VCC 60 mA
Icc7 Operating Current (BE) CS#=VCC 60 mA
VIL Input Low Voltage -0.5 0.2vCC \Y
VIH Input High Voltage 0.7vCC VCC+0.4 \"
VoL Output Low Voltage IOL=100pA 0.4 \Y
VOH Output High Voltage IOH=-100pA VCC-0.2 \Y

Note:

1. Typical values given for TA=25°C, VCC=1.8V, and the Serial Clock Frequencies are measured results picked at the
clock falling edge.

2. Value guaranteed by design and/or characterization, not 100% tested in production.

3. Typical values of ICC3 given for Pattern 00 FF.
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5.8. AC Characteristics
(TA=-40°C ~85°C/-40°C ~105°C, VCC=1.65~2.7V, CL=30pF)

Symbol Parameter Min. Typ.? Max. Unit
Serial Clock Frequency For: all commands Rising edge D.C. 30 MHz
fc1® except Read (03H) /RDID (9FH) and DTR
instructions Falling edge D.C. 45 MHz
fC2 Serial Clock frequency DTR instructions D.C. 25 MHz
(RO Serial Clock Frequency For: Read Data (03H) | Rising edge D.C. 25 MHz
/ RDID (9FH) instructions Falling edge D.C. 45 MHz
tCLH® Serial Clock High Time 45%PC ns
tcLL® Serial Clock Low Time 45%PC ns
tCLCH Serial Clock Rise Time (Slew Rate) 0.2 V/ns
tCHCL Serial Clock Fall Time (Slew Rate) 0.2 V/ns
tSLCH CS# Active Setup Time 10 ns
tCHSH CS# Active Hold Time 10 ns
tSHCH CS# Not Active Setup Time 10 ns
tCHSL CS# Not Active Hold Time 10 ns
tSHSL CS# High Time (read/write) 40 ns
tSHQZ Output Disable Time 12 ns
tCLQX Output Hold Time 1 ns
tcLQv Clock Low To Output Valid 15 ns
tDVCH Data In Setup Time 4 ns
tCHDX Data In Hold Time 4 ns
tHLCH Hold# Low Setup Time (relative to Clock) 5 ns
tHHCH Hold# High Setup Time (relative to Clock) 5 ns
tCHHL Hold# High Hold Time (relative to Clock) 5 ns
tCHHH Hold# Low Hold Time (relative to Clock) 5 ns
tHLQZ Hold# Low To High-Z Output 16.5 ns
tHHQX Hold# High To Low-Z Output 16.5 ns
tWHSL Write Protect Setup Time Before CS# Low 20 ns
tSHWL Write Protect Hold Time After CS# High 100 ns
tDP CS# High To Deep Power-Down Mode 15 us
tRES1 Ei:dHigh To Standby Mode Without Electronic Signature 55 s
tRES2 CS# High To Standby Mode With Electronic Signature 55 s
Read
tRST_R CS# High To Next Command After Reset (from read) 60 us
tRST_P CS# High To Next Command After Reset (from program) 60 us
tRST_E CS# High To Next Command After Reset (from erase) 25 ms
tSUS CS# High To Next Command After Suspend 50 us
tRS Latency Between Resume And Next Suspend 400 us
tw Write Status Register Cycle Time 1 40 ms
tPP Page Programming Time 0.3 1.5 ms
tSE Sector Erase Time 65 3000 ms
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tBE; Block Erase Time (32K Bytes) 0.38 8 s

tBE; Block Erase Time (64K Bytes) 0.52 10 s

tCE Chip Erase Time 300 600 s
Note:

1. Clock high or Clock low must be more than or equal to 45%PC. PC=1/fC(MAX).

2. Typical values given for TA=25°C, VCC=1.8V. Value guaranteed by design and/or characterization, not 100% tested in

production.

3. Maximum Serial Clock Frequencies are measured results picked at the falling edge.
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(TA=-40°C ~85°C/-40°C ~105°C, VCC=2.7~3.6V, CL=30pF)

Symbol Parameter Min. Typ.? Max. Unit
Serial Clock Frequency For: all commands Rising edge D.C. 40 MHz
fCc16) except 03H/9FH/SPI-0BH/3BH/6BH and DTR
instructions Falling edge D.C. 55 MHz
fC2 Serial Clock frequency DTR instructions D.C. 30 MHz
(3 Serial Clock Frequency For Rising edge D.C. 40 MHz
SPI-OBH/3BH/6BH instructions Falling edge D.C. 80 MHz
RO Serial Clock Frequency For: Read Data Rising edge D.C. 30 MHz
(03H)/RDID (9FH) instructions Falling edge D.C. 60 MHz
tCLH®W Serial Clock High Time 45%PC ns
tcLL® Serial Clock Low Time 45%PC ns
tCLCH Serial Clock Rise Time (Slew Rate) 0.2 V/ns
tCHCL Serial Clock Fall Time (Slew Rate) 0.2 V/ns
tSLCH CS# Active Setup Time 10 ns
tCHSH CS# Active Hold Time 10 ns
tSHCH CS# Not Active Setup Time 10 ns
tCHSL CS# Not Active Hold Time 10 ns
tSHSL CS# High Time (read/write) 40 ns
tSHQZ Output Disable Time 12 ns
tCLQX Output Hold Time 1 ns
tcLQv Clock Low To Output Valid 12 ns
tDVCH Data In Setup Time 4 ns
tCHDX Data In Hold Time 4 ns
tHLCH Hold# Low Setup Time (relative to Clock) 5 ns
tHHCH Hold# High Setup Time (relative to Clock) 5 ns
tCHHL Hold# High Hold Time (relative to Clock) 5 ns
tCHHH Hold# Low Hold Time (relative to Clock) 5 ns
tHLQZ Hold# Low To High-Z Output 13.5 ns
tHHQX Hold# High To Low-Z Output 13.5 ns
tWHSL Write Protect Setup Time Before CS# Low 20 ns
tSHWL Write Protect Hold Time After CS# High 100 ns
tDP CS# High To Deep Power-Down Mode 15 us
tRES1 CS# High To Standby Mode Without Electronic Signature 30 s
Read
tRES2 CS# High To Standby Mode With Electronic Signature Read 30 ks
tRST_R CS# High To Next Command After Reset (from read) 40 Us
tRST_P CS# High To Next Command After Reset (from program) 40 Us
tRST_E CS# High To Next Command After Reset (from erase) 25 ms
tSUS CS# High To Next Command After Suspend 50 Us
tRS Latency Between Resume And Next Suspend 400 us
tw Write Status Register Cycle Time 1 40 ms
tPP Page Programming Time 0.3 1.5 ms
tSE Sector Erase Time 65 1500 ms
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tBE; Block Erase Time (32K Bytes) 0.38 4 s

tBE, Block Erase Time (64K Bytes) 0.52 5 s

tCE Chip Erase Time 300 600 s
Note:

1. Clock high or Clock low must be more than or equal to 45%PC. PC=1/fC(MAX).

2. Typical values given for TA=25°C, VCC=3.3V. Value guaranteed by design and/or characterization, not 100% tested in
production.

3. Maximum Serial Clock Frequencies are measured results picked at the falling edge.

Serial Input Timing

st Y\
tCHSL F»
SCLK /r_’ \
| tDVCH
sl ’J(

SO
Output Timing
cs# j
s 4—»\1\_tc/LH_L+tSHQz
\
SCLK / /N % _C
tcLQv tcLQv tCLL
tCLQX > | »| 1| tcLax

50 8 ____ X X_Lse
s _ X/ T X

Least significant address bit (LSB) in

Hold Timing

CS# -

CHHL tHLCH tHHCH
-
sCLK /N \ th o \j N
tCHHH >
tHLQZ br tHHQOX
50 G G0 SR X
HOLD#
N /
Sl do not care during HOLD operation
Resume to Suspend Timing Diagram
Resume [|€ RS Suspend
CSH Command Command
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6. ORDERING INFORMATION

The ordering part number is formed by a valid combination of the following

XS 25W 1GB SF H G

|

Company Prefix

XS = XSEMITRON

Product Family

25W = 1.65~3.60V Serial Flash Memory
with 4KB Uniform-Sector

Product Density

1GB = 1Gbit

Product Package

SF = 16-pin SOP (300mil)

Operating Temperature & Moisture Sensitivity Level
H = Industrial Plus Level Temp. (-40°C to +105°C), MSL3

Green Code

G = Green/Reach Package

Product Carrier

U =Tube; T =Tape & Reel; A =Tray
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7. PACKAGE INFORMATION

7.1. Package SOP16 300mil

< D >
/ ST S —
A3 [
— — —— — 1 A2 A V4 T
t_ - __i__ L i v ir/%e" ! /}g
Ath S\ ! T

|
|

| 1]
|

N

[ TT]

111
1

—

E1 | E
With Plating  Base Metal

O A J

R R R
| A 4

w BT
e
SYMBOL MILLIMETER
MIN NOM MAX
A — — 2.65
Al 0.10 — 0.30
A2 2.25 2.30 2.35
A3 0.97 1.02 1.07
b 0.35 — 0.43
b1 0.34 0.37 0.40
c 0.25 — 0.29
cl 0.24 0.25 0.26
10.20 10.30 10.40
E 10.10 10.30 10.50
E1 7.40 7.50 7.60
1.27 BSC

L 055 | — | os8s
L1 1.40 REF
0 oo | — | s
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