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1. General Description

The XS27G02A is a single 3.3v 2Gbit NAND Electrically Erasable and Programmable Read-Only Memory (NAND
E2PROM) organized as (2048 + 128) bytes x 64 pages x 2048 blocks. The device has two 2176-byte static registers
which allow program and read data to be transferred between the register and the memory cell array in 2176-byte
increments. The Erase operation is implemented in a single block unit (128 Kbytes + 8 Kbytes: 2176 bytes x 64

pages).

The XS27GO02A is a serial-type memory device which utilizes the I/0 pins for both address and data input/output as
well as for command inputs. The Erase and Program operations are automatically executed making the device most
suitable for applications such as solid-state file storage, voice recording, image file memory for still cameras and
other systems which require high-density non-volatile memory data storage.

2. Features

» Single Level per Cell (SLC) Technology
» ECCrequirement: 8bit/544Bytes
> Power Supply Voltage
Voltage range: 2.7V ~ 3.6V
> Organization
Page size: x8 (2048 + 128) bytes; 128- bytes spare area
Block size: x8 (128k + 8k) bytes
Plane size: 1024 Blocks per Plane
2008 block (min) ~2048 block (max)
» Modes

Read, Reset, Auto Page Program, Auto Block Erase, Status Read, Page Copy ,

Multi Page Program, Multi Block Erase, Multi Page Copy, Multi Page Read
»  Access time

Cell array to register: 25us (max)

Serial Read Cycle: 25 ns (min) (CL=50pF)
> Program/Erase time

Auto Page Program: 300 ps /page (typ.)

Auto Block Erase: 3.5 ms/block( typ.)
> Reliability
10 Year Data retention (Typ)
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3. Part number description

XS 27G 02A BG1

=4
q)

Vendor
PN : XSemitron

Product family
27G :3.3v Nand

Nand Density/Org
02A : 2Gb /x8; 8bit ECC is required

Green code

G: Green/Reach package
Package type
BG : BGA24

Packing type

T: tray

Temperature range
I: Industrial (-40°C to +85°C)
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4. Package Dimension
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5. Logic Diagram and Pin Description

5.1 Logic Diagram

VCC VCCQ

CE# —( :j I/01~1/08
WE# ——(
RE# —(Q O———R/B#
ALE
CLE

WP ——(]

V85 VS5SQ

5.2 Pin Assighments

Ball down , top view

1 bed 3 4 5 6

JERZICICY ICIT
| OE@EGO®E@
: ..@...
-w m

BGAZ24, 6x8x1mm, ball pitch 1.0

. Supply O Ground
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5.3 Pin Description

Pin Name Description

1/01-1/08 (x8) | Inputs/Outputs. The I/0 pins are used for command input, address input, data input, and data
output. The I/0 pins float to High-Z when the device is deselected or the outputs are disabled.

CLE Command Latch Enable. This input activates the latching of the I/O inputs inside the Command

Register on the rising edge of Write Enable (WE#).
ALE Address Latch Enable. This input activates the latching of the 1/0 inputs inside the Address Register

on the rising edge of Write Enable (WE#).

CE# Chip Enable. This input controls the selection of the device. When the device is not busy CE# low

selects the memory.

WE# Write Enable. This input latches Command, Address and Data. The I/O inputs are latched on the
rising edge of WE#H.

Read Enable. The RE# input is the serial data-out control, and when active drives the data onto the
RE# I/0O bus. Data is valid tREA after the falling edge of RE# which also increments the internal column

address counter by one.

WP# Write Protect. The WP# pin, when low, provides hardware protection against undesired data
modification (program / erase).

R/B# Ready Busy. The Ready/Busy output is an Open Drain pin that signals the state of the memory.

VCC Supply Voltage. The VCC supplies the power for all the operations (Read, Program, Erase). An
internal lock circuit prevents the insertion of Commands when VCC is less than VLKO.

VSS Ground.

NC Not Connected.

Notes:

A 0.1 uF capacitor should be connected between the VCC Supply Voltage pin and the VSS Ground pin to decouple the current surges from the power

supply. The PCB track widths must be sufficient to carry the currents required during program and erase operations.
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6. Block Diagram

Vee Vss
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le}
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to
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}— RY/BY HV generator
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7. Memory Organization

7.1 Array Organization

Schematic Cell Layout and Address Assignment

The Program operation works on page units while the Erase operation works on block units.

_______________________

Hiak Cache|,,— i A page consists of 2176 bytes in which 2048 bytes are

used for main memory storage and 128 bytes are for

_____________

redundancy or for other uses.
1 page = 2176 bytes
1 block = 2176 bytes x 64 pages = (128K + 8K) bytes
Capacity = 2176 hytes x Gdpagesz x 2048 blocks

Page Buffer| .-"2048

}64 Pages=1 block

131072
pages
2048 blocks  §

WL < 80
2176
An address is read in via the I/O port over five
consecutive clock cycles. as shown in Table 1.
7.2 Addressing
1/108 1107 1106 1105 1104 1103 1102 1101
First cycle CA7 CA6 CA5 CA4 CA3 CA2 CA1 CAO0
Second cycle L L L L CA11 CA10 CA9 CA8
Third cycle PA7 PA6 PAS5 PA4 PA3 PA2 PA1 PAO
Fourth cycle PA15 PA14 PA13 PA12 PA11 PA10 PA9 PA8
Fifth cycle L L L L L L L PA16

CAO to CA11: Column address
PAO to PA16: Page address
PAG6 to PA16: Block address
{ PAO to PA5: NAND address in block ]
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8. Absolute Maximum Ratings

8.1 Absolute Maximum Ratings

SYMBOL RATING VALUE UNIT
Vce Power Supply Voltage -0.6 to 4.6 \
VIN Input Voltage -0.6 to 4.6 v
Viio Input /Output Voltage -0.6 to Vcc + 0.3 (< 4.6 V) Vv

Pp Power Dissipation 0.3 w

TsoLDER Soldering Temperature (10 s) 260 °C

TstG Storage Temperature -55t0 150 °C
Torr Operating Temperature -40 to 85 °C

8.2 Capacitance *(Ta = 25°C, f = 1 MHz)

SYMBOL PARAMETER CONDITION MIN MAX UNIT
CiN Input VIN=0V — 10 pF
Cout Output Voutr =0V — 10 pF

* This parameter is periodically sampled and is not tested for every device.

9. Valid Blocks

SYMBOL PARAMETER MIN TYP. MAX UNIT

Nvg Number of Valid Blocks 2008 — 2048 Blocks

NOTE: The device occasionally contains unusable blocks. Refer to Application Note (13) toward the end of this document.
The first block (Block 0) is guaranteed to be a valid block at the time of shipment.
The specification for the minimum number of valid blocks is applicable over lifetime.

The number of valid blocks is on the basis of single plane operations, and this may be decreased with two plane

operations.
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10. Electrical Characteristics

10.1 Recommended DC Operating Conditions

SYMBOL PARAMETER MIN TYP. MAX UNIT
Vce Power Supply Voltage 2.7 — 3.6 Vv
ViH High Level input Voltage Vce x 0.8 — Vce + 0.3 Vv
ViL Low Level Input Voltage -0.3* — Vece x 0.2 \Y

* =2V (pulse width lower than 20 ns)

10.2 DC Characteristics (Ta =-40 to 85°C, VCC=2.7 to 3.6V )

SYMBOL PARAMETER CONDITION MIN TYP. MAX UNIT
hL Input Leakage Current ViN=0VtoVcc — — +10 pA
ILo Output Leakage Current Vout=0VtoVcc — — +10 pA
Icco1 Serial Read Current CE# = V|, louT = 0 mA, tcycle = — — 30 mA
Icco2 Programming Current — — — 30 mA
Iccos Erasing Current — — — 30 mA
Iccs Standby Current CE# = Vgc-0.2 V, WP# = 0 V/Vce — — 50 A
VoH High Level Output Voltage |loH = -0.1 mA Vee — 0.2 — — v
VoL Low Level Output Voltage  |loL = 0.1 mA — — 0.2 v
I .

oL Output current of RY/BY pin [y, _g2v — 4 — mA

(RY/BY)

Rev 1.0 Dec/04/2019 Page 12



XS27G02A

Parallel SLC NAND

10.3 AC CHARACTERISTICS AND RECOMMENDED OPERATING

(Ta =-40t0 85°C,VCC = 2.7 to 3.6V)
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SYMBOL PARAMETER MIN MAX UNIT
tcLs CLE Setup Time 12 — ns
tcLH CLE Hold Time 5 — ns
tcs CE# Setup Time 20 — ns
tcH CE# Hold Time 5 — ns
twp Write Pulse Width 12 — ns
taLs ALE Setup Time 12 — ns
tALH ALE Hold Time 5 — ns
tps Data Setup Time 12 — ns
tpH Data Hold Time 5 — ns
twc Write Cycle Time 25 — ns
twH WE# High Hold Time 10 — ns
tww WP# Highto WE# Low 100 — ns
tRR Ready to RE# Falling Edge 20 — ns
tRw Readyto WE# Falling Edge 20 — ns

trp Read Pulse Width 12 — ns
trc Read Cycle Time 25 — ns
tREA RE# Access Time — 20 ns
tCEA CE# Access Time — 25 ns
tcLR CLELowto RE# Low 10 — ns
tAR ALELowto RE# Low 10 — ns
tRHOH RE# High to Output Hold Time 25 — ns
tRLOH RE# Low to Output Hold Time 5 — ns
tRHZ RE# High to Output High Impedance — 60 ns
tcHz CE# High to Output High Impedance — 20 ns
tcsp CE# High to ALE or CLE Don’t Care 0 — ns
tREH RE# High Hold Time 10 — ns
tr Output-High-impedance-to-RE#  Falling Edge 0 — ns
tRHW RE# Highto WE# Low 30 — ns
twHc WE# HightoCE# Low 30 — ns
tWHR WE# Highto RE# Low 60 — ns
tR Memory Cell Array to Starting Address — 25 us
tocesYR1 Data Cache Busy in Read Cache (following 31h and 3Fh) — 25 us
tbcBsYR2 Data Cache Busy in Page Copy (following 3Ah) — 30 us
twe WE# High to Busy — 100 ns
tRST Device Reset Time (Ready/Read/Program/Erase) — 5/5/10/500 Us
*1:tCLS and tALS can not be shorter than tWP
*2: tCS should be longer than tWP + 8ns.
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10.4 AC Test Conditions

CONDITION
PARAMETER
Vce: 2.7 to 3.6V

Input level Vcc-0.2V,0.2V
Input pulse rise and fall time 3 ns

Input comparison level Vcc /2
Output data comparison level Vcec /2
Output load CL (50 pF) +1TTL

Note: Busy to ready time depends on the pull-up resistor tied to the RY/BY# pin.

10.5 Programming and Erasing Characteristics

(Ta = -40 to 85°C, Vg = 2.7 to 3.6V)

SYMBOL PARAMETER MIN TYP. MAX UNIT NOTES
tPROG Average Programming Time — 300 700 us
tpcBsYw1 Data Cache Busy Time in Write Cache (following — — 10 us
11h)
tpcBsyw2 Data Cache Busy Time in Write Cache (following — — 700 us (2)
15h)
N Number of Partial Program Cycles in the Same Page| 4 U]
tBERASE Block Erasing Time — 3.5 10 ms

(1) Refer to Application Note (12) toward the end of this document.

(2) tDCBSYW2 depends on the timing between internal programming time and data in time.

10.6 Data Output

When tREH is long, output buffers are disabled by /RE=High, and the hold time of data output depend on tRHOH
(25ns MIN). On this condition, waveforms look like normal serial read mode.

When tREH is short, output buffers are not disabled by /RE=High, and the hold time of data output depend on
tRLOH (5ns MIN). On this condition, output buffers are disabled by the rising edge of CLE, ALE, /CE or falling edge of
/WE, and waveforms look like Extended Data Output Mode.
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11. Mode Selection and Command tables

The operation modes such as Program, Erase, Read and Reset are controlled by command operations shown in
Table 2. Address input, command input and data input/output are controlled by the CLE, ALE, /CE, /WE, /RE and
/WP signals as shown in Table 1.

Table 1. Logic Table

CLE ALE CE WE RE wp '

Command Input H L L R T H =
Data Input L L L o I 7 H H
Address input L H L 1 H =
Seral Data Output A L L H et i
During Program (Busy) o * * 3 + H
Duning Erase (Busy) i * * * * H

* % H * + s
Dunng Read (Busy)

a4 * L H{(*2) H (*2) *
Program, Erase Inhibit * = * * * L
Standby z X H i ¥ 0ViVee

H: Vi, L: VIL, *: VIH or V)L

*1:  Refer to Application Note (10) toward the end of this document regarding the WP signal when Program or Erase Inhibit

*2 : If CE is low during read busy, WE and RE must be held High to avoid unintended command/address input to the device or read to device. Reset or

Status Read command can be input during Read Busy.
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First Cycle Second Cycle Acceptable while Busy
Serial Data Input 80 —
Read 00 30
Column Address Change in Serial Data Output 05 EOQ
Read with Data Cache 31 —
Read Start for Last Page in Read Cycle with Data
Cache 5 N
Auto Page Program 80 10
Column Address Change in Serial Data Input 85 —
Auto Program with Data Cache 80 15
80 1
Multi Page Program 81 15
81 10
Read for Page Copy (2) with Data Out 00 3A
Auto Program with Data Cache during Page Copy (2) 8C 15
Auto Program for last page during Page Copy (2) 8C 10
Auto Block Erase 60 DO
ID Read 90 —
Status Read 70 — N
Status Read for Multi-Page Program or Multi Block Erase 71 — N
Reset FF — N
HEX data bit assignment
{Example) Serial Data Input: 60h
I
. e N - B
0|10 |0
8 7 6 5 4 3 2 1M
Table 3. Read mode operation states

CLE ALE CE WE RE 1/01 to 1/08 Power
Output select L L L H L Data output Active
Output Deselect L L L H H High impedance Active
H: ViH, L: VIL
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12. Device Operation

12.1 Read Mode

Read mode is set when the "00h" and “30h” commands are issued to the Command register. Between the two
commands, a start address for the Read mode needs to be issued.. Refer to the figures below for the sequence and

the block diagram (Refer to the detailed timing chart.).

\/ Busy / ]

!

RY/BY Column Address M Page Address N
vo—oom)—<_ A H A A e I ) U0 sty
Page Address N
Start-address input
- i A data transfer operation from the cell array to the Data
Data Cache | l_ = 1 Cache via Page Buffer starts on the rising edge of WE in the
{ 30h command input cycle (after the address information has
Page Buifer | :‘r' | been latched). The device will be in the Busy state during this
transfer period.
Select page \
N = et = roes e Cell array After the transfer period, the device returns to Ready state.
= = Serial data can be output synchronously with the RE clock
-.1“

from the start address designated in the address input cycle.

/01 to 8: m=2175

Page 17
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12.2 Random Column Address Change in Read Cycle

ae / \ [\ [\ [\
=\AAAAAA 72 A0 PAPAAAAAALE

Start-address input Start from Col. M Start from Cal. M
¥ M Dwring the serial data output from the Data Cache, the column
| il | address can be changed by inputting a new column address
L o — using the 05h and EOh commands. The data is read oul in serial
| !h | starting at the new column address. Random Column Address
I Change operation can be done multiple times within the same
SEI’ECI pﬂﬂ&_} }.".l’l.f.’.f!.’.f.l’l!JI.F.’.'.’II.’IIJ’I.I’J’I.’I! } page.
N 5 -
T E i
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12.3 Read Operation with Read Cache

The device has a Read operation with Data Cache that enables the high speed read operation shown below. When
the block address changes, this sequence has to be started from the beginning.

CLE_/_\ /_\ /_\ /_\ /_\
=\ A4AA0A 77 - ) il 2

LRVAVAVAVAVAVAY U/ \/ \/

Col. M PageN Column@ PageAddress N Page Address N +1 Page Address N + 2

fata Cactia (DéN:l 1 c——>PageN @l:l@%gew [ ——=>PageN+2

Pa ,:!, @@ . o 5= 0
®

Page N

Cell Array 1) PageN+1 A,

Page N + 2 777777
30h 31h& RE clock 31h& RE clock IFh& RE clock

Ifthe 31h command is issued to the device, the data content of the next page is transferred to the Page Buffer during serial data out from the Data Cache, and therefore the

tR (Data transfer from memory cell to data register) will be reduced.
1. Normal read. Data is transferred from Page N to Data Cache through Page Buffer. During this time period, the device outputs Busy state for tR max.

2. After the Ready/Busy returns to Ready, 31h command is issued and data is transferred to Data Cache from Page Buffer again. This data transfer takes tDCBSYR1

max and the completion of this time period can be detected by Ready/Busy signal.
3. Data of Page N + 1 is transferred to Page Buffer from cell while the data of Page N in Data cache can be read out by /RE clock simultaneously.

4. The 31h command makes data of Page N + 1 transfer to Data Cache from Page Buffer after the completion of the transfer from cell to Page Buffer. The device
outputs Busy state for tDCBSYR1 max. This Busy period depends on the combination of the internal data transfer time from cell to Page buffer and the serial data out

time.
5. Data of Page N + 2 is transferred to Page Buffer from cell while the data of Page N + 1 in Data cache can be read out by /RE clock simultaneously

6. The 3Fh command makes the data of Page N + 2 transfer to the Data Cache from the Page Buffer after the completion of the transfer from cell to Page Buffer. The
device outputs Busy state for tDCBSYR1 max.. This Busy period depends on the combination of the internal data transfer time from cell to Page buffer and the serial data

out time.

7. Data of Page N + 2 in Data Cache can be read out, but since the 3Fh command does not transfer the data from the memory cell to Page Buffer, the device can accept

new command input immediately after t he completion of serial data out.
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12.4 Multi Page Read Operation

The device has a Multi Page Read operation and Multi Page Read with Data Cache operation.

(1) Multi Page Read without Data Cache
The sequence of command and address input is shown below.

Same page address (PAO to PA5) within each district has to be selected.

Command
input (3 cycle) {3 cycle)
Address input Address input 30 @
Page Address Page Address
PAD to PA16 PAD to PA16
. (District 0) (District 1) R
RY/BY @
Command
input (5 cycle) (2 cycle)
Address input 05 Address input Data output
Column + Page Address Column Address (District 0)
CAO to CA11, PAD to PA1E CAD to CAT1
o (District 0) (District 0)
Command
input (5 cycle)
Address input Address input Data output —
Column + Page Address Column Address {District 1)
CAD fo CA11, PAD to PA1E CAD to CANM
- {District 1) (District 1)
RY/BY @
District 0 Dristrict 1
b N
P Fi
| x| | .« |
"'1 Reading ‘i
SE |'B: t'Ed i )
pagE: Selected
R R
page

The data transfer operation from the cell array to the Data Cache via Page Buffer starts on the rising
edge of WE inthe 30h command input cycle (after the 2 Districts address information has been

latched). The device will be in the Busy state during this transfer period.

After the transfer period, the device returns to Ready state. Serial data can be output synchronously
with the RE clock from the start address designated in the address input cycle.

Rev 1.0

Dec/04/2019
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(2) Multi Page Read with Data Cache
When the block address changes (increments) this sequenced has to be started from the beginning.
The sequence of command and address input is shown below.

Same page address (PAO to PA5) within each district has to be selected.

Command
input
O EETNECD T ®
Page Address Page Address
PAD to PA1G PAD to PA1G
__ (Page m0 ; District 0) (Page nO ; District 1) =}
RY/BY < g @
Command
input
(D-GD—Co){paess |68 )—{sess o |-(E0)—{ Dt et
Column + Page Address Column Address (District 0)
CAD to CA11, PAC to PA1G CAO to CATI
<z IDCEBSYR1 (Page m0 ; District 0) (District 0)
Oy ®
Command
input
® (oo -{Aasessmpur}- (o5 Y[ s o |-(E)—{_psmoums_}—(0)
Column + Page Address Column Address (District 1)
CAD to CA11, PAD to PA16 CAQ to CAT1
_ (Page n0 ; District 1) (District 1)
o @) ©
Return to A
— Repeat a max of 63 times
input
(-G o) raess mpu | )—{rasress |- )—{__vswouta__}—(0)
Column + Page Address Column Address (District 0)
CAD to CA11, PAD to PA1B CAD to CAT1
. IDCBSYR1 (Page m&3 ; District 0) (District 0)
o —) ®
Command
input
® (o[ Assinpat | (05 )—{diess it |(E)—{ osmodpu_|—
Column + Page Address Column Address (District 1)
CAD to CA11, PAD to PA1E CAQto CAT1
(Page nB3 ; District 1) (District 1)

RY/BY @
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(3) Notes

(a) Internal addressing in relation with the Districts

To use Multi Page Read operation, the internal addressing should be considered in relation with the District.
* The device consists from 2 Districts.

* Each District consists from 1024 erase blocks.

* The allocation rule is follows.

District 0: Block 0, Block 2, Block 4, Block 6,:::, Block 2046

District 1: Block 1, Block 3, Block 5, Block 7,---, Block 2047

(b) Address input restriction for the Multi Page Read operation

There are following restrictions in using Multi Page Read;

(Restriction)

Maximum one block should be selected from each District.

Same page address (PAO to PA5) within two districts has to be selected.

For example;

(60) [District 0, Page Address 0x00000] (60) [District 1, Page Address 0x00040] (30)
(60) [District 0, Page Address 0x00001] (60) [District 1, Page Address 0x00041] (30)

(Acceptance)

There is no order limitation of the District for the address input.
For example, following operation is accepted;

(60) [District 0] (60) [District 1] (30)

(60) [District 1] (60) [District 0] (30)

It requires no mutual address relation between the selected blocks from each District.

(c) /WP signal
Make sure /WP is held to High level when Multi Page Read operation is performed
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12.5 Auto Page Program Operation

The device carries out an Automatic Page Program operation when it receives a "10h" Program command after the
address and data have been input. The sequence of command, address and data input is shown below. (Refer to the

detailed timing chart.)

CLE j_\ ) /_\ /_\

Y

=\_A 40 A0 A AAAREA 7 )

L
W—W/\Mj_\/\f\f\/\/_\j\ \/
ALE J \ LL IIII
17 1
[ 1
e LE |
= \/
f( II
RY/BY t {
vo —gor{( XX XX Hemomion) e
"—Y_'“" ~ A < -
Col. M Page P Data

e

The data is transferred (programmed) from the Data Cache via

the Page Buffer to the selected page on the nsing edge of WE
Program | Read& verification following input of the “10h” command. After programming, the
Selected N A programmed data is transferred back to the Page Buffer to be

automatically verified by the device. If the programming does not
succeed, the Program/Verify operation is repeated by the device
until success is achieved or until the maximum loop number set in
the device is reached.

page
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12.6 Random Column Address Change in Auto Page Program Operation

The column address can be changed by the 85h command during the data input sequence of the Auto Page

Program operation.
Two address input cycles after the 85h command are recognized as a new column address for the data input. After

the new data is input to the new column address, the 10h command initiates the actual data program into the
selected page automatically. The Random Column Address Change operation can be repeated multiple times within

the same page.

EH A X - L e e e ) (=1
——r——— — ,

. S
Col. M Page N Col. M Busy
Col. M Col. M
- ¢ - bl
Datainput T~ o, o |
{

| s |

| 1

Progr:iml\& .| Reading & venfication
Selected £
page
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12.7 Multi Page Program

The device has a Multi Page Program, which enables even higher speed program operation compared to Auto Page
Program. The sequence of command, address and data input is shown bellow. (Refer to the detailed timing chart.)

Although two planes are programmed simultaneously, pass/fail is not available for each page when the program
operation completes. Status bit of I/O 0 is set to “1” when any of the pages fails. Limitation in addressing with Multi
Page Program is shown below.

Multi Page Program

IDCBS YW1 1PROG.

R/B I
D
Walid

e li oy Address & Data Paszs

Imipourt
‘valid

CAQ-CATI [P CAD-CA11 -
PAD-PAS  :Valif FAO~PAS Viid :
PAS : District(’ PAG : Dhstrict1 Fail
PAT-PAIE  :Valld PAT-PAIE  Vsiid

NOTE: Any command between 11hand 81h is prohibited except T0h and FFh.

{ 80h } 11h &1h 10h

Data T I — PN '|
Inp ut 1 — L -
Plane O Plans 1
{1024 Block) {1024 Block)
Block O Block 1
Block 2 Biock 3
Block 2044 Block 2045
Block 2046 Block 2047
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12.8 Auto Page Program Operation with Data Cache

The device has an Auto Page Program with Data Cache operation enabling the high speed program operation shown
below. When the block address changes this sequenced has to be started from the beginning.

CLE ﬂ " /_\_/_\ /_\ /_\_/_\ J_\ 53 /_\ /_\
SVTINVITeyY/ s Wi u%%%% albalaig a7z
WWW W \ \f\ \
ALE | i | \ (
sy AT AR ——— A
RY/BY \_{masw ” \_} s i \_/ teROG (NOTE)

" -ttty e faSicooistens ﬂ bttt
Pa.ge N @ @ Status Output Page N+1 @ @ Status Output Page N+P @ @ Status Output

LN
Data for Page N_| 2 Diata for Page N+ 1 (_\jp ta for Page N+ P
Data Cache _|Data L)~ | L‘ 2gel5 1) |é AY, | | | |

L}
Page Buffer @I | _Data for Page N | L | [Dxtaor Page i + 1] x| L > |
i 1Y

| e =
Cell Array U L\ G R G ) i S W . ‘\® I|| ‘\'@ .'|
age N+
2 W / PageN+P

Rev 1.0 Dec/04/2019 Page 26



2 ) .
XS27G02A Parallel SLC NAND XEMi'IRON

<

Issuing the 15h command to the device after serial data input initiates the program operation with Data Cache

1. Datafor Page Nis input to Data Cache.

2. Datais transferred to the Page Buffer by the 15h command. During the transfer the Ready/Busy outputs Busy
State (tDCBSYW?2).

3. Datais programmed to the selected page while the data for page N + 1 is input to the Data Cache.

4. By the 15h command, the data in the Data Cache is transferred to the Page Buffer after the programming of
page N is completed. The device output busy state from the 15h command until the Data Cache becomes empty.
The duration of this period depends on timing between the internal programming of page N and serial data
input for Page N + 1 (tDCBSYW?2).

5. Datafor Page N + P is input to the Data Cache while the data of the Page N+ P — 1 is being programmed.
The programming with Data Cache is terminated by the 10h command. When the device becomes Ready, it
shows that the internal programming of the Page N + P is completed.

NOTE: Since the last page programming by the 10h command is initiated after the previous cache program, the

tPROG during cache programming is given by the following;

tPROG = tPROG for the last page + tPROG of the previous page — ( command input cycle + address input cycle +
data input cycle time of the last page)

Pass/fail status for each page programmed by the Auto Page Programming with Data Cache operation can be
detected by the Status Read operation.

. 1/01 : Pass/fail of the current page program operation.

. 1/02 : Pass/fail of the previous page program operation.

The Pass/Fail status on 1/01 and 1/02 are valid under the following conditions.

. Status on I/01: Page Buffer Ready/Busy is Ready State.

The Page Buffer Ready/Busy is output on |I/06 by Status Read operation or RY / BY pin after the 10h command
. Status on I/02: Data Cache Read/Busy is Ready State.

The Data Cache Ready/Busy is output on I/O7 by Status Read operation or RY / BY pin after the 15h command.

Page N-1
Page N

Example) . _______
102 == Invalid Page 1 ! Page 1 | PagaN-2 invalid Page N- 1
101 == Invalid Invalid 1 Page 2 : Invalid invalid Page N
T T
T T 1T T T O
G- )@ - EDED -G -G @ o @) EE)ED)

! 1

|
Page 1 Page 2 | | PageN-1 Page N
I
i L L
RY/BY pin L] LJ : ! L] | |
| |
Data Cache Busy < < : : A <

|

—> | I

< S ! i

Page Buffer Busy Paged : I

Page2 | | -

! I
|

| I

! ]

If the Page Buffer Busy returns to Ready before the next 80h command input, and if Status Read is done during

this Ready period, the Status Read provides pass/fail for Page 2 on /01 and pass/fail result for Page1 on 1/02
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12.9 Multi Page Program with Data Cache

The device has a Multi Page Program with Data Cache operation, which enables even higher speed program
operation compared to Auto Page Program with Data Cache as shown below. When the block address
change(increments) this sequenced has to be started from the beginning.

The sequence of command, address and data input is shown below. (Refer to the detailed timing chart.)

Data input Data input
Dummy comnttand Program with Dummy . comll'rhmand Auto Page
Data input Program for multi-page  pata cache Data input Program o' MY i Program
command command Program command  command command ~ Prodr@m command
Address Data input Address Data input Address Data input Address Data input
input 0102175 input  Oto 2175 input  0to2175 input  0to 2175
(District 0) (District 1) (District 0) (District1)

e \J \J \J \J/

After “15h” or “10h” Program command is input to device, physical programing starts as follows. For details of Auto
Program with Data Cache, refer to “Auto Page Program with Data Cache”.

District 0 District 1

L < 1 5
Program f ]Reading &veriﬁc:ationf \

Selected - }, /}, K }
page

AL AT S A A LA

The data is transferred (programmed) from the page buffer to the selected page on the rising edge of
/WE following input of the “15h” or “10h” command. After programming, the programmed data is
transferred back to the register to be automatically verified by the device. If the programming does not
succeed, the Program/Verify operation is repeated by the device until success is achieved or until the
maximum loop number set in the device is reached.

Starting the above operation from 1st page of the selected erase blocks, and then repeating the operation total 64
times with incrementing the page address in the blocks, and then input the last page data of the blocks, “10h”
command executes final programming. Make sure to terminate with 81h-10h- command sequence.

In this full sequence, the command sequence is following.
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1st

i

63th

B4th

|

After the “15h” or “10h” command, the results of the above operation is shown through the “71h”Status Read
command.

Status Read
command

Pass
Coorts 7 <(>
\I;il

RY/BY —\ /

The 71h command Status description is as below.

STATUS OUTPUT
1/01 Chip Status1 : Pass/Fail Pass: 0 Fail: 1 /O describes Pass/Fail condition of
1102 District 0 Chip Status1 : Pass/Fail |Pass: 0 Fail: 1 district 0 and 1(OR data of /02 and 1/O3).
If one of the districts fails during multi
1103 District 1 Chip Status1 : Pass/Fail |Pass: 0 Fail: 1 page program operation, it shows “Fail".
1104 District 0 Chip Status2 : Pass/Fail |Pass: 0 Fail: 1

/02 to 5 shows the Pass/Fail condition of
1105 District 1 Chip Status2 : Pass/Fail |Pass: 0 Fail: 1 each district. For details on “Chip Status1”
and “Chip Status2”, refer to section

/06 Ready/Busy Ready: 1 Busy: 0 “Status Read”
o7 Data Cache Ready/Busy Ready: 1 Busy: 0
/08 Write Protect Protect: 0 Not Protect: 1
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(1) Internal addressing in relation with the Districts

To use Multi Page Program operation, the internal addressing should be considered in relation with the
District.

* The device consists from 2 Districts.

* Each District consists from 1024 erase blocks.

* The allocation rule is follows.

District 0: Block 0, Block 2, Block 4, Block 6,:::, Block 2046

District 1: Block 1, Block 3, Block 5, Block 7,-++, Block 2047

(2) Address input restriction for the Multi Page Program with Data Cache operation

There are following restrictions in using Multi Page Program with Data Cache;

(Restriction)

Maximum one block should be selected from each District.

Same page address (PAO to PA5) within two districts has to be selected.

For example;

(80) [District 0, Page Address 0x00000] (11) (81) [District 1, Page Address 0x00040] (15 or 10)
(80) [District 0, Page Address 0x00001] (11) (81) [District 1, Page Address 0x00041] (15 or 10)
(Acceptance)

There is no order limitation of the District for the address input.

For example, following operation is accepted;

(80) [District 0] (11) (81) [District 1] (15 or 10)

(80) [District 1] (11) (81) [District 0] (15 or 10)

It requires no mutual address relation between the selected blocks from each District.

(3) Operating restriction during the Multi Page Program with Data Cache operation
(Restriction)

The operation has to be terminated with “10h” command.
Once the operation is started, no commands other than the commands shown in the timing diagram is allowed

to be input except for Status Read command and reset command
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12.10 Page Copy (2)

By using Page Copy (2), data in a page can be copied to another page after the data has been read out. When the
block address changes (increments) this sequenced has to be started from the beginning.

= ® 0
input
(oo ) Adress input |~ 20) (o ) Address input - Datainput |- 15 )—( 00— Adaress input | -(34) (a)
Address \ Col =0 start Address When changing data Address Col = O start
CADto CA11, PAD to PA1E | CAD 1o CA11, PAOto PATE cciicinput | CADto CA11, PADto PATE |

(Page N) j@ (Page M) ) @ (Page N+P1) j @
- A
RY/BY \_/ tr \_/tDCBswvz \_/lDCBSYRz O

Page Buffer — ———1 —— 1

)

rJ Page N + P1 r r

@ Data for Page N ( ;? Damforpa?eu @ Data for Page M @ ( ; ? Data for Page N + P1
Dam Cacﬁe %

Cell Array

= = Page M =

Page N FIr

Page Copy (2) operation is as following.
Data for Page N is transferred to the Data Cache.
Data for Page N is read out.
Copy Page address M is input and if the data needs to be changed, changed data is input.
Data Cache for Page M is transferred to the Page Buffer.

After the Ready state, Data for Page N + P1 is output from the Data Cache while the data of Page M is being programmed.

Command ®
input
Address Address \ Col = 0 start Address \ Col = 0 start

When changing data. \
| CAD to CAT1, PAD to PA16 1

A\
GADto CAT1, PADto PATE o il CAD to CA11, PAD to PATE pSouir
S
V) ) ®

{Page M+R1) @ (Page N+P2)
toessvyrz \__[ tocesvrz

RY/BY @ )
\_/ tocesywz

@ Data for Page M + R1 @ Data for Page M + R1 ° Data for Page N + P2 @ Data for Page N + Pn
—E !— —1
o %

Page Buffer I C 1
Cell Array Page M + R1 EESRSNENCRRRORY
Page M PPN
. Lo o]
Page N + P2 FFF7rirrii i CILLS TSI LISIIS
Page N +P1 P AL ELETS

Copy Page address (M + R1) is input and if the data needs to be changed, changed data is input.
After programming of page M is completed, Data Cache for Page M + R1 is transferred to the Page Buffer.
By the 15h command, the data in the Page Buffer is programmed to Page M + R1. Data for Page N + P2 is transferred to the Data cache.

The data in the Page Buffer is programmed to Page M + Rn — 1. Data for Page N + Pn is transferred to the Data Cache.
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Command
input
Address input |—| Data input

Address
CAD to CA11, PAD to PA1E
(Page M+Rn)

_® \ ;
RY/BY terog (*1)

Data for F'age M+ Rn @ Data for Page M + Rn
Data Cache

Page Buffer I:I
C E Page M + Rn [TTITITTTTITIIY D
Page M+ Rn -1 S

AR DOOOINNIIINNN

Cell Array = e = ==
TFTTFTTT i i
T TS E TS LTI LTS LTSS
A s = A

Copy Page address (M + Rn) is input and if the data needs to be changed, changed data is input.
By issuing the 10h command, the data in the Page Buffer is programmed to Page M + Rn.
(*1) Since the last page programming by the 10h command is initiated after the previous cache program, the tPROG here will be expected as the
following,
tPROG = tPROG of the last page + tPROG of the previous page — ( command input cycle + address input cycle + data output/input cycle
time of the last page)
NOTE)
Data input is required only if previous data output needs to be altered.
If the data has to be changed, locate the desired address with the column and page address input after the 8Ch command, and change only
the data that needs be changed.
If the data does not have to be changed, data input cycles are not required.
Make sure WP# is held to High level when Page Copy (2) operation is performed.

Also make sure the Page Copy operation is terminated with 8Ch-10h command sequence
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12.11 Multi Page Copy (2)

By using Multi Page Copy (2), datain two pages can be copied to another pages after the data has been read out.
When the each block address changes (increments) this sequenced has to be started from the beginning.
Same page address (PAO to PA5) within two districts has to be selected.

‘Command
input
S-fmma- @m0
Address Address Address Address
PAD to PA1E PADto PA1G CADto CA11, PAD 10 PA1E CAD to CA1N1
(Page m0; District 0) (Page n0 ; District 1) [ (Page mo) (Col=0)

/

RYIBY \]‘r‘tR
ORC @ © G{reaem - v |-
Address Address

Address
CAQto CAN, PAOto PA1E CAD o CAT1 CAD to CA11, PAD to PA1E

{Page no) (Col = 0) (Page MO ; District 0)
RY/EY @ \( { tocesywi
O~ {rammron oo

A

O

®

®

Q)

Address Address Address
CADtoCA11, PAD to PA1E PAD to PA1G PAD to PA1E
O (Page MO ; District 1) {Page m1 ; District 0) (Page n1 ; District 1)
_ G V/ ©
RYIBY h1, f Ipcesywz tocesYR2

O O T N GO S T o G o ETET] o G o e B GO o [l o G e B
Address

Address Address Address
CADte CA11, PADto PA1G CAD I CAN CAD to CA11, PAD to PA16 CAD to CAN

(Page m1) (Col = 0) (Page n1) (Col = 0)
_ ©
RY/BY O

Address input H Data input o @ Address input H Data inpitt |—{ 15 P e e @
Address Address
CAD toCA11, PAD to PA1G CAD to CAT1, PAD to PA16

(Page M1 ; Distict 0) ||| (Page N1 ; District 1) |
x @ Y, e ®
RY/BY tncesywz

ncesywi

Address
PAD to PA1G PAD to PA1E
(Page m&3 ; District 0) (Page nG3 ; District 1) | {Page m&3) {Col =0)

®
= @ / ®
RY/BY \_‘I P

Address

Address Address

CAD to CA11, PAD to PA1G CAD to CA11

- & © (- fraese o} {w o |- ®
Address Address Address
CADte CANM, PAOTo PA1G CAQ o CAN CAQ to CA11, PAD to PA16

(Page n&3) (Col=0) (Page ME3 | District 0)

RYIW @ w tocesyw @

Address input H Data input o
Address Note)
This operation needs to be executed within each District.

CAD to CA11, PADto PA1G

(Page N63 ; District 1) |
o @ )I Data input is required only if previous data output needs to be altered.
RY/BY \‘_/ PROG (*1) If the data has to be changed, locate the desired address with the column and page address input after
the BCh command, and change only the data that needs be changed.
(*1) tprog: Since the last page programming by 10h command is initiated after the previous cache Ifthe data does not have to be changed, data input cycles are not required.

program, the tpro- during cache programming is given by the following equation.
Make sure WP is held to High level when Multi Page Copy (2) operation is performed.
tprOG =tpRoG of the last page + tprog of the previous page-A Also make sure the Multi Page Copy operation is terminated with 8Ch-10h command sequence
A = {command input cycle + address input cycle + data oufputfinput cycle time of the last page)
If *A” exceeds the tprog of previous page, tprog of the last page is tprog max.
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12.12 Auto Block Erase

The Auto Block Erase operation starts on the rising edge of WE# after the Erase Start command “DOh” which follows
the Erase Setup command “60h”. This two-cycle process for Erase operations acts as an extra layer of protection
from accidental erasure of data due to external noise. The device automatically executes the Erase and Verify

operations.
P
Block Address  Erce Start Status Read \Igi!
input: 3 cycles command command
RY/BY \ Busy ’I
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12.13 Multi Block Erase

The Multi Block Erase operation starts by selecting two block addresses before DOh command as in below diagram.
The device automatically executes the Erase and Verify operations and the result can be monitored by checking the
status by 71h status read command. For details on 71h status read command, refer to section “Multi Page Program
with Data Cache”.

Block Address Block Address Erase Start Status Read
input: 3 cydles input: 3 cycles command command
District 0 District 1
RY/BY Bosy

(1) Internal addressing in relation with the Districts

To use Multi Block Erase operation, the internal addressing should be considered in relation with the District.
* The device consists from 2 Districts.

* Each District consists from 1024 erase blocks.

* The allocation rule is follows.

District 0: Block 0, Block 2, Block 4, Block 6,---, Block 2046

District 1: Block 1, Block 3, Block 5, Block 7,---, Block 2047

(2) Address input restriction for the Multi Block Erase

There are following restrictions in using Multi Block Erase
(Restriction)
Maximum one block should be selected from each District.

For example;
(60) [District 0] (60) [District 1] (DO)
(Acceptance)

There is no order limitation of the District for the address input.

For example, following operation is accepted;

(60) [District 1] (60) [District 0] (DO)

It requires no mutual address relation between the selected blocks from each District.

Make sure to terminate the operation with DOh command. If the operation needs to be terminated before DOh
command input, input the FFh reset command to terminate the operation.
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12.14 ID Read

The device contains ID codes which can be used to identify the device type, the manufacturer, and features of the
device. The ID codes can be read out under the following timing conditions:

CLE_/_\ ICEA
B B
« T\

ALE
BE { Y VY S VY A VY O W
tREA
[ \ [ \ \ | \ [ See \ [ See \ [ see |
el \ i f \ s f aan \ DAh | \table 5/ \table 5/ \table 5/
ID Read Address 00 Maker code Device code 3rd Data 4th Data 5th Data
command
Table 4. Code table
Description 1/108 1107 1/106 1/05 1/04 1/103 1102 1/01 Hex Data
1st Data Maker Code 1 0 0 1 1 0 0 0 98h
2nd Data Device Code 1 1 0 1 1 0 1 0 DAh
3rd Data Chip Number, Cell Type 1 0 0 1 0 0 0 0 90h
Page Size, Block Size,
4th Data 1/O Width 0 0 0 1 0 1 0 1 15h
5th Data Plane Number 0 1 1 1 0 1 1 0 76h
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3rd Data
Description 1108 1107 1/106 1105 1104 1103 1102 1101
1 0 0
Internal Chip Number 2 0 1
4 1 0
8 1 1
2 level cell 0 0
Cell Type 4 level cell 0 1
8 level cell 1 0
16 level cell 1 1
Reserved 1 0 0 1
4th Data
Description 1108 1107 1106 1/105 1104 1/103 1102 1101
Page Size 1 KB 0 0
2 KB 0 1
(without redundant area) 4 KB 1 0
8 KB 1 1
Block Size 64 KB 0 0
128 KB 0
(without redundant area) 256 KB 1 0
512 KB 1
1/0 Width x8 0
x16 1
Reserved 0 0 1
5th Data
Description 1/08 1107 1/106 1/105 1/04 1103 1/02 1101
1 Plane 0 0
Plane Number 2 Plane 0 1
4 Plane 1 0
8 Plane 1 1
Reserved 0 1 1 1 1 0
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12.15 Status Read

The device automatically implements the execution and verification of the Program and Erase operations. The
Status Read function is used to monitor the Ready/Busy status of the device, determine the result (pass /fail) of a
Program or Erase operation, and determine whether the device is in Protect mode. The device status is output via
the I/0 port using RE# after a “70h” command input. The Status Read can also be used during a Read operation to
find out the Ready/Busy status.

The resulting information is outlined in Table 5.

Table 5. Status output table

e Page Program Read
Definition Block Erase : Cache Program i cathieRead
101 i ki , Pass/Fail Pass/Fail Invalid
Pass: 0 Fail: 1

1102 g;;pféatus B o Invalid Pass/Fail Invalid
1103 Not Used 0 0 0
104 - Not Used ‘0 ‘0 0
1105 Not Used 0 0 0

Page Buffer Ready/Busy
/OB ‘Ready: 1 Busy: 0 iRea«d\,\,';’E‘iusy iReadyIBusy iRead;.n’E?'usy\,'

iDaia Cache Ready/Busy
o7 ‘Ready: 1 Busy: 0 :Readnyusy :Readya’Busy :Readeusy

I Write Protect - [T it
1108 'Not Protected 1 Protected: 0 :erte Protect ngte Protect ngte Protect

The Pass/Fail status on 1/01 and I/02 is only valid during a Program/Erase operation when the device is in the Ready
state.
Chip Status 1:

During a Auto Page Program or Auto Block Erase operation this bit indicates the pass/fail result.

During a Auto Page Programming with Data Cache operation, this bit shows the pass/fail results of the current
page program operation, and therefore this bit is only valid when I/06 shows the Ready state.
Chip Status 2:

This bit shows the pass/fail result of the previous page program operation during Auto Page Programming with
Data Cache. This status is valid when 1/07 shows the Ready State.

The status output on the I/06 is the same as that of I/07 if the command input just before the 70h is not 15h
or 31h.
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An application example with multiple devices is shown in the figure below.

CE1 L CE2 J) CE3 L CEN J> CEN=1 (L
CLE ——
ALE —  Device Device Device Device Device
WE —( 1 —— 2 — 3 N g N+1
RE —¢ - — ¢ —

o :,{8113 e /xl i l// e f//|~’/ i
RY /BY . P . .

RY/BY \ Busy
CLE / \

v/
Can \ [ ) /

Vo { 70h }

g
QL
aC

Status on Device 1 Status on Device N

System Design Note: If the RY / BY# pin signals from multiple devices are wired together as shown in the diagram,
the Status Read function can be used to determine the status of each individual device.
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12.16 Reset

The Reset mode stops all operations. For example, in case of a Program or Erase operation, the internally generated
voltage is discharged to 0 volt and the device enters the Wait state.

Reset during a Cache Program/Page Copy may not just stop the most recent page program but it may also stop the
previous program to a page depending on when the FF reset is input.

The response to a “FFh” Reset command input during the various device operations is as follows:

When a Reset (FFh) command is input during programming

Internal Vpp

—

—

RY/BY

trsT (max 10 ps)

When a Reset (FFh) command is input during erasing

@

P
B2

Internal erase
voltage /

RY/BY \

trsT (max 500 ps)

When a Reset (FFh) command is input during Read operation

RY/BY \

tneT fmax & usl

When a Reset (FFh) command is input during Ready

& Cod—

RY/BY \

trsT (Max 5 ps)
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When a Status Read command (70h) is input after a Reset

S
T ————_ /O status: Pass/Fail — Pass

CEED

b T
A - Ready/Busy — Read
RY/BY —\—/ . - y

When two or more Reset commands are input in succession

(1 (2) (3)

—@®
RY/BY \
The second @ command is invalid, but the third ® command is valid.
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13. Timing Diagrams

13.1 Latch Timing Diagram for Command/Address/Data

CLE

RE Setup Time Hold Time

o

.

L= \ o

tos toH

1o

2 ViH or ViL

13.2 Command Input Cycle Timing Diagram

tociH j\
s

fcs " ten
E/i{% /1/ //.7, e // //1/,'/
twp
WE )[ I’d
tals L tarn
ALE }Lf/ 7 7
tps IbH

7, %7 77
7 % : é

M or VL

Rev 1.0 Dec/04/2019 Page 42



A ™
XS27G02A Parallel SLC NAND XEMi"RON

<

13.3 Address Input Cycle Timing Diagram

it lcs twe twe
| tcs
L twe WH e WH | twe  twh | twe fwH twp
e *_/_\L_/‘ LU S WY S W
~ lais
ALE }
tbs [bH  tos | tow s | toH tos | bH tos | to

[le] CADW7 %Cﬁﬁmﬂ@ PAOto 7 %P}'\Bmﬁ PA16

Vg or Vi

fois

T

faLH

J]

13.4 Data Input Cycle Timing Diagram

tcLs teLH

1o
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13.5 Serial Read Cycle Timing Diagram

tre
= /
CE
i Y\ /
trp tReH trp trp lenz
RE \ / \ / : /
\—/} truz \_/? trRHZ7 tRHZ
:Eﬁ | IRHOH lRea (tRHOH 'REA tRHOH
tcea — tcEa
1[0] | 1
trr

(i
— )
RY/BY

: VFH ar Vﬂ_

13.6 Status Read Cycle Timing Diagram

felr
CLE
toLs tcLH
8
ics N
= ¥ 7)) 7
2 By 2
L we | ten fcEA
WE / :
4\_/ — CHZ
twHR
= N /
i‘——fi tRHOH
ips | oH iR
tReA tRHZ
1o 70n* D fﬁgﬁ v

RY (BY /

S Wiy or VL

*2 T70h represents the hexadecimal number
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13.7 Read Cycle Timing Diagram

CLE ! 7
tous ‘_tCLHLn s touH %‘

tcs  |tcH B
=\ A BB BB A |77
twic

e M oA N W g W
aH tas H tas
ALE J |
N \
IR RC
= p L/_U_\_f
ins EtlT ips|tod fps|ton fos|tod Ds|iod Ios|tod tps|toH 1| |'EA
7 CAD YA CAB PAD PaB YAFPATE | 1REA Deut! [Dour
'mé,%“%:? %tﬂﬁ%m? %mm% _fm g N
I e —— Data out from
- Col. Add. N Col. Add. N
RY /BY [ [

_ _

13.8 Read Cycle Timing Diagram: When Interrupted by /CE

Icir
CLE
_!tcm ICLH[. s IoH
Ics IcH Icg IcH
=B pBapp A (Bl |
twc . ,|lCSD
= YUY
L \_; | ' J J |
taH tas taH tas
’ : 7%
ALE +
TENN S \
=] tre tcHzZ
RE twe . r‘ 1 |
RHZ
HE——]
tns‘tiq Ips|tod tos|toH 'Ds|!oH 'Ds|itoH DS |tDH Ips |toH tn ICEA t§0H
; CAD CAB PAO PAB PA1G IREA Deuth fOourr
v %;“ o7 %mﬁ %m? Emm% A%E | N N+
I | o |
—_——
Col. Add. N Col Add. N
\ |

RY IBY 1 1|
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13.9 Read Cycle with Data Cache Timing Diagram (1/2)

ae tc T-ELH)[ teuHh ey
LS ..L_q tols g icLs e 1ioLs sl
o2t ot o2t AL
fcs tcs fcs s
= 2\ A A D

e ;
| 1
= Uy YYy\y\yvy \y '\
1
tALH taLs tALH  taLs Rw tCEA 1 CEA
t 1
1
1
ALE 1
—_— 1
tr tncesyR1 trc : tncesyr1
| 1
RE | i
RE twe twe L : twe L
1
tps |4 ipsitod tosiiod tos|iod tpsftod tos|lo InsjtoH ] IR | linea | los toH BRI s
1
Dour L {Cout 1y Dout
31h " 4 M f 31h i
——'—’: Page address
Page address M i M1
—t ] ¥
RY/BY | { Col. Add.0 - 4 Col. Add. 0
1
1
1
1
* The column address will be reset to 0 by the 31h command input. II‘

Continues to II‘ of next page

13.10 Read Cycle with Data Cache Timing Diagram (2/2)

1
: tolr —_— fciR — tolR
CLE ! 1 -
: toL tcLH ‘ ] fciH
IcLs sl lels f— 3 fols
' Igy tc
1
itcs 7] tcs | ics 7]
= _J! Ahh A Ah ., A )
L

A

1
1
1
1
I
WE :
! 1CEA i tCEA
1
1
ALE !
H tocBsYRI e IocsyRI tre IDCESYR1 . Re,
1
= t t t ’
= UV = Uy vy
: toslt s st = tosfio -
! ‘os|ion twrl L | iRea ‘ps|io tar - IpsfioH O P
1 .
12 7 4
D A 0 o %) ouT\DouT o o
:xo | 31h ) VTR @ //,,5 1h ) ) ~ Koo, 3Fh d )
I Page address H
: Page address M + 1 M+2 Fegciaddiess Mo+x
it
T tH
RY/BY : L ! ! t ] ! L v
I L] L/ LT coladdo
! Col. Add. D Col. Add. 0
1
1
m Make sure to terminate the operation with 3Fh command.

Continues from |I| of previous page
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13.11 Column Address Change in Read Cycle Timing Diagram (1/2)

toim
I
|
I
I
|
1
I
W W)
]
1CEA !
|
1
I
1
1
I
ALE ][ :
r tRC :
= v |1 J(f U
I
Ips |ioH Ipsiion Ipsfiod 'Dsil'ow tDsiioH 'Dsjlod  tDs|loH IRR| | ipea :
I
7 CAD WA/ TAB \Py Fan A Pas WAlPATe \ :
e
'mﬁ% 07 Ao 11 Sl o7 Ko 15 o0 AT @
|
Page address Page address
P P
— ] | |
RY /IBY | ;‘

1
1
Columnaddress :
A |
i
i
1

Continues from of next page
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13.12 Column Address Change in Read Cycle Timing Diagram (2/2)

: IR
: / |
CLE ! ; { ]
R— T tcL;i tors tauih
! .
: tcs  loH Ics tcH
= A A Hh B T W)
E IRHW twic _E:Eﬁ.
L
o= | \ J \ |/ \ |/ \_}I’
WE | B ] s
: U L U
: AL s ,E»y_‘.ms .
: T
ALE 1 } ‘
I
]
_é UWHR R
i
=\ RYEY
: tnstoH tns(iod  tos|ioH tos|toH tREA
: tiR
4 CAD CAB outh/Dout ouT
o R NN o e ———
: Column address Page addmess
i B P
RY/BY E
: Column address
i B
]
]
]
I

Continues from of last page
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13.13 Data Output Timing Diagram

§
j@g

Re toHz
! tre B IREH trp tre tRHz
— L
RE \ { \ [ b | 1|
J W ! -
ICEA . tns | toH
trea, | JRLoH RLOH
0 -~ - Cormand)—
'rR tRHoH trHOH
RY/BY f "
—
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13.14 Auto-Program Operation Timing Diagram

CLE i
tors | torH L

talH
taLs .

J
TP

RE

o toy  tositon

m% CAD CABXF’MXPAE 18
to 7 Mo 11N\ 1o 7 /o 15
Column address
N

o

RY /BY

: Do not input data while data is being output.
% ‘Wi orVL

¥} M up to 2175 (byte input data for <8 device).

Rev 1.0 Dec/04/2019 Page 50



A ™
XS27G02A Parallel SLC NAND XEMimoN

<

13.15 Auto-Program Operation with Data Cache Timing Diagram (1/3)

fois

E E{:ms' teun ( / % \_
icg :

CE

s

S
"\

tas

os| toy  tostow

CAD GMXPADXPAB)_(PMB
to 7 Mo 11 Mo 7 Mo 15

Y
&

RY IBY
: Do not input data while data is being output.

CWigor Vip

CAOto CA11 is O in this diagram. 1

Continues to E] of next page
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13.16 Auto-Program Operation with Data Cache Timing Diagram (2/3)

Icis

TEELST I\ £ X %‘% \_
ww bW

taLs ocesYw2
E
ALE
i '/'::: [
IF H
5 5
RE i
: tps ins
0S|ty tps|t ]
=

o 7 PAD \/PAB \(PATE
%‘;}%?*ﬂlﬁ tnTXtu15X >_

RY/BY

Repeat a max of 62 times (in order to program pages 1 to 62 of a block).

Continued from of last page
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13.17 Auto-Program Operation with Data Cache Timing Diagram (3/3)

sEssfasnsans
E{

CLE Jm tﬂ_Hl-I . /' W \

v
]

FEECTERTETET
l
i

I ’JI
S
-

lus PR (*1)
H -
: twe
ALE .
om— ] i
H aF
E i
—— - a
RE i \_/_
g tns lpg
Iositey  togtod oy
7 cao Y cas 'y Peo VY Pas \WPads
o ,ﬁ/ oo 07 fto 11 Ato7 Atais &
E it
e H A
Ry IBY :
: Do nat input data while data is being output.
i V] vimor v
2

(*1) tproa: Since the last page programming by 10h command is initiated after the previous cache
Cortinued from ol last page program, the fprog dunng cache programming s given by the fallowing equation.

rroc = lProc of he last page + lprog of the previous page —A
A= jcommand input cycle + address input cycle + data input cycle time of the last page)

i A" excesads the PROG of previous page, PROG of the last page istPROG max.

Note: Make sure to terminate the operation with 80h-10h- command sequence. If the operation is terminated by 80h-15h command
sequence, monitor 1/0 6 (Ready / Busy) by issuing Status Read command (70h) and make sure the previous page program operation is

completed. If the page program operation is completed issue FFh reset before next operation.

Rev 1.0 Dec/04/2019 Page 53



A ™
XS27G02A Parallel SLC NAND XEMi"RON

<

13.18 Multi-Page Program Operation with Data Cache Timing Diagram (1/4)

Le
e El

a B
’TEE
vl
TRy L
# [

CEECLEEEET

lais tas Ineasyw

ssamssaEEREREE

=]

CEL CEEETET

Ing
Ds| toy  toglod H

H .
CAD Y CAB YV PAD Y PAB PA1E
o %;‘“_%L? ta 11\ a7 mw}'( }_ N

: Page Addness M
District-0

|
-

=

Continues to Ei of naxt page
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13.19 Multi-Page Program Operation with Data Cache Timing Diagram (2/4)

GLE !
J‘ELS fe o

"\
13 LH

Ins s

1o % - ‘_*'ﬂﬂ PRD m15XPA1E>_N %@

F'aga Address M

District-1 D217

Repeat a max of 63 timas (in order to program pages 0 to 62 of a block).

Continued from of last page
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13.20 Multi-Page Program Operation with Data Cache Timing Diagram (3/4)
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13.21 Multi-Page Program Operation with Data Cache Timing Diagram (4/4)

tels

tars RO (1)
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Page Address M+n
Digtrict-1 Dy2175
[
ER)

: Do nat nput data while data is being output.

E f"u"|Htl"'u"||_

3

Cortinued from [3] of last page

(*1) tPROG: Since the last page programming by 10h command is initiated after the previous cache
program, the tPROG during cache programming is given by the following equation.

tPROG = tPROG of the last page + tPROG of the previous page - A

A = (command input cycle + address input cycle + data input cycle time of the last page)

If “A” exceeds the tPROG of previous page, tPROG of the last page is tPROG max.

Note: Make sure to terminate the operation with 81h-10h- command sequence.
If the operation is terminated by 81h-15h command sequence, monitor I/O 6 (Ready / Busy) by issuing Status Read
command (70h) and make sure the previous page program operation is completed. If the page program operation is

completed issue FFh reset before next operation.
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13.22 Auto Block Erase Timing Diagram
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e @ Do notinput data while data is being output.

Rev 1.0 Dec/04/2019 Page 58



XS27G02A

Parallel SLC NAND

13.23 Multi Block Erase Timing Diagram
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13.24 ID Read Operation Timing Diagram
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14. Application Notes and Comments

(1) Power-on/off sequence:

The timing sequence shown in the figure below is necessary for the power-on/off sequence.

The device internal initialization starts after the power supply reaches an appropriate level in the power on
sequence. During the initialization the device Ready/Busy signal indicates the Busy state as shown in the figure
below. In this time period, the acceptable commands are FFh or 70h.

The WP signal is useful for protecting against data corruption at power-on/off.

Don't L/
care i
CE, WE, FE ]
CLE, ALE |
| VIH .
— ViL | : | ViL §
WP —— | 1msmax . | I 1 ms max
100 ps max . Operation 100 us max .

Invalid & Invalid Invalid
! P
) /!
Ready/Busy %

(2) Power-on Reset The following sequence is necessary because some input signals may not be stable at power-on.

| Power on I @

Reset

(3) Prohibition of unspecified commands

The operation commands are listed in Table 2. Input of a command other than those specified in Table 2 is
prohibited. Stored data may be corrupted if an unknown command is entered during the command cycle.

(4) Restriction of commands while in the Busy state

During the Busy state, do not input any command except 70h(71h) and FFh.

(5) Acceptable commands after Serial Input command “80h”

Once the Serial Input command “80h” has been input, do not input any command other than the Column Address
Change in Serial Data Input command “85h”, Auto Program command “10h”, Multi Page Program command “11h”,
Auto Program with Data Cache Command “15h”, or the Reset command “FFh”.

WE T LI LTI

-

Address input

RY/BY /

If a command other than “85h” , “10h” ,”11h”, “15h” or “FFh” is input, the Program operation is not performed and

the device operation is set to the mode which the input command specifies.
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P TR
80 XK \_13_/.
\T/ Mode specified by the command. Programming cannot be executed.

Command other than
“85h", “10h", *11h", “15h™ or “FFh”

(6) Addressing for program operation
Within a block, the pages must be programmed consecutively from the LSB (least significant bit) page of the block
to MSB (most significant bit) page of the block. Random page address programming is prohibited.

From the LSB page to MSB page Ex.) Random page program (Prohibition
DATA IN: Data (1) » Data (64) DATA IN: Data (1) » Data (64)
\—* Data register \—* Data register
Page D (1) Page 0 (2)
Page 1 (2) Page 1 (32)
Page 2 (3) Page 2 (3)
Page 31 (32) Page 31 (1)
Page 63 (64) Page 63 (64)

(7) Status Read during a Read operation

Command @ @ : [A] :
=\
LV ERVAVAVAVAVARW. \L/ o

S \ [T

- UL
Address N Status Read

i M |
: N
command input Status output
Status Read

The device status can be read out by inputting the Status Read command “70h” in Read mode. Once the device has
been set to Status Read mode by a “70h” command, the device will not return to Read mode unless the Read
command “00h” is inputted during [A]. If the Read command “00h” is inputted during [A], Status Read mode is reset,
and the device returns to Read mode. In this case, data output starts automatically from address N and address
input is unnecessary
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(8) Auto programming failure

Fail
80 — @ 70 10 C30) @

Address Data Address Data

M input N input

@ ﬂ If the programming result for page address M is Fail, do not try to program the
10 page to address N in another block without the data input sequence.
Because the previous input data has been lost, the same input sequence of 80h

M command, address and data is necessary.

(9) RY / BY# : termination for the Ready/Busy pin (RY / BY#)
A pull-up resistor needs to be used for termination because the RY / BY# buffer consists of an open drain circuit.

Vce
i Re
Ready Ve
Vee =R
- Busy ;
Device — 4 i i
—;L—» RY /BY ek P
|1 ‘f
Vee =33V
Y cc
g Ta — 25°C
L 15 ps |- CL = 50 pF{ 15ns
tf
tr 1.0 us |- T 10ns

This data may vary from device to device. :
We recommend that you use this data as a T l | |
reference when selecting a resistor value.

05 ps — 5ns

1TKQ 2K 3KQ 4Ko
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(10) Note regarding the WP# signal
The Erase and Program operations are automatically reset when WP# goes Low. The operations are enabled and
disabled as follows:

Enable Programming

:f.--'.'\
DIN {80 1
:.\--..j
RY/BY |

tw (100 ns MIN)

Dizable Programming

RN

:(F-'_-'\
DIN (80

:\\'-._-’j
"o\
RY/BY —f—

PR

tww (100 ns MIN)
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Enable Erasing

T
J o

RY /BY :
baywy (100 ns MIN)

Disable Erasing

I
®>—

RY /BY
tyw (100 ns MIN)

(11) When six address cycles are input
Although the device may read in a fifth address, it is ignored inside the chip.
Read operation

Read operation

= )

ALE / \

o ——Com I H G
Address input fgnored I|

RY/BY "'
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Program operation

Program operation

CLE i' \

1o on—_ A A A ) 0.0

Address input s Data input

(12) Several programming cycles on the same page (Partial Page Program)
Each segment can be programmed individually as follows:

1st programming Data Pattern 1

2nd programming Data Pattern 2

4th programming Allls Data Pattern 4

Result Data Pattern 1 DataPaltem2 | -o-osmimssssoomooonosTooTs Data Pattern 4
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(13) Invalid blocks (bad blocks)

<

The device occasionally contains unusable blocks. Therefore, the following issues must be recognized:

erased.

~» Bad Block

system.

isolated from the bit lines by select gates.

The number of valid blocks over the device lifetime is as follows:

Please do not perform an erase operation to bad blocks. It may be
impossible to recover the bad block information if the information is

Check if the device has any bad blocks after installation into the system.
Refer to the test flow for bad block detection. Bad blocks which are
detected by the test flow must be managed as unusable blocks by the

/%//7 7 77 —» Bad Block A bad block does not affect the performance of good blocks because it is

MIN TYPR. MAX

UNIT

Valid (Good) Block Number 2008 — 2048

Block

Bad Block Test Flow
Regarding invalid blocks, bad block mark is in whole pages.

Please read one column of any page in each block. If the data of the column is 00(Hex), define the block as a bad

block.

| Start )

Block No=1

-‘

Fail
Read Check

k-

Pass
Block No. = Block No. + 1 Bad Block *1

Mo
Last Block
Yes
[ End

Gt B8 No erase operation is allowed to detected bad blocks
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(14) Failure phenomena for Program and Erase operations
The device may fail during a Program or Erase operation.
The following possible failure modes should be considered when implementing a highly reliable system.

FAILURE MODE DETECTION AND COUNTERMEASURE SEQUENCE
Block Erase Failure Status Read after Erase — Block Replacement
Page Programming Failure Status Read after Program — Block Replacement
Read Bit Error ECC Correction / Block Refresh

* ECC: Error Correction Code. 8 bit correction per 512 Bytes is necessary.

* Block Replacement

Program
Error oceurs When an error happens in Block A, try to reprogram the
Buffer b \ data into another Block (Block B) by loading from an
memory T Block A external buffer. Then, prevent further system accesses
\5_ [ to Block A ( by creating a bad block table or by using
o J another appropriate scheme).
i  Block B
Erase

‘When an error occurs during an Erase operation, prevent future accesses to this bad block
(again by creating a table within the system or by using another appropriate scheme).

(15) Do not turn off the power before write/erase operation is complete. Avoid using the device when the battery
is low. Power shortage and/or power failure before write/erase operation is complete will cause loss of data
and/or damage to data.

(16) The number of valid blocks is on the basis of single plane operations, and this may be decreased with two plane
operations.

(17) Reliability Guidance

This reliability guidance is intended to notify some guidance related to using NAND flash with 8 bit ECC for each 512
bytes. For detailed reliability data, please refer to XTX’s reliability note. Although random bit errors may occur
during use, it does not necessarily mean that a block is bad. Generally, a block should be marked as bad when a
program status failure or erase status failure is detected. The other failure modes may be recovered by a block
erase.

ECC treatment for read data is mandatory due to the following Data Retention and Read Disturb failures.

* Write/Erase Endurance

Write/Erase endurance failures may occur in a cell, page, or block, and are detected by doing a status read after
either an auto program or auto block erase operation. The cumulative bad block count will increase along with the
number of write/erase cycles.

* Data Retention

The data in memory may change after a certain amount of storage time. This is due to charge loss or charge gain.
After block erasure and reprogramming, the block may become usable again. Here is the combined characteristics
image of Write/Erase Endurance and Data Retention.
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Data

Fetention

[Years]

i bl N P " i

Write/Eraze Endurance [Cycles]

* Read Disturb

A read operation may disturb the data in memory. The data may change due to charge gain. Usually, bit errors
occur on other pages in the block, not the page being read. After a large number of read cycles (between block
erases), a tiny charge may build up and can cause a cell to be soft programmed to another state. After block erasure
and reprogramming, the block may become usable again.
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15. Revision History

Version No. Description Date

1.0 Initial Release. Dec 04, 2019
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